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Robust Estimation of the Discrete Spectrum of
Relaxations for Electromagnetic Induction Responses

Mu-Hsin Wei, Student Member, IEEE, Waymond R. Scott, Jr., Fellow, IEEE, and James H. McClellan, Fellow, IEEE

Abstract—The electromagnetic induction response of a target
can be accurately modeled by a sum of real exponentials. However,
it is difficult to obtain the model parameters from measurements
when the number of exponentials in the sum is unknown or the
terms are strongly correlated. Traditionally, the time constants
and residues are estimated by nonlinear iterative search. In this
paper, a constrained linear method of estimating the parameters
is formulated by enumerating the relaxation parameter space and
imposing a nonnegative constraint on the parameters. The result-
ing algorithm does not depend on a good initial guess to converge
to a solution. By using tests on synthetic data and laboratory
measurement of known targets, the proposed method is shown to
provide accurate and stable estimates of the model parameters.

Index Terms—Discrete spectrum of relaxation frequencies
(DSRFs), electromagnetic induction (EMI), magnetic polarizabili-
ties, sum of exponentials.

1. INTRODUCTION

LECTROMAGNETIC induction (EMI) sensors work by

illuminating a target of interest with a time-varying mag-
netic field and then detecting the scattered magnetic field which
is generated by the eddy currents induced on the target. Recent
research has shown that advanced EMI sensors, which measure
the scattered field at a broad range of frequencies or measure-
ment times, are capable of discriminating between certain types
of targets [1]-[3]. Target discrimination is realizable because
the measurements are strongly related to the target’s physi-
cal size, shape, orientation, and composition. In a broadband
system, it is possible that measurements at a small number
of frequencies are sufficient to represent a target. Several
researchers have demonstrated subsurface target discrimination
based on the EMI response [4], [5].

Several different approaches have been developed to analyze
the EMI response of targets. Miller et al. [6] proposed a three-
parameter model for targets of compact shapes and a four-
parameter model as its extension. The measured frequency
response can be approximated by fitting the parameters of
these models, and then, identification is performed based on the
fitted parameters. Many others have worked out the theoretical
model for the response of canonical targets [7], [8]. These

Manuscript received December 2, 2008; revised May 29, 2009. First pub-
lished October 6, 2009; current version published February 24, 2010. This work
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part by the U.S. Army Research Office under Contract W911NF-05-1-0257.

The authors are with the School of Electrical and Computer Engineering,
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models, however, do not appropriately describe objects with
more general shapes.

Interestingly, the dielectric response of materials has similar
characteristics to the EMI frequency response. Thus, models
and methods developed for dielectric materials can be applied
to the EMI response. One advantage of doing so is that many
of the dielectric models and methods have been well studied
over the past 50 years and that much is known about the
behavior and properties of the models. For example, the para-
metric model proposed by Miller et al. can be rewritten in the
form of the Cole-Cole dielectric relaxation model [9]. Other
parametric models well known in polymer science, such as
the Havriliak—-Negami and Cole—Davidson models, could also
be used in modeling the EMI response of targets with more
complex shapes [10], [11].

A. DRT

One analysis tool used in polymer science to characterize
materials is expressing the dielectric response in terms of a
distribution of relaxation times (DRT) [12]. The DRT can
reveal characteristics of materials that are not obvious in the
raw measurements. Because the DRT representation makes less
assumptions about the structure of the response, it offers a
model that is more general than the parametric models. The
normalized DRT G(7) is defined as

G
H(w) = go +9A/71 +(ZT (1)
0

where H (w) is the frequency response, 7 is the relaxation time,
and go and ga are constants. The DRT G(7) is normalized to
have unity area.

The DRT of some parametric models can be derived ana-
Iytically. For example, the Cole—Cole model (hence, Miller’s
model) [13] is

ga
1+ (jwro)™
1 sin(a)

Heeo(w) =go0 + 2

Geel(r) 3)

277 cosh (alog(7/79)) + cos(a)
where 79 and « are model parameters. Here, Goc(7) is re-
stricted to be symmetric with respect to 7y in log-7 space
because of the assumed structure of Hcc. In describing a target
response with a parametric model, details and features may be
lost in the fitting process. For example, not all targets have
symmetric DRTs. Using Cole—Cole to model such targets
would result in a loss of information. Describing a target
directly in terms of its DRT can be more accurate.

0196-2892/$26.00 © 2009 IEEE
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B. DSRF

In the study of EMI, several researchers have provided a
theoretical basis for representing the EMI response of a metallic
object as a discrete sum of damped real exponentials [14], [15].
In terms of the DRT, an EMI response can be represented by
(1) with a discrete DRT. In addition, we have found that it is
more intuitive and convenient to write (1) in terms of relaxation
Jfrequencies rather than relaxation times. By using the notation
of relaxation frequency, we can rewrite (1) in discrete form as

K
Ck
= —_— 4
H(w)=co+ 3:1: 1+ jw/ “)

where ¢ is the shift, /K is the model order, cy, is the real spec-
tral amplitudes, and ( = 1/7 are the relaxation frequencies.
The shape of the EMI frequency response of a target can be
precisely represented by the set S = {((x,cx) : k=1,..., K}
which we will call the discrete spectrum of relaxation fre-
quencies (DSRFs). Each pair ((x, cx) is one relaxation. The
parameter cg is not considered to be part of the DSRF because
it is just a shift of the frequency response. The response at
zero frequency H(0) = ZkK:o ¢, is due to the dc magnetization
of the target. The term DSRF and spectrum will be used
interchangeably throughout this paper.

The frequency response H (w) is proportional to the projec-
tion of the magnetic polarizability tensor of the target being
measured by the EMI sensor. The magnetic polarizability,
hence the DSREF, of several canonical targets can be calculated
analytically, and these formulas show how the DSRF is related
to the target’s physical properties such as conductivity, perme-
ability, shape, size, and orientation [16]-[18].

The DSRF representation has several useful properties. Not
only is the DSRF an alternative to representing a target response
but also it is directly related to the physical properties of a
target. In addition, the relaxation frequencies of a target are
invariant to its relative orientation and position to the sensor.
Only the spectral amplitudes change with orientation and po-
sition, and this makes the DSRF a valuable feature for target
discrimination. Baum has coined the term “magnetic singularity
identification” when using the relaxations (singularities) for
identifying targets.

C. Difficulties

While modeling the EMI response in terms of a distribution
is of great value in examining target characteristics, estimating
the DRT, both continuous and discrete, from the frequency
response is not straightforward. Many methods have been de-
veloped in many fields of science for solving such problems. In
the case of a continuous DRT, one solves a Fredholm integral
equation of the first kind. Methods such as Tikhonov regular-
ization [19], a nonparametric Bayesian approach [20], and a
Monte Carlo method [21] could be useful. In the discrete case,
the problem is to find the parameters of a sum of exponentials.
Techniques such as iterative nonlinear least squares (LSQ)
fitting, the matrix pencil method, and modified Prony’s methods
have been used in the past [22], [23]. Often, these methods do
not perform well when three or more relaxations are present.
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The goodness of fit strongly depends on a good guess of the
model order and is also very sensitive to the initial guess for
the model parameters. More discussion on the performance of
these methods can be found in [5] and [24].

In practice, a good initial guess is hard to determine, and it
is difficult, if not impossible, to have prior knowledge on the
model order. For these reasons, most existing estimation meth-
ods are prone to not converging in the fitting process. Even if the
fitting method converges well with a small residual, there is the
concern that the estimated relaxations could be very different
from the actual ones. It is possible that the estimate is merely a
good numerical fit, but has no physical significance [24].

One robust spectrum estimation method is the MATLAB
function invfreqs which implements the algorithm proposed
by Levy [25]. invfreqgs is robust in the sense that it can
accurately estimate the spectrum of three or more relaxations,
and its convergence is not sensitive to the initial guess. The
major downside of this method is that it can return complex
spectral amplitudes or negative relaxation frequencies that have
no physical meaning.

In this paper, we propose a method of estimating the DSRF
that requires no prior knowledge of the model order and always
returns real model parameters. The proposed method assumes a
nonnegative DSRF. While it has not been proven that the DSRF
is nonnegative for all targets, the proposed method works well
in practice. Even with the constraint, the proposed method can
represent a much larger class of responses than the parametric
models such as the Cole—Cole and Havriliak—Negami models.
For well-known canonical targets, as presented in this paper, the
estimated DSRF is an approximate, if not an exact, representa-
tion of the actual physical DSRF.

II. ESTIMATION METHOD

When the target response is measured at /N distinct frequen-
cies, (4) can be written in a matrix form

1 1 1 co
H(wl) I+jwi /¢ 14+jwi/Ce 1+jw/Cr
H(w ) 1 i 1 i 1 _ 1 C1
20 I+jwa /¢ 1+jwa/C2 1+jwa /Ck o
H ) 1 1 . 1
@) |1 e e o el L
VA
h=Zc 5)

where wpin = wp < ws < -+ < WN = Wmax, P is the obser-
vation vector, c is the spectral amplitude vector augmented by
the shift ¢y, and Z is a matrix containing information about the
relaxation frequencies ¢’s. The dimension of the matrix Z is
dependent on the number of relaxations present in the spectrum
(i.e., the model order). In the case of a simple thin wire circular
loop, there is only one relaxation, so Z has two columns; the
first column is always one to account for cg.

A. Method Formulation

To estimate the DSRF (i.e., (. and ¢;) from a given observa-
tion h, the usual approach is to minimize the norm of the error,
|[h — Zc]||, but this leads to a nonlinear optimization problem.
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Instead, we follow the strategy of basis pursuit to reformulate
(5) as a linear problem with an overcomplete dictionary [26]
and then use nonnegative LSQ to select the best basis, i.e.,
the best ¢. The overcomplete dictionary is actually a matrix
Z that has the same form as Z in (5), but with many more
columns. To generate the columns, we enumerate a large set of
possible relaxation frequencies in log-( space and create one
column for each enumerated (. The enumeration is done by
discretizing a range of relaxation frequencies into M sample
points Cyn that are uniformly distributed in the log-( space. The
range of relaxation frequencies is chosen such that fmin A Wmin
and (max = Wmax. The number M should be chosen large
enough to ensure that some g:m’s are in close proximity to the
actual relaxation frequencies (;’s. From our simulations, a good
choice of M gives roughly 25 sample points per decade. More
discussion on the choice of M can be found in Appendix B.

Since the matrix Z has many more columns than the ex-
pected number of relaxations, we define the unknown as an
(M + 1)-element weighted selector vector ¢ and rewrite the
problem as

h = Zé+ error (6)

where we expect the solution for ¢ to have many zero ele-
ments. The vector ¢ contains the shift estimator ¢y followed
by the spectral amplitude estimators ¢,,’s. Ideally, when the
error between h and Zé is minimized, only those ¢,,’s with
corresponding fm’s that are near a true (, will be nonzero, and
they will take on the correct spectral amplitudes c;’s. It follows
that a DSRF can then be deduced from the nonzero estimated
Cm’s and their corresponding (,,,’s.

The challenge in obtaining the correct ¢ is that M is much
greater than N, so the system in (6) is underdetermined, and
there is not a unique ¢ to minimize the error. Any vector in
the null space of Z can be added to & without changing the
error. There are many ways to select an LSQ solution. The
Moore—Penrose pseudoinverse picks the LSQ solution that has
the smallest /2 norm. One can also compute an LSQ solution
with the fewest nonzero components. However, neither of these
LSQ solutions produces the correct spectrum. Details about
existing techniques and the difficulties of solving such a system
can be found in [24], [27], and [28].

In the EMI application, we have found that imposing a non-
negative constraint on ¢ effectively eliminates a large portion
of the null space of Z and that the remaining solution space
contains reasonable answers. We suggest that the nonnegative
constraint can be used where applicable. Mathematically, the
DSREF can be found by optimizing

argmin | Z'é — b/
c

- [g]) - 2] o

Separating the real and imaginary parts makes the whole system
real. The first element in ¢, i.e., ¢g, can be guaranteed non-
negative by adding a sufficiently large value to the frequency
response h.

subjectto ¢ > 0

where
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Fig. 1. Splitting of an expected relaxation followed by interpolation. The
sample points f ’s do not coincide with Ctrue, SO Ctrue is split into the two
nearest sample points: Ea and 51,. The estimation accuracy is increased by
interpolating in ¢ using Cq and Cp,.

B. Implementation

The proposed estimation method can be easily implemented
through the function 1sqnonneg in MATLAB which uses the
algorithm found in [29]. An alternative to 1sqnonneg is the
CVX package which implements convex optimization under
MATLAB [30]. Both optimizers provide satisfactory results.
However, CVX is a larger and more sophisticated program but
is slightly slower than 1sqnonneg which was written exactly
to solve LSQ problems with a nonnegative constraint. Never-
theless, CVX would be of great interest if more constraints are to
be added.

When using either 1sqnonneg or CVX, we found that nor-
malizing the input data h to have an /5 norm of unity increases
the accuracy of estimation. Therefore, all data will be scaled to
an /5 norm of unity before optimization and scaled back to the
original norm after optimization because the original norm may
contain useful information for target identification.

C. Interpolation

We observed that, in the estimated DSRF, an expected re-
laxation (Cgrue, Ctrue) Often gets split into two peaks located at
the two sample points adjacent to (iyye, as shown in Fig. 1. We
also observed that the two estimated spectral amplitudes add
up to the true spectral amplitude ci,e and that (i,e 1s closer
to C~ with larger ¢. This phenomenon can be understood: The
splitting of relaxation happens when the sample points fm’s do
not coincide with (irye, and cipye gets distributed among the
two sample points that are the closest to (gye-

We can increase the accuracy of the estimation by tak-
ing advantage of this well-behaved and consistently recurring
phenomenon. We can reverse the splitting processes. A true
relaxation frequency could be restored by interpolating between
two adjacent s With nonzero ¢, according to their spectral
amplitudes. The interpolated spectral amplitude is simply the
sum of the two adjacent spectral amplitudes. Mathematically

Cintp = Ea + Eb ~ (8)
log(Guup) = log(Ca) + 77 108(G/C). )

The quantities are shown in Fig. 1. The sample points fm’s are
placed close enough that a simple linear interpolation in log-(
space gives satisfactory results. The interpolation is applied
only on two adjacent nonzero relaxations.
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After the interpolation is performed, any ¢, with a value of
zero is eliminated along with its corresponding (,,,. We denote
the resulting relaxation frequencies as @, with spectral ampli-
tudes ¢;, or, in vector notation, as & and ¢, both with length L.
It is convenient and desirable to interpret the estimation results
by looking at C and ¢. Every entry in C is an estimate of
one relaxation frequency of the target with its corresponding
estimated spectral amplitude in ¢. The estimated DSRF S =
{(él, ¢):l=1,...,L} is then compactly stored in ¢ and é.
In addition, the vector length L is an estimate of the model
order K. Note that ¢y is not part of the DSRF, and therefore
not interpolated, and is not in the vector ¢.

D. Summary

To estimate the unknown DSRF S' = {({}, ¢)} from a given
set of observations h over N frequencies, we first decide on
a relaxation frequency range [fmm, fmax] and the number of
points M to be sampled in this range. Then, we generate the

sample points Cm s, construct a dictionary matrix Z, perform

the optimization described in (7), and finally obtain the es-
timated DSRF S = {((;,¢)} by interpolating the solution &
returned by the optimizer.

In the following three sections, we present the estimation re-
sults from synthetic, laboratory, and field data. All estimations
are performed with M = 100 and optimized with 1sqnonneg.
In assessing the signal strength, the signal-to-noise ratio (SNR)
is used. The signal power is computed by Zf;l |H (w;)|?/N.
The noise power in synthesized data is equal to the variance of
the noise. In laboratory and field data, the background signal
can be measured and is treated as noise when calculating the
SNR. All presented spectra are normalized such that > ", _, ¢; =
1 (cq is separate). Normalization removes the influence of the
signal amplitude which changes for many reasons.

III. SYNTHETIC DATA

In this section, the proposed estimation method is tested
against synthetic data to show its functionality, robustness, and
stability. The synthesized data are sampled at 21 frequencies
approximately logarithmically distributed over the range of
300 Hz-90 kHz. The range of ¢ for estimation is chosen
such that 10g(Cmin) and log((max) are 2.4470 and 6.6223,
respectively. This corresponds to a frequency range of 45 Hz—
670 kHz, which is larger than the measured frequency range.
With M = 100, the spacing between two sample points is
0.0422 decades. The number of samples and the frequencies
are chosen to be the same as an existing hardware system, but
the proposed method can also perform under different settings.

1) Notation: ¢ and c are the true/theoretical relaxation fre-
quencies and spectral amplitudes; (A and ¢ are the estimates.

A. Dissimilarity Measure Between Two DSRF

Before we can evaluate the goodness of estimation, some
kind of measure is needed to assess the dissimilarity between
the estimated DSRF and the truth. It is difficult, however, to
compare two sparse spectra when the number of relaxations
is different, which happens frequently. When the number of
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Fig. 2. Estimation of a simulated two coplanar coaxial circular loop target, for
which log (i, and ¢, are (4.7552, 6.0651) and (0.5013, 0.4987), respectively.
The estimates for log—fl and ¢; are (4.7557, 6.0672) and (0.5010, 0.4990),
respectively.

relaxations is the same (K = L), a possible measure of the
dissimilarity between two spectra is

I
~ 1 ~
D(S,S) = 7 E |log ¢; — log G
im1

Vi (<G oand (< Gy (10)

where I = K = L. In (10), only the relaxation frequencies (j’s
are considered, and spectral amplitudes c’s are ignored. This
approximation is reasonable and convenient when two spectra
are visually similar. We refer to this dissimilarity measure as
the deviation. It has the units of decades.

Another measure that is more comprehensive is the Earth
Mover’s Distance (EMD) [31], [32]. The EMD consistently
quantifies the dissimilarity between two spectra, even when
K # L. Intuitively, the EMD measures how much work it
takes to morph one spectrum into the other. Specifically, one
spectrum represents piles of earth with volume ¢; located at the
associated él. The other spectrum represents holes in the ground
with capacity ¢ located at ;. The distance between a pile of
earth and a hole is naturally defined to be the difference between
fl and (j in log space, and the work to move some earth into
a hole would be the amount of earth moved times the distance
traveled. Then, the EMD is proportional to the least amount
of work needed to move as much earth into the holes. For the
DSRF, the EMD is measured in decades because it is almost
always examined in log-¢ space. See Appendix A for details
about the EMD.

B. Two Coplanar Coaxial Loops

We simulate the frequency response for a structure with two
coplanar coaxial circular loops of copper wire. A theoretical
EMI response and the DSRF of this target are provided in
Appendix C. The circumferences of the two loops are chosen
to be 200 and 150 mm, respectively. The larger loop has a wire
radius of 0.0635 mm (#36 AWG'), and the smaller one has
a wire radius of 0.3215 mm (#22 AWG). The EMI response
is simulated at a 70-dB SNR with additive white Gaussian
noise (AWGN). The estimated spectrum is shown in Fig. 2
along with the true spectrum. The estimated spectrum is almost
identical to the truth. The deviation from the true spectrum is

! American wire gauge.
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Fig. 3. Estimation of a six-relaxation DSRF. See Table I for numerical data. (a) Estimates by the proposed method. (b) Estimates by invfreqs with nonphysical
parameters removed.
TABLE 1
ESTIMATION OF A SIX-RELAXATION DSRF
¢ 0.2000 0.1333 0.2000 0.1333 0.2000 0.1333
Truth log(x  2.6842 3.4855 4.5135 4.9985 5.6839 6.1162
Proposed & 02076 0.1343 0.1973 0.1286  0.1928  0.1341  0.0052
method log¢; 2.6515 3.4803 4.5109 4.9981 5.6801 6.0809 4.8931
. ACA% 0.2418 0.2269 0.1465 0.2546 0.1301  —0.3902- 104 —0.3902 - 104 0.1334
invfreqs og¢ 3.3303 45111 5.0126 5.7188 6.2983 —0.0012 + 0.0042¢ —0.0012 — 0.0042¢ —0.0127

0.0013 decades, which is very small compared to the detectable
¢ range, about 4 decades. The computation took 0.11 s on a
2.66-GHz CPU with 960-MB RAM.

C. Six-Relaxation DSRF

While existing sum-of-exponential estimation methods can
also successfully estimate a two-relaxation case, when the num-
ber of relaxations is three or more, these methods start to en-
counter problems such as returning complex model parameters
or not converging [24]. We test our method on a six-relaxation
DSRFE. The target response is synthesized at 70-dB SNR
with AWGN

=1 se. 11
+Zl+yw/<k+nmse (11)

The relaxation frequencies are chosen such that two (;’s co-
incide with a sample point, one (; is half way between two
log-¢ sample points, and the rest are randomly in between
sample points. The relaxation frequencies are chosen this way
to demonstrate the functionality of the proposed method when
the sample points do not coincide with the true relaxation
frequencies.

The synthesized and estimated DSRFs are shown in Fig. 3(a)
and Table I. All six relaxation frequencies are correctly recov-
ered. The estimated model parameters are real, and the devi-
ation from truth is small. The EMD between the estimate and
truth is 0.0365 decades. There is a seventh relaxation in the esti-
mate introduced by the noise, but its spectral amplitude is small.

Now, we estimate the DSRF of the same data using
invfregs. The a priori model order is chosen to be 8 which
is slightly higher than the actual but is reasonable because,
in practice, it is difficult to know the actual model order. The
estimated model parameters are recorded in Table I. There are
two estimated (’s that are complex and one negative. We can

tNegative or complex values are not logged

try to obtain a physically possible DSRF by throwing away
these complex or negative relaxation frequencies. The resulting
estimated DSRF is shown in Fig. 3(b). Three relaxations are
correctly recovered, but the two left most expected relaxations
are not. The EMD between the estimate and truth is 0.3323
decades, much higher than the EMD of the proposed method.

Although a physically possible DSRF can be obtained by
throwing away the nonphysical estimates, the resulting spec-
trum can be quite different from the truth. Using the actual
model order or its neighboring numbers as the a priori model
order does not preclude complex model parameters either.
Nevertheless, when the true model order is low and the SNR
is high, satisfactory estimates can be obtained from invfreqs
by throwing out nonphysical parameters.

Returning complex or nonphysical estimates is a problem
that plagues many methods, and there is not a proper way to
deal with the complex estimates. The best way is perhaps to
restrict the model parameters to be real and physical when
setting up the problem, and this is the approach taken in the
proposed method.

D. SNR

To see how the proposed method performs in noise, a
Monte Carlo simulation versus SNR is run on a target with a
four-relaxation DSRF. Goodness of estimation is measured by
the EMD between the estimate and truth. The simulation result,
shown in Fig. 4, shows the robustness of the estimation method
at different SNRs.

As expected, the EMD between the estimate and the truth
increases as the SNR decreases. This suggests that the proposed
method is functional in a range of SNR where the EMD is
below some threshold. This threshold, however, depends on the
application of the estimated spectrum. For example, in the case
of classification, a more robust classifier may tolerate worse
estimations and therefore allow lower SNR.
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Fig. 4. Monte Carlo simulation on goodness of estimation versus SNR
performed on a four-relaxation DSRF. Sample size is 10 000 at each SNR. Error
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Fig. 5. Monte Carlo simulation on goodness of estimation versus SNR for

different DSRFs with model order ranging from 1 to 10. Sample size is 10 000.

The same noise simulation was also performed on invfreqs
using the actual model order as the a priori model order. Non-
physical parameters are removed from the estimate. As shown
in Fig. 4, invfreqs barely functions except at around 90-dB
SNR where its average EMD drops to 0.1 decades. In com-
parison, the proposed method has an average EMD 100 times
smaller than that of invfreqgs at 90-dB SNR and has low EMD
for a wide range of SNR.

In reality, the depth and size of the target are two dominant
factors of SNR. The SNR increases with the size of the target
and decreases with the buried depth. In our laboratory measure-
ments, a typical SNR for loop targets in this work is 70 dB when
the target is placed 10 cm below the EMI sensor.

Fig. 5 shows the same Monte Carlo simulation performed on
DSRFs with different model orders using the proposed method.
Itis seen that a higher model order DSRF requires a higher SNR
to achieve a given goodness of fit (EMD). Although the curves
are different for each model order, all curves have the same
behavior, i.e., the goodness of estimation is positively correlated
to the SNR. The consistent trend of these curves suggests that
the proposed method is stable and functional over a wide range
of SNR.

IV. LABORATORY DATA

In this section, we are concerned with the physical meaning
of the estimated DSRF. We will show that the estimated spec-
trum agrees with the theoretical and physical DSRFs derived
from the electromagnetic theory, and the estimate is not just
another good fit to the data, which can be a problem for other es-
timation methods [24]. The data are measured with a wideband
EMI sensor operating at 21 frequencies approximately logarith-
mically distributed over the range of 300 Hz—90 kHz [33].
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Fig. 6. (a) Frequency response of three independently measured single loops

on an Argand diagram. Responses are normalized such that ||h|j2 = 1. Mea-
surements are labeled in the form of AWG/circumference (in millimeters).
(b) Theoretical and estimated DSRFs. Theoretical log (i, from left to right,
are 4.9364, 5.6416, and 6.0167. Estimated log fl, from left to right, are 4.9411,
5.6534, and 6.0195. All relaxations have an amplitude of unity.

The frequency response of targets will be presented on
Argand diagrams. Specifically, complex frequency response
functions are plotted on a complex plane with the imaginary
part as the vertical axis, the real part as the horizontal axis, and
frequency as the parameter.

A. Single Loop

We first examine the simplest case—a single thin-wire cir-
cular loop. The theoretical EMI frequency response and DSRF
can be found in [16]. This target contains only one relaxation
located at ( = R/L, where L is the inductance and R is
the resistance of the loop. These quantities can be computed
according to (19) and (20) in Appendix C.

Fig. 6(a) shows three independently measured EMI re-
sponses for circular copper loops of circumferences 150, 200,
and 200 mm and AWG Nos. 24, 32, and 36, respectively.
The theoretical and estimated DSRFs are shown together in
Fig. 6(b). The estimates are seen to agree with the the-
ory. The deviations from the theory are 0.0047, 0.0117, and
0.0028 decades for the loops with AWG Nos. 24, 32, and 36, re-
spectively. All deviations are relatively small in the observable
relaxation frequency range, so we conclude that the estimated
DSREF is an accurate representation of the physical DSRF.
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Fig. 7. (a) Laboratory-measured frequency response of two coplanar coaxial

circular loops on an Argand diagram. Theory deviates from the measure-
ment at higher frequencies. Responses are normalized such that ||h|l2 = 1.
(b) Theoretical and estimated DSRFs. log (i and ¢;, are (4.7552, 6.0651) and
(0.5013, 0.4987), respectively. The estimate log-(; and ¢; are (4.7768, 6.0514)
and (0.4941, 0.5059), respectively.

B. Two Coplanar Coaxial Circular Loops

To test the method on a more complicated spectrum, we
revisit the case of a target with two coplanar coaxial circular
loops considered earlier. A physical target was built according
to the same specifications described in Section III-B. The EMI
response of this target was measured in the laboratory and is
shown in Fig. 7(a). The SNR is about 70 dB. The estimated and
theoretical DSRFs are shown in Fig. 7(b).

The estimated DSRF deviates from the theory slightly with
a deviation of 0.0177 decades. We believe that this is mostly
due to the thin-wire approximation used in the theory. In the
theory, the wire radius is assumed to be much smaller than
the loop radius. The inner loop (#22 AWG) has a loop radius
to wire radius ratio of about of 47 which is not very high,
meaning that the wire cannot be modeled as infinitely thin. In
addition, thicker wires have a secondary relaxation due to the
off-wire-axial current flow which is not accounted for in the
theory. At any rate, the deviation is small, and the estimated
spectrum is very close to the theory. We can thus conclude that
this estimated DSRF is an accurate representation of the true
DSREF of the physical target.

C. Nonmagnetic Sphere

The spectrum of a metallic sphere is difficult to estimate
because it contains an infinite sequence of relaxations, and the
spacing between successive relaxation frequencies decreases
as the relaxation frequency decreases [17]. The decrease in
spacing makes the relaxations in the region of these closely
spaced (’s indistinguishable from one another. It is therefore
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Fig. 8. DSREF estimation of a laboratory-measured sphere. The theoretical

DSREF has an infinite sequence of relaxation frequencies.

understood that it is impossible to perfectly recover the spec-
trum of a sphere. Here, the proposed method is tested against
the EMI response of an aluminum sphere measured in the lab.
The sphere has a radius of 0.9525 cm. The theoretical and
estimated DSRFs are shown in Fig. 8. The EMD between the
truth and estimate is 0.1088 decades.

In the estimated DSRF, the first two relaxations are cor-
rectly recovered, but the remaining theoretical relaxations are
accounted for by the other three estimated ones. We observed
that closely spaced theoretical relaxations in one region are
combined into one estimated relaxation, and the theoretical
spectral amplitudes in that region roughly add up to the es-
timated spectral amplitude. For example, the right most esti-
mated relaxation has an amplitude of 0.0438, and it accounts
for the infinitely many theoretical relaxations to its right, which
have an amplitude sum of 0.0521. The estimated DSRF, even
though it cannot recover exactly the theoretical DSREF, is seen
to approximate the theory. In this case of a sphere, the estimated
DSREF is an approximation to the physical DSREF, and it is not
just a good fit, but a fit that can be related to the physical
properties of the target.

V. FIELD DATA

As a final demonstration of the proposed method, we es-
timate the DSRF of three types of landmines (Fig. 9). The
EMI measurement system uses a dipole transmit coil and a
quadrapole receive coil along with a down-track filter that is
important to make the nonnegative constraint applicable for
this system [33]. For each type of landmine, measurements
were collected from several mines buried at different depths
and locations, and the DSRF of each sample was estimated and
then plotted together with others of the same type. The spectral
amplitudes are represented by the color intensity.

Fig. 9(a) shows the DSRF of seven Type-A mines: low metal
content, nonmagnetic, and moderate EMI response antiperson-
nel mines. The SNR ranges from about 45 to 60 dB. All seven
Type-A mines exhibit consistency in the relaxation frequencies
and the spectral amplitudes. The average EMD between pairs
of mines is 0.0594 decades.

Fig. 9(b) shows the DSRF of eight Type-B mines: medium-
metal content, magnetic, and strong EMI response antiper-
sonnel mines. The SNR ranges from about 55 to 70 dB. The
spectra are consistent; both (:“ and ¢ exhibit the same behavior
in all eight samples. Mine #7 differs from the others somewhat
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Fig. 9. Estimated DSRF of real landmines. The spectral amplitude is repre-
sented by the intensity: The darker the color, larger the amplitude. (a) Seven
Type-A mine. (b) Eight Type-B mines. (c) Seven Type-C mines.

in & but the number of relaxations and the trend of spec-
tral amplitudes are the same as that of the other seven
Type-B mines. The average EMD between pairs of mines is
0.1536 decades.

Fig. 9(c) shows the DSRF of seven Type-C mines: low
metal content, magnetic, and weak EMI response antipersonnel
mines. The SNR ranges from about 20 to 35 dB. The spectra
are less consistent compared to that of Type-A and Type-B
mines, but notice that the prominent relaxations are all located
around log ¢ = 5 decades. Since the response is weak, the noise
could move the relaxations around as observed in Fig. 9(c). The
average EMD between mine pairs is 0.1490 decades, which
is slightly lower than the average EMD in Fig. 9(b). This is
because the two prominent relaxations in Fig. 9(b) are farther
away from each other.

The estimated H (0) is normalized and shown in Fig. 10 for
the three types of mines. The normalized H (0) reflects the mag-
netic properties of the mines. Type-A mines are nonmagnetic
and therefore have a normalized H (0) close to zero. The other
two types of mines have a normalized H(0) well above zero
which reflects the magnetic content of the mines. Variations
in the estimated H(0) are consistent with the variations in
the DSRF.
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The variation of the estimated DSRF and H(0) could be
caused by several factors such as manufacturing variations,
corrosion, the magnetic properties of the soil, or measurement
errors. Manufacturing variations in the shape of the metal parts
and their electrical and magnetic properties can cause variations
in the DSRF. Corrosion can change the properties of the metal
parts which will change its response. We believe that mine #7
in Fig. 9(b) has a metal part slightly different from the other
seven instances. The lower normalized H (0) suggests a differ-
ent magnetic property, and the slightly different DSRF reaffirms
this small variation in the metal.

The response due to the magnetic properties of the soil
can also influence the DSRF since the response of the soil is
superimposed on the response of the target and it is not possible
to completely separate the two. For the mines shown Fig. 9(c),
we believe that the variation in the estimated H (0) is primarily
due to the magnetic properties of the soil. Since the magnetic
shift observed in the response of the soil is on the same order
of magnitude as the response of these mines, the soil can have
a strong influence on the mine responses. On the other hand,
mines shown in Fig. 9(b) have much stronger EMI responses,
and influence from the soil is therefore insignificant.

In general, landmine of one type has consistent estimated
DSRFs. These stable and recurring DSRFs could be a valuable
feature to be exploited in target discrimination. The estimated
H(0) can also be used as a feature when it is not overwhelmed
by the noise or ground response.

VI. CONCLUSION

The proposed method has been tested with a wide variety
of data, targets, and noise levels and has been found to give
stable, accurate, and quick estimates of the DSRF of a target.
When the DSRF cannot be exactly recovered, the estimate is an
approximation to the actual. In all cases, the estimated DSRF is
directly related to the physical properties of the target, and the
same DSREF is robustly estimated in different instances of the
same target.

In the future, more work can be put into investigating the
applicability of the proposed method, even in other fields of
science. In addition, the useful properties that the estimated
DSRF possesses suggest that the proposed method would be
a promising way to generate features for object identification.
More work can be put into designing classifiers based on the
estimated DSRF to provide more robust and reliable detectors.
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APPENDIX A
EMD

Given two distributions S = {((;,é):i=1,...,L} and
S={(g,c;):j=1,...,K}, the EMD between the two
distributions can be computed by solving the optimization
problem [32]

Defi 2
e di; =|log (; —log (| (12)
L K
~ . . zdv
EMD(S,S) = min Z’*Ll ZJ;;f A (13)
Fa 3ol Zj:l fij
subject to
K
d fij<én  i=1,...,L (14)
j=1
L
Y fiy<e,  i=1...K (15)
=1
L K L K
D > fuy=min|} &) o 16)
=1 j=1 i=1 j=1
fii >0,  i=1,...,L;j=1..K (17

where f;; is an intermediate variable used during the optimiza-
tion. Adapting the illustration in Section III-A, S is the pile
of earth and S denotes the holes. Equation (14) guarantees no
overdraw from each pile of earth, (15) guarantees no over fill
at each hole, (16) sets the problem to fill up the holes with as
much earth as possible, and (17) allows only moving earth into
holes and not the reverse.

In our application, spectra should be normalized by having
the sum of all spectral amplitudes be unity (3 ¢; = 1). In this
case, the aforementioned optimization problem is simplified to
having the denominator in (13) be one and the right-hand side
of (16) be unity. The EMD also becomes symmetric.

APPENDIX B
DENSITY OF DISCRETIZATION OF THE
RELAXATION FREQUENCY SPACE

The number M in (5) decides the number of sample points
placed in a relaxation frequency range. Equivalently, M con-
trols the density of discretization of the ( space. The denser
the discretization, the more likely the sampled ( is close to the
true (. In the extreme case, if an infinite number of sample
points fill up the relaxation frequency range, there must be
one sampled ( that coincides with the true (. Of course,
computationally, it would be impossible to estimate a DSRF
with an infinite number of sample points. Even if the number of
samples is kept finite, with a fixed number of observations IV,
the null space of Z gets larger and larger as M increases, and
the number of possible bad estimates increases. It is therefore
desirable to have M just large enough, so that the estimate is
likely correct while the computational cost remains low.
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Fig. 11. Monte Carlo simulation on density of discretization of ( space.
Each point on the curve is the average EMD over 10000 samples.

A Monte Carlo simulation on the density of discretization
of ( space is performed over a range of M with different noise
levels. The simulation result is shown in Fig. 11, where a higher
EMD value means worse estimates. The figure suggests that
M should be greater than 60 to avoid bad estimation due to
not enough sample points, while M should be no greater than
200 because adding more sample points does not improve the
goodness of fit. We see that within the range 60 < M < 200,
at lower SNRs (50-60 dB), better estimation is obtained with
M =~ 70. While at higher SNRs (65-80 dB), better estimation
is obtained with M = 120. In other words, at lower SNR,
lower discretization density gives more robust performance,
which agrees with the intuition that larger dictionaries are more
sensitive to perturbation of noise. On the other hand, when
the SNR is high, higher discretization density delivers more
accurate estimates. To accommodate a wide range of SNR,
we compromise to have M ~ 100, and since the relaxation
frequency range is about 4 decades, there are about 25 sample
points per decade.

Although the Monte Carlo simulation is performed on a two-
relaxation target, the result should well represent the behavior
of the estimation process in general. This is true as observed
in simulations of different DSRFs. We can therefore infer that,
in general, a good choice of M is around 25 sample points
per decade. As shown in the figure, the goodness of fit is not
sensitive to the chosen M given it is large enough, so there is
some freedom in choosing M.

APPENDIX C
CIRCUIT MODEL FOR TWO COPLANAR
CoAXIAL CIRCULAR LooPS

This section derives a theoretical approximation to the mag-
netic polarizability of two coplanar coaxial circular loops in
the low-frequency realm. A larger loop of radius r; with wire
radius a; is placed around a smaller loop of radius 72 with wire
radius as. The wires have electric conductivity ¢ and relative
permeability 1. Two loops are on the same plane and share the



1178

R1 R2
LM

I 12

V1 L1 L2
V2

Fig. 12.  Circuit model for two coplanar coaxial circular loops.

same center. The wire radius is assumed to be much smaller
than the loop radius, i.e., a < r. This configuration of two
coplanar coaxial circular loops can be modeled as a simple two
coupled LR circuits shown in Fig. 12.

The voltage V (s) induced by the incident magnetic field on
the loop is related to the incident magnetic excitation H'™€ in
Laplace domain through

V(s) = —spoH™ A (18)
where A is the loop area and p is the permeability of free
space. Assume that the incident magnetic field is normal to the
plane containing the loops. In low frequency, the resistance R
of the loop is

R= 2"

a’o (19

and the inductance L is [34]

a® 8r a® Lo
L= 1+ — 1 — —24+—1. (2
ruo[<+8r2>n(a)+24r2 +4] (20)

The mutual inductance Lj; between the two loops is [35]

Ly = VIS Kl - ;l#) K(k) - E(k)} @
where
2_ _dnra
B (ri+mr2)? 22

and K and E are the complete elliptic integrals.
In Laplace domain, the system equation for the circuit is [16]

V1 - R1 + SL1 SLM Il (23)
‘/2 - SL]V[ RQ + SLQ 12 ’
Solve for the currents
|:1—1:| B _SMOHinC
I (Rl + SLl)(RQ + SLQ) — (SLM)2
R2 + SL2 —SLM Al
|: —SLJW Rl + SL1:| |:A2 ’ (24)
The magnetic polarizability M is then
A +Asl
Ms)= S ©5)

B —Slo [A% (R2 —|—SL2)+A% (R1+SL1) —28A1A2L]u]
(R1+SL1)(R2+SL2)—(SLM)2 '

(26)
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Perform partial fraction expansion

M(s) = —s (621_,_622) (27)
S — 851 S — 8o
_ Q1 Q2
= (Q1+Q2)+1_5/51 1= 5/59 (28)

where s; and s5 are the roots of the denominator in (26) [18]

—(RiLa +RoLy)+/(RiLs— Rl )2+ AR, Ra L)
2(L1La—L3;)

S1,2 =
(29)

Variables (01 and ()5 are simply

- Ho [A%(R2+81L2)+A%(R1 +81L1)—281A1A2L]V[]

@1
51— 82
(30)
Qs pio [A3(Rg+s2L2)+A3(Ry+s2L1)—2s2 A1 As L] .
Sy — 81
(3D

By using (29)—(31), the DSRF of two coplanar coaxial circu-
lar loops can be computed. The relaxation frequency ( = —sy,
with corresponding spectral amplitude Q.
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Estimation of the Discrete Spectrum of Relaxations
for Electromagnetic Induction Responses Using
¢,-Regularized Least Squares for 0 < p <1

Mu-Hsin Wei, Student Member, IEEE, James H. McClellan, Fellow, IEEE, and Waymond R. Scott, Jr., Fellow, IEEE

Abstract—The electromagnetic induction response of a target
can be accurately modeled by a sum of real exponentials. However,
in practice, it is difficult to obtain the model parameters from mea-
surements. We previously proposed a constrained linear method
that can robustly estimate the model parameters when they are
nonnegative. In this letter, we present a modified £,-regularized
least squares algorithm, for 0 < p < 1, that eliminates the non-
negative constraint. An empirical method for choosing the regu-
larization parameter is also studied. Using tests on synthetic data
and laboratory measurements, the proposed method is shown to
provide robust estimates of the model parameters in practice.

Index Terms—Electromagnetic induction (EMI), discrete spec-
trum of relaxation frequencies (DSRF), £; minimization, sum of
exponentials.

I. INTRODUCTION

ECENT research has shown that broadband electromag-

netic induction (EMI) sensors are capable of discriminat-
ing between certain types of targets [1], [2]. The EMI frequency
response H (w) of a metallic target can be expressed as [3]

Hw) =co+ Y —F (1)

where c¢q is the shift, K is the model order, ¢; denotes the
real spectral amplitudes, and (; denotes the relaxation fre-
quencies. The parameter set S = {((,cx) :k=1,...,K} is
called the discrete spectrum of relaxation frequencies (DSRF)
or simply the spectrum; each pair ((, ¢ ) is one relaxation.

It is advantageous to model the EMI signal with (1) because
the relaxation frequencies are invariant to target orientation, and
this is valuable in target detection. However, it is difficult in
practice to obtain the model parameters in (1) from a small
number of measurements. For most existing estimation meth-
ods, a good guess of the model order K is required for the fitting
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process to converge. Prior knowledge of K, however, is usually
unavailable. The highly correlated summands in (1) and the
nonlinear relation between H (w) and (j also make estimation
difficult. Most existing methods often give suboptimal solutions
that are far from the truth or return complex parameters that
sometimes lack physical meaning [4].

In [5], we proposed a constraint linear method that can
robustly estimate the DSRFs without prior knowledge of the
model order. The method however presumes nonnegative spec-
tra for the targets, which are valid for most targets using our
system [6]; however, some targets can have a spectrum with
positive and negative relaxations. In this letter, we propose an
estimation method using ¢,,-regularized least squares (0 < p <
1) that removes the nonnegative constraint. Since we ultimately
want to solve for the ¢y-regularized problem, more accurate
estimates may be obtained using p < 1 than p = 1 when ap-
proximating, as argued in [7]. As with the previously proposed
constrained optimization method, the £,, method always returns
real model parameters and is stable under noise. While the
proposed method is presented here in a frequency-domain
application, the method can also be extended to time-domain
applications in a straightforward manner.

II. ESTIMATION METHOD

We formulate the DSRF estimation problem as a set of
linear equations, as described in [5, Sec. II]. When the target
response is measured at N distinct frequencies (wmin = w1 <
wg < -++ < WN = Wmax), the problem can be written in a
matrix form

1 1 .. 1 ~
H (wy) Trjwi /& 1w/ Trjer/nr | |0
H(ws) 1 1 1 c1
2 _ 1+jwa /¢ 14jwa/C2 1+jwa/Cum Co
H(wN | 1 - 1 - 1 - -
1+jwn /¢ 14+jwn/Ce 14+jwn /Cm Ck
VA
+ error
h=2Z¢ + error 2)

where fm denotes the sampled relaxation frequencies, ¢,
denotes the corresponding spectral amplitude estimates, h is

1545-598X/$26.00 © 2010 IEEE
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the observation vector, and Z is the overcomplete dictionary.
The sampled (,,, is generated by enumerating a large set of
M possible relaxation frequencies uniformly distributed in the
log-¢ space (M > K). ¢ is the weighted selector vec-
tor containing the shift estimator ¢, followed by the spec-
tral amplitude estimators. We expect the solution for ¢ to
have many zero elements because M > K, i.e., ¢ will be
sparse.

We then utilize the £,,-regularized least squares technique, for
0 < p < 1, because it promotes sparse solutions [8]

argmin || Z'e — (3 + Ajg]s,  0<p<1
C
5 [ Re(Z) i [ Re(h)
where Z = [(\‘ym(Z)} and h = [Sm(h) 3)

where ) is the regularization parameter. Separating the real and
imaginary parts in Z makes the whole system real. Ideally,
in the optimal ¢, only those ¢, with corresponding Cm that
is near a true (; will be nonzero, and they will take on
the correct spectral amplitudes cj. It follows that a DSRF
can then be deduced from the nonzero estimated ¢,, and its
corresponding Com.-

The ¢,,-regularized least squares solution for p < 1 can be ap-
proximated by the iteratively reweighted ¢; algorithm proposed
by Candes et al. [8]. The weights are updated as suggested in
[9]. We also adopt the e-regularization technique used in the
same paper. In summary, (3) is approximated by the following
(see also [10]):

Algorithm 1: Approximated /,,-regularized least squares
Input Z', b/, p, \, &

0

1. c" «—¢

2: for k <— 0 to —8 step —1 do

3 € — 10%

4 repeat

5: et en

6 wi (e + P!

7 c" <—argmin||2lé—h'H%+)\E?i—fl wi|&|
8 until [|&" — &" |2 < \/€/100

9: return ¢"

The ¢; minimization problem in step 7 is solved by 11_ls,
which is a MATLAB optimizer proposed by Kim et al. [11]. We
have also found that normalizing the input data h, as well as
the columns of Z /, to have unit /» norm increases the accuracy
of estimation. While it is often suggested to initialize ¢° using
the least squares solution [9], we observe that setting entries
of & to all ones also seems to be effective and converges
faster. The nonzero entries of ¢ selected by (3), along with the
corresponding fm, are the relaxations needed in the estimated
DSRF, § = {((,é1) :1=1,...,L}.

III. ESTIMATION RESULTS

The proposed estimation method is tested against syn-
thetic and laboratory data to show its functionality, accuracy,
and stability. The hardware system used is a wideband EMI
sensor operating at 21 frequencies that are approximately
logarithmically distributed over the range 300 Hz-90 kHz
(2.5 decades) [6]. The synthetic data are generated in accor-
dance with the hardware specification. The range of ( for
estimation is chosen such that log(CNmin) and log(gmax) are
2.45 and 6.62, respectively, i.e., 4.17 decades. All estimations
are performed with M = 100, and all presented spectra are
normalized such that " |¢;| = 1. Spectral amplitudes less than
1075 are not displayed. All frequency responses are normalized
such that ||h|l2 = 1. Unless specified, p = 0.5 is chosen as a
representative case. The regularization parameter A is chosen
based on the method described in Section IV. The results
presented in this section may achieve higher accuracy with a
more sophisticated A selection rule. Here, we demonstrate the
usability of the proposed algorithm with a simple A selection
rule. See Section IV for more discussion on the choice of \.

Notation: ( and c are the true/theoretical relaxation frequen-
cies and spectral amplitudes; gc and ¢ are the estimates.

A. Dissimilarity Measure Between Two DSRFs

In order to evaluate the performance between the estimated
DSRF and the true spectrum, we need to define a measure of
dissimilarity that is appropriate for sparse spectra with multiple
peaks. We use the Earth Mover’s Distance (EMD) [12] which
quantifies the “amount of work™ to morph one spectrum into
another. Strictly speaking, the EMD is only defined for positive
spectra, but we can account for negative spectral amplitudes by
defining the distance function between two relaxations ({;, ¢;)
and (fj, ¢;) to be

Cié]‘ Z 0
Ciéj <0

ij:{HOgCi_lOg(ij )
1+ [log ;i — log ¢,

which penalizes relaxations with different signs. Spectra are
made nonnegative and normalized prior to the EMD compu-
tation. Finally, notice that the EMD is measured in decades
because it is examined in the log-( space.

The EMD compares two spectra as a whole; thus, the effect
of very small amplitude relaxations is tiny in the EMD, and ne-
glecting these small components amounts to assuming that they
are near the noise level of the measured frequency response.

B. Synthetic Six-Relaxation DSRF

We test our method (using p = 0.5) on a six-relaxation DSRF
synthesized at 70-dB signal-to-noise ratio (SNR) with additive
white Gaussian noise (Fig. 1). This is a case that cannot be
handled by traditional nonlinear parameter optimization [4] or
the nonnegative linear method [5]. All six relaxation frequen-
cies are recovered by using Algorithm 1. The estimation is
nearly perfect, because the estimated model parameters are real,
and the deviation from truth is small. The EMD between the
estimated and the true DSRF is 0.01 decade. There is one extra
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Fig. 1. Estimation of a synthetic six-relaxation DSRF.
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Fig. 2. Monte Carlo simulation on goodness of estimation versus SNR

performed on a four-relaxation DSRF. The sample size is 100 per SNR.

relaxation near log ¢ = 5 in the estimated spectrum of Fig. 1,
but it has very small amplitude and can be safely neglected.

This spectrum is also estimated with p = 1 using 11_Is. In
this case, many extra relaxations are introduced by the fitting
process (Fig. 1); the EMD is 0.03. Real targets are not likely
to have a spectrum with many small relaxations around a
strong relaxation. In fact, Baum argues that physical relaxation
frequencies are discrete [3]. However, the small relaxations
introduced by p = 1 seem to give a continuous spectrum of
relaxation frequencies. In this sense, p < 1 gives a sparser
solution that more accurately resembles a physical spectrum,
even though this may not always be reflected in the EMD
measure.

C. SNR

To see how the proposed method performs in noise, a Monte
Carlo simulation versus SNR is performed. The true spectrum
is from a target with a four-relaxation DSRF including negative
relaxations. The simulation result, shown in Fig. 2, shows the
robustness of the estimation method at different SNRs. The
EMD between the estimate and the truth increases as the SNR
decreases. This suggests that the proposed method is usable
in a range of SNR, where the EMD is below some threshold.
This threshold, however, depends on the application of the es-
timated spectrum. For example, if the DSRF produces features
for classification, a more robust classifier may tolerate worse
estimations and, therefore, allow lower SNR. For our purpose,
spectra with an EMD below 0.1 are considered visually similar;
those with an EMD above 0.2 exhibit visual differences, but
may still resemble each other. In our laboratory measurements,
a typical SNR for loop targets is 70 dB.
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Fig. 3. (a) Frequency response of three mutually orthogonal copper loops.

(b) Theoretical and estimated DSRFs of the response in (a).

D. Laboratory Data

We verify the functionality of the estimation method on
laboratory data, where we know the theoretical DSRF [13].
We examine a target that consists of three mutually orthogonal
copper loops. The loop diameters and thickness are 3/20, 4/30,
and 5/36, respectively, in cm/AWG.' We pick a specific orien-
tation and position relative to the EMI sensor that best shows
the bipolar relaxation amplitudes in a spectrum. The target
frequency response of this configuration is shown in Fig. 3(a)
(the SNR is 38 dB) and its estimated DSRF in Fig. 3(b).
Theoretical data are also displayed. We see that the estimate
and theory agree well, and the EMD between the theoretical
and estimated DSRFs is 0.10 decades.

Next, we examine the changes in the DSRF as the target
moves relative to the EMI sensor. The same target configured
at a fixed orientation is displaced at different positions along
a horizontal axis, which we will call x. The vertical distance
between the target and sensor is 6 cm. The EMI sensor is
located at x = 0. Samples of the measured target responses are
shown in Fig. 4(a); their corresponding spectra are in Fig. 4(b).
Theoretical results are also shown. Overall, the theory and
measurement agree. The disagreement at x = —0.5 may be
because of approximations in the model and/or inaccuracies in
the positions measured in the experiment.

As expected from the theory, while the frequency response
changes dramatically as the target moves along the x axis,
the corresponding change in the spectral domain only occurs
in the spectral amplitudes. The three dominant relaxation fre-
quencies remain unchanged. The proposed method successfully

! American wire gauge.
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Fig. 4. Plots share the same annotation as Fig. 3. (a) Frequency responses of the three mutually orthogonal copper loops at different locations. (b) Theoretical
and estimated DSRFs of the corresponding responses in (a). The SNR is measured in decibels, the = positions in centimeters, and the EMD in decades.

estimates the spectra that agree with this phenomenon. All three
relaxation frequencies are consistently estimated. The extra
relaxations all have small amplitudes that can be safely ignored.
This invariant property of the relaxation frequencies makes the
DSRF valuable, particularly for target discrimination.

IV. CHOOSING \

In this section, we first examine the behavior of the proposed
method in relation to the regularization parameter A, and then,
we propose a simple A selection rule exploiting the observed
properties of A. All discussions and figures presented here
assume p = 0.5 unless otherwise specified.

To understand how the goodness of fit changes with A and
SNR, we conduct a cross-validation-like simulation. First, we
build a collection of synthetic spectra with different model
orders and a variety of distributions of relaxations. For each
spectrum at a fixed SNR, the spectrum is estimated 100 times
for each \ within a range, and the average goodness of fit,
measured by the EMD between the available truth and the
estimate, is recorded. This is done for a range of SNRs. The
simulation result for a four-relaxation spectrum, as an example,
is shown in Fig. 5. We see that not only the EMD surface is well
behaved (i.e., smooth) with respect to the SNR and )\ but also,
more importantly, the surface itself is convex shaped. Thus, at
each SNR, the minimum EMD is achievable by a unique A. The
wide valley of the surface also shows that the goodness of fit is
not very sensitive near the optimal A that gives the minimum
EMD per SNR.

Simulations of spectra for other model orders and distrib-
utions also exhibit the same property (Fig. 6). Moreover, the
valleys of the EMD surface all occur in nearly the same SNR-A
region. In other words, the A that produces the minimum EMD
at a given SNR is quasi-independent of the model order. Fig. 7
shows the averaged EMD of different model orders in Fig. 6.
The resulting surface still exhibits the properties described
earlier. This allows us to pick a near-optimal A based solely
on the SNR.

102

70
-8
SNR(@B) 010

Fig. 5. Mote Carlo simulation of the goodness of estimation (EMD) of a
four-relaxation spectrum at different SNRs and \’s.

. .,1 -2

50 ,__10_6 107
70 80 10—8 A

60
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Fig. 6. Same simulation as in Fig. 5 but for spectra of different model orders
(one to six). Each spectrum constitutes one surface in the figure. All surfaces
have their minimum in the same SNR-X region.
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Fig. 7. Average of EMD surfaces in Fig. 6. The curve with asterisk markers
traces out the optimal \’s. The line with square markers is the approximated
optimal A curve used to select A in practical estimation.
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Fig. 8. Goodness of fit using the linear log-A selection rule for several p’s.

The true spectrum is the same as in Fig. 5. The dashed—dotted curves denote
the optimal A, and the solid lines denote the linear log-\ selection rule.

From the data in Fig. 7, we can find the optimal A at each
SNR, which is also plotted in the same figure. Using the wide-
valley property, we can achieve the near-minimum EMD by
choosing \’s that are near the optimal A in the valley. Here,
we approximate the optimal A with a semilog function of SNR.
This is done by fitting the optimal log-A curve with a linear
function. Weights may be added to promote certain SNRs that
are more important. For our problem setup, the A is chosen by
(also shown in Fig. 7)

logA = —0.05- SNR —2.2. “4)

In practice, this log-A selection rule that is linear in SNR
allows the regularization parameter to be determined with neg-
ligible computation time. When processing the laboratory data,
we use (4) along with an estimate of the SNR to determine \ for
use in Algorithm 1. The same empirical method can be repeated

for other p’s, and the result is also a linear relationship between
log A and SNR.

Fig. 8 shows the goodness of estimation of a four-relaxation
target using the linear log-\ selection rule and the optimal A
which uses the true spectrum that is not available in practice.
We see a slight increase in the EMD when the linear log-\
selection rule is used, which is reasonable and expected. The
increase is acceptable, and hence, the linear log- selection rule
is an appropriate \ selector.

Also shown in Fig. 8 are the performances of other p values.
It is shown that p < 1 gives more accurate results than p = 1
when the optimal A is used, but this advantage is significantly
diminished when the linear log-\ selection rule is used. While
this lessens the advantages of using p < 1, we emphasize that
p = 1 tends to give estimates with many relaxation frequencies
while p < 1 gives sparser spectra which are more physically
accurate (see Section III-B). It is possible that both the accuracy
and sparsity advantages for p < 1 could be obtained with a
better A selection rule. Lastly, since the performance of a certain
p value is dependent on the A selection rule used, different
optimum p values would be determined if the A selection rule
is changed.
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Abstract— A broadband electromagnetic induction (EMI) sensor
is developed to help discriminate between buried land mines and
metal clutter. The detector uses simple dipole transmit and
receive coils along with a secondary bucking transformer to
mostly cancel the coupling between the coils. The technique
allows the cancellation that can be obtained using a quadrupole
receive coil while maintaining the depth sensitivity and simple
detection zone of a dipole coil. Experimental results are
presented for several targets.
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1. INTRODUCTION

For many years, extensive effort has been expended
developing techniques for efficiently locating buried
landmines. For a mine detection technique to be successful
there must be sufficient contrast between the properties of the
mine and the earth. There also must be sufficient contrast
between the properties of the mine and common types of
clutter such as rocks, roots, cans, etc. so that the mine can be
distinguished from the clutter. The latter condition is the most
problematic for most mine detection techniques. For example,
simple electromagnetic induction (EMI) sensors are capable of
detecting most mines; however, they will also detect every
buried metal object such as bottle tops, nails, shrapnel, bullets,
etc. This results in an unacceptable false alarm rate. This is
even more problematic for low-metal anti-personnel mines as
they are extremely difficult to distinguish from clutter using a
simple EMI sensor. In recent years, advanced EMI sensors that
use a broad range of frequencies or a broad range of
measurement times along with advanced signal processing
have been shown to be capable of discrimination between
buried land mines and many types of buried metal clutter [1-4].
For these advanced EMI sensors to be effective, they must be
able to accurately, repeatably, and quickly measure the
response of a buried target. This is difficult because the sensor
must operate with bandwidths greater than 100 to 1 while
accurately measuring signals that are more than 100 dB smaller
than the direct coupling between the coils on the EMI sensor.
In order to accomplish this, the EMI sensor must be very

This work is supported in part by the U.S. Army Research Office under
contract number W911NF-05-1-0257.
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Figure 1. Basic configuration of the technique.

cleverly designed to account for the coupling and for the
secondary effects such as resonances in the coils.

In most EMI sensors, the coupling between the coils is
handled by one of two methods. In time-domain sensors, the
coupling between the coils can be mostly removed by time
gating if the coils are properly designed. In frequency-domain
sensors, the coupling is mostly removed by using a quadrupole
receive coil which minimizes the mutual inductance between
the coils. The quadrupole receive coils have the disadvantage
of being less sensitive to deeply buried targets and having a
complicated detection zone when compared to a dipole receive
coil.

A technique is presented for canceling the coupling
between the induction coils while maintaining the depth
sensitivity and simple detection zone of a dipole coil. Here,
simple dipole transmit and receive coils are used along with a
secondary bucking transformer to cancel the coupling between
the coils. A prototype system using this technique is presented
that operates over the frequency range 300 Hz to 90 kHz.
Sample measurements made with the system are shown.
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Figure 2. Prototype EMI System
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Figure 1 shows a basic diagram of the system where simple
dipole transmit and receive coils are used along with a
secondary transformer to cancel the direct coupling between
the coils. Here, the exciting current /, passes through the
primary coils of both the bucking and head transformers and
induces a voltage in the secondary transformers. The voltage
induced in the secondary windings of the head transformer
depends on its mutual inductance as well as the coupling
through the target:

SYSTEM

Vi =JjoLyyly—

The first term in the equation above is due to the direct
coupling between the coils of the head transformer, and it is
generally much larger than the second term which is due to the
target. The voltage induced in the secondary windings of the
bucking transformer depends only on its mutual inductance:

Vg =—jwLygly.
The response of the target is obtained from the relation

_Vu+Vs
Vg

JELy Lo
Ly (R + jooLr)

R

if we make Lyy=Lyp. This is the ideal response (scaled by
Ly, Ly, and Lyp) that we want to obtain with the direct
coupling term eliminated. It is difficult to exactly match the
mutual inductances, so a simple voltage divider is used to
compensate for the difference. The transformers are not ideal
and will have significant parasitic effects such as the
distributed capacitance between the windings. The parasitic
elements can significantly reduce the effectiveness of the
cancellation at the higher frequencies. Additional elements
were added to the circuit to mostly match the parasitics effects
for the two transformers. With these additional elements the
resulting cancellation was greater than 60 dB across the entire
frequency range. To further enhance the cancellation, the
response of the sensor in air is subtracted from the subsequent
measurements. After the subtraction the effective cancellation
is approximately 120 dB over the entire bandwidth of the
sensor.
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Figure 3. Diagram of the shield for the EMI head.

The prototype system consists of a head constructed using
PCB technology that has a transmit coil with a diameter of
approximately 25 cm and a receive coil with a diameter of
approximately 21 cm, as shown in Figure 2. This is an
improved version of the system presented previously [6]. The
improvements include improved shielding of the EMI head and
a much smaller bucking transformer made using a ferrite core.

The coupling between the transmit and receive coils is not
purely inductive as in the model, figure 1. Part of the coupling
is due to the capacitance between the transmit and receive
coils. The capacitive coupling can be comparable to or larger
than the inductive coupling with the target. The capacitive
coupling can vary significantly as an unshielded EMI head is
moved in close proximity to the soil and can mask/corrupt the
inductive responses of the desired targets. The effect is most
problematic at the higher frequencies. Ideally, the shield will
completely eliminate the variations in the capacitive coupling
due to the presence of the soil or other objects that are in close
proximity to the head while not affecting the inductive
coupling to the target. The shield developed for this work is
shown in figure 3. The shield is made using PCB technology
and consists of closely spaced conducting rings with a gap so
the rings will not form closed loops. The narrow width of the
rings and the gap in the rings greatly reduce the eddy currents
induced on the shield. The eddy currents are undesirable
because they corrupt the desired inductive response. This
shield has performed much better than the conductive Mylar
shield used in the previous work.

The data for the prototype system was taken at 21
frequencies that were approximately logarithmically spaced
from 330 HZ to 90.03 KHz. The frequencies deviated from
logarithmic spacing to minimize interference from power line
harmonics. A multi-sine excitation signal was generated using
the 21 frequencies and used to excite the EMI sensor. The
response due to this multi-sine excitation was recorded in 0.1 s
increments. These time records were transformed into the
frequency domain and used to construct the response of the
sensor.
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III. EXPERIMETAL RESULTS

The prototype system was used to collect data at a test
faculty. The test facility consisted of a number of lanes divided
into 1.5 by 1.5 m squares. A target was buried at the center of
most of the squares. The data was collected in a lane based
manner in which the sensor was pushed down the lane and the
response was recorded in 0.1 s time increments along with the
spatial location in the grid. The response at the beginning of
the grid is subtracted from the subsequent responses to partially
remove the ground response.

The response for three of the target types is shown in figure
5 in two types of graphs. For the graphs in the left column, the
response at the center of the grid square is graphed on Argand
diagrams where the imaginary part of the response is graphed
as a function of the real part with frequency as a parameter.
The curves are shifted along the real axis so that they are
centered; this further removes part of the ground response
which is mostly a shift in the real part of the response. The
response of a simple target with a single relaxation will form a
perfect semicircle on this type of graph. The fidelity of the
data is generally apparent on this type of graph so it is a good
way to show the measured data. The shape of the curve is
dependent on the shape of the buried object and can be used
discriminate different targets from each other. These graphs
are very similar to the Cole-Cole graphs commonly used to
show the complex permittivity of materials with dipolar type
relaxations.

The responses from eight different grid locations that
contain TS-50 landmines with burial depths from 0 cm to 5 cm
are plotted in figure 5a. The eight curves are almost perfect
scaled replicas of each other which demonstrates the
consistency and the fidelity of the EMI sensor. The curves
form a portion of a semicircle indicating that this landmine has
a single simple relaxation. Only part of the semicircle is
evident because of the limited frequency range of the
measurement. The variation in the size of the curves is due to
the differences in burial depth. The responses from six
different grid locations that contain MAI-75 landmines with
burial depths from 0 cm to 5 cm are plotted in figure Sb. The
shapes of the six curves are very similar to each other, again
showing the consistency and the fidelity of the EMI sensor.

1-4244-1212-9/07/$25.00 ©2007 IEEE.

The shapes of these curves are more complex than a semicircle
indicating that this landmine has multiple relaxations. The
responses from three different grid squares which contain a
buried 30 cm by 30 cm patio stone are shown in figure 5c. One
would not expect to see a response from the patio stone, but it
is clearly evident. The response may be due to the stone
having a different conductivity [8] and/or permeability that the
surrounding soil. Using the frequency dependent response of
the targets, it is possible to discriminate between landmines and
many types of clutter [9].

The graphs on the right column of figure 5 are the response
as a function of distance along the centerline of the grid. The
magnitude of the response is plotted for all 21 frequencies on
these graphs. The response for these three graphs is peaked
near the center of the grid and reaches a noise floor away from
the center of the grid. The noise floor is seen to be
approximately 120 dB below V3. The peak response for the
TS-50 mine is about 80 dB below V3, for the MAI-75 mine is
about 90 dB below V3, and for the patio stone is about 110 dB
below V3.
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is developed to help discriminate between buried landmines and
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L INTRODUCTION

For many years, extensive effort has been expended
developing techniques for efficiently locating buried
landmines. For a mine detection technique to be successful,
there must be sufficient contrast between the properties of the
mine and the earth. There also must be sufficient contrast
between the properties of the mine and common types of
clutter such as rocks, roots, cans, etc. so that the mine can be
distinguished from the clutter. The latter condition is the most
problematic for most mine detection techniques. For example,
simple electromagnetic induction (EMI) sensors are capable of
detecting most mines; however, they will also detect every
buried metal object such as bottle tops, nails, shrapnel, bullets,
etc. This results in an unacceptable false alarm rate. This is
even more problematic for low-metal anti-personnel mines as
they are extremely difficult to distinguish from clutter using a
simple EMI sensor. In recent years, advanced EMI sensors that
use a broad range of frequencies or a broad range of
measurement times along with advanced signal processing
have been shown to be capable of discrimination between
buried land mines and many types of buried metal clutter [1-4].
For these advanced EMI sensors to be effective, they must be
able to accurately, repeatably, and quickly measure the
response of a buried target with a bandwidth greater than 100
to 1 while accurately measuring extremely weak signals.

The sensor developed for this work uses a single dipole
transmit coil and an array of three quadrapole receive coils
constructed using PCB technology, as in figure 1. A prototype
system using this array is presented that operates over the
frequency range 300 Hz to 90 kHz, a 300 to 1 bandwidth. This
system evolved from an earlier system with a dipole receive

This work is supported in part by the U.S. Army Research Office under
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Figure 1. Diagram of the qudrapole array.

coil [5]. Sample measurements made with the system are
shown.

II.  SYSTEM

Figure 2 shows a basic diagram of the system with a dipole
transmit and a quadrapole receive coil that are used along with
a secondary reference transformer. Here, the exciting current /,
passes through the primary coils of both the reference and head
transformers and induces a voltage in the secondary of the
transformers. The voltage induced in the secondary windings
of the head transformer depends on its direct coupling as well

Reference Xfrm

Figure 2. Schematic diagam of the system.
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Figure 3. Cart-aed:EMI dat collection system.
as the coupling through the target:
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Here D(w) represents the direct coupling between the coils of
the head transformer and is due to both the inductive and
capacitive coupling between the coils. The inductive and
capacitive coupling between the transmit and receive coils is
very small because of the manner in which the coils are wound.
The voltage induced in the secondary coils of the reference
transformer depends only on its mutual inductance:

Ve =—joLygl, .
The response of the target is obtained from the relation

Vy —D(@)  joLy Ly,

R = =
Ve Lyg(Ry + joLy)

where D(®)/V is obtained by measuring a response without a
target present.

The coupling between the coils of the EMI head and the
target is not purely inductive as in the model, figure 2. Part of
the coupling is due to the capacitance between coils and the
target. The capacitive coupling can be comparable to or larger
than the inductive coupling with the target. The capacitive
coupling can vary significantly as an unshielded EMI head is
moved in close proximity to the soil and can mask/corrupt the
inductive responses of the desired targets. The effect is most
problematic at the higher frequencies. Thus, a shield is needed
to lessen the capacitive interactions. Ideally, the shield will
completely eliminate the variations in the capacitive coupling
due to the presence of the soil or other objects that are in close
proximity to the head while not affecting the inductive
coupling to the target. The shield developed for this work is
similar to that developed earlier [5]. The shield is made using
PCB technology and consists of closely spaced conducting
rings with a gap so the rings will not form closed loops. The
narrow width of the rings and the gap in the rings greatly
reduce the eddy currents induced on the shield.

The data for the prototype system was taken at 21
frequencies that were approximately logarithmically spaced
from 330 HZ to 90.03 KHz. The frequencies deviated from
logarithmic spacing to minimize interference from power line
harmonics. A multi-sine excitation signal was generated using
the 21 frequencies and used to excite the EMI sensor. The
response due to this multi-sine excitation was recorded in 0.1 s
increments. These time records were transformed into the
frequency domain and used to construct the response of the
sensor.

III. EXPERIMENTAL RESULTS

The prototype system was used to collect data at a test
facility. The test facility consisted of a number of lanes divided
into 1.5 by 1.5 m squares. A target was buried at the center of
most of the squares. The data was collected in a lane based
manner in which the sensor was pushed down the lane and the
response was recorded in 0.1 s time increments along with the
down-track location in the grid.

The measured data are filtered in the down-track direction
by convolving the measured data with the zero-mean template
shown in figure 4a. The magnitude of the response for all 21
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Figure 4. a) Down-track filter template. Down-track response for b)
unfiltered and c) filtered PMD mine 0 cm deep. Down-track
response for d) unfiltered and e) filtered M14 mine 5 cm
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frequencies is shown in figure 4 as a function of down-track
distance for a PMN and an M-14 landmine before and after
filtering. The unfiltered response for both mines is weak
directly above the mine and has a peak on either side of the
mine due to the quadrapole receive coil. The filter has four
beneficial effects. First, it mostly removes the ground response
by differencing closely located portions of the ground. Second,
it mostly removes the drift in the system by differencing
measurements made only a short time apart. Third, it averages
the data over several locations which will improve the signal to
noise ratio. Fourth, the filtered data has a maximum directly
over the target, while the unfiltered data has a minimum
directly over the target. The filtered response of the M14 mine
is much better defined than that of the unfiltered response. The
noise floor is approximately -135 dB for the filtered response,
which is about 10 dB better than for the unfiltered response.
Note that the peak response for the M-14 mine is very weak,
about -120 dB, while the response for the PMN mine is much
stronger.

The response from multiple occurrences of four landmines
is shown in figure 5 for all three receive channels when the
landmine is approximately below the center receive head. The
responses are graphed on Argand diagrams where the
imaginary part of the response is graphed as a function of the
real part with frequency as a parameter. The curves are shifted
along the real axis so that they are centered; this further
removes part of the ground response which is mostly a shift in
the real part of the response. The fidelity of the data is
generally apparent on this type of graph which makes it is a
good way to show the measured data. These graphs are very
similar to the Cole-Cole graphs commonly used to show the
complex permittivity of materials with dipolar type relaxations.

The shapes of the curves on the Argand diagrams are
indicative of the type and distribution of metal in a target. The
response of a simple target with a single relaxation will form a
perfect semicircle on this type of graph. The response of each
of the mines has a characteristic shape. The M-14 has a shape
that is almost a semicircle indicating that its response is mostly
due to a single relaxation. The other mines have more complex
shapes indicating that their response is due to multiple
relaxations. Note that the shapes of the curves for each mine
are consistent in that they are scaled replicas of each other.
The scaling of the response is due to the burial depth of the
mine. The response is weaker of the deeper mines. Because
these shapes of the different targets are quite different, it is
possible to discriminate between some landmines and many
types of clutter [6].

The response from the center channel is stronger than the
side channels for all of the mines, as expected. The response is
strongest in the channel closet to the mine. The response in the
side channels is apparent on these graphs for a few of the mines
when they are slightly off center. Note that the shape of the
response in the side channels is almost the same as in the center
channel. The response of the stronger mines would be readily
apparent in a graph like figure 4 due to the higher dynamic
range of the graph.

The responses at the center of the blank grid locations are
graphed on Argand diagram in figure 6. Ideally these

responses will be zero; however, they are clearly nonzero and
have a defined structure. The responses mostly take the shape
of a line parallel to the real axis with a length proportional to
their imaginary part. The real part is approximately
proportional to In(f). This response is believed to be due to the
magnetic response of the soil which is not completely removed
by the down-track filter since the magnetic properties of the
soil vary with position. This response is very similar to that
due to a magnetic material with a uniform logarithmic
distribution of relaxation times [7-9].
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Figure 5. Response of four mines plotted on an Argand diagram for the left, center, and right receive coils when a mine is below the center of the

array: a) PMN, b) VS-50, ¢) MAI-68, and d) M-14 anti-personnel landmines.

buried between 0 and 5 cm deep.
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ESTIMATION AND APPLICATION OF DISCRETE SPECTRUM OF RELAXATIONS FOR
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ABSTRACT

The EMI response of a target can be accurately modeled by
a sum of real exponentials. However, it is difficult to obtain
the model parameters from measurements when the number
of exponentials in the sum is unknown. In this paper, a con-
strained linear method for estimating the parameters is for-
mulated by enumerating the relaxation parameter space and
imposing a nonnegative constraint on the parameters. Using
tests on synthetic data and laboratory measurement of known
targets the proposed method is shown to provide accurate and
stable estimates of the model parameters. The estimated pa-
rameters are then used to cluster different targets types for
classification.

Index Terms— Electromagnetic induction (EMI), dis-
crete spectrum of relaxation frequencies (DSRF), sum of
exponentials, magnetic polarizabilities, detection.

1. INTRODUCTION

Recent research has shown that broadband electromagnetic
induction (EMI) sensors together with advanced signal pro-
cessing is capable of discriminating between certain types of
buried targets [1]. The EMI response of a metallic target can
be accurately modeled by a sum of real exponentials [2]. In
the frequency domain, an EMI target response H (w), which
is proportional to a projection of the magnetic polarizability
tensor of the target, can be expressed as:

K
C
(@) =co kzzl 1+ jw/Cr O

where ¢ is the shift, K the model order, c; the real spectral
amplitudes, and (, the relaxation frequencies. The frequency
response can be characterized by the set S = {((j,cx) 1 k =
1... K} which we will call the Discrete Spectrum of Relax-
ation Frequencies (DSRF). Each pair ((x, cy) is one relax-
ation. The response at zero frequency H(0) = ZkK:o cr is
due to the DC magnetization of the target. The term DSRF
and spectrum will be used interchangeably.
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It is difficult in practice to obtain the model parameters
in (1) from measurements. For most existing estimation meth-
ods, a good guess of the model order K is required for the
fitting process to converge. Prior knowledge of K, however,
is usually impossible to obtain. The highly correlated sum-
mands in (1) and the nonlinear relation between cj and (
also make estimation difficult. Most existing methods often
suffer from (a) sub-optimal solutions that are far from the
truth and (b) complex parameters that do not have physical
meaning [3].

In this paper, we present a constrained DSRF estimation
method that requires no prior knowledge of K and always
returns real parameters. We demonstrate its robustness with
results on synthetic, laboratory, and field data. We also pro-
pose using the DSRF in target discrimination by showing how
to cluster DSRFs of eleven types of targets.

2. A CONSTRAINED ESTIMATION METHOD

When the target response is measured at N distinct frequen-
cies, (1) can be written in matrix form:

1 1 1 Co
H(wr) /G The/G o T/ |
H(WQ) 1+jwsa/C1 1+jwa/C2 1+jwsa/Cr Co
. 1 1 1
Hwn] |V trra monre TFjon/Cx | | cxe
Z
h=Zec @)

where wyin = w1 < Wy < -+ < WN = Wpage, R 1S the
observation vector, c the spectral amplitude vector augmented
by the shift ¢, and Z a matrix containing information about
the relaxation frequencies (.

To estimate the DSRF (i.e., (;, and ¢;) from a given ob-
servation h, the usual approach is to minimize the norm of
the error, but this leads to a nonlinear optimization problem.
Instead, we follow the strategy of basis pursuit to linearize the
problem with an overcomplete dictionary. The overcomplete
dictionary is a matrix Z that has the same form as Z in 2),
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but with many more columns. To generate the columns, we
enumerate a large set of M (M > K) possible relaxation fre-
quencies uniformly distributed in the log-{ space, and create
one column for each enumerated ¢ [4].

Since the matrix Z has (M+1) columns, we redefine the
unknown as an (M+1)-element weighted selector vector ¢
and rewrite the problem as:

h = Zé+ error 3)

where we expect the solution for € to have many zero ele-
ments because M > K. The vector ¢ contains the shift es-
timator ¢y followed by the spectral amplitude estimators ¢,.
Ideally, when the error betweeg h and Zéis minimized, only
those ¢,,, with corresponding (,,, that are near a true (; will
be nonzero, and they will take on the correct spectral ampli-
tudes c;.. It follows that a DSRF can then be deduced from
the nonzero estimated ¢,,, and their corresponding fm.

Since M is also much greater than N, the system in (3)
is underdetermined and there is not an unique ¢ to minimize
the error. Any vector in the null space of Z can be added
to ¢ without changing the error. In the EMI application, we
have found that imposing a nonnegative constraint on ¢ ef-
fectively eliminates a large portion of the null space of Z and
the remaining solution space contains reasonable answers.
Although the assumption of nonnegative spectral amplitudes
cannot be rigorously justified at present, it works well in
practice, and can be used where applicable. Mathematically,
the DSRF can be found by optimizing:

argmin||Z & — h/||  subjectto@>0 (4
(&

e 2 = [ men = [t

which can be easily implemented using 1 sgnonneg or CVX
in MATLAB. Separating the real and imaginary parts makes
the whole system real. The first element in ¢, ¢y, can be made
nonnegative by adding a sufficiently large value to h. We
have also found that normalizing the input data h to have an
{5 norm of unity increases the accuracy of estimation.

We have observed that in the estimated DSREF, an expected
relaxation ((tyue, Crrue ) Often gets split into two peaks located
at the two sample points adjacent to (¢ Furthermore, the
two estimated spectral amplitudes add up to the true spectral
amplitude ¢yyqe, and (e is closer to the ¢ with larger ¢. We
can reverse this splitting processes through interpolation of
adjacent relaxations [4].

After the interpolation is performed, any ¢,, with a value
of zero is eliminated along with its corresponding (,,. We
denote the resulting relaxation frequencies as (;, with spectral
amplitudes, ¢;, or in vector notation, f and ¢, both with length
L. The estimated DSRF S = {({;,¢;) : | = 1...L} is then
compactly stored in f and €. In addition, the vector length L
is an estimate of the model order K.

Table 1. Estimation of a six-relaxation DSRF

Ck, 0.18 0.12 0.18 0.24 0.18 0.12
log ¢, 3.10 3.52 430 5.04 5.62 6.20
¢ 017 012 017 0.24 0.18 0.11 0.01
log¢; 3.09 351 429 5.06 5.64 6.25 4.52

3. ESTIMATION RESULTS

In this section, the proposed estimation method is tested
against synthetic, laboratory, and field data to show its func-
tionality, accuracy, and stability. The hardware system used is
a wideband EMI sensor operating at 21 frequencies approx-
imately logarithmically distributed over the range 300 Hz—
90 kHz. The measured data is post processed by a down-track
filter that is important to make the nonnegative constraint
applicable for this system [5]. The synthetic data is generated
in accordance with the hardware specification. The range of
¢ for estimation is chosen such that 102((;,ir) and 102(Crnaz)
are 2.45 and 6.62, respectively. All estimations are performed
with with M = 100, and all presented spectra are normalized
suchthat ., ¢; = 1.

Notation: ¢ and c are the true/theoretical relaxation frequen-
cies and spectral amplitudes; é and ¢ are the estimates.

3.1. Dissimilarity Measure Between Two DSRF

Before we can evaluate the goodness of estimation, some kind
of measure is needed to assess the dissimilarity between the
estimated DSRF and the truth. The Earth Mover’s Distance
(EMD) [6] is a measure that can consistently quantify the dis-
similarity between two spectra even when they have different
numbers of relaxations. Intuitively, the EMD measures how
much work it takes to morph one spectrum into the other. In
the case of the DSREF, spectra are normalized prior to com-
puting the EMD. Finally, the EMD is measured in decades
because it is almost always examined in log-( space.

3.2. Synthetic Six-relaxation DSRF

We test our method on a six-relaxation DSRF synthesized at
70dB SNR with AWGN (Table 1). This is a case that can-
not be handled by traditional nonlinear parameter optimiza-
tion which tends to get complex-valued estimates [3]. All six
relaxation frequencies are correctly recovered by solving (4).
The estimated model parameters are real, and the deviation
from truth is small. The EMD between the estimated and the
true DSRF is 0.02 decades. There is a seventh relaxation in
the estimate introduced by the noise, but its spectral ampli-
tude is small. Thus the proposed method returns a satisfactory
result even when the model order is high and unknown.
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Fig. 1. (a) Laboratory measured frequency response of two
coplanar coaxial circular loops. Responses are normalized
such that ||h||2 = 1. (b) Theoretical and estimated DSRF.
log (. and cj, are (4.76 6.07) and (0.50 0.50), respectively.
log fl and ¢; are (4.78 6.05) and (0.49 0.51), respectively.

3.3. Two Coplanar Coaxial Circular Loops

For laboratory data, a target with two coplanar coaxial circu-
lar loops of copper wire was constructed. The circumferences
of the two loops were chosen to be 200 mm and 150 mm. The
larger loop has a wire radius of 0.06 mm, and the smaller one
of 0.32 mm. A theoretical EMI response and the DSRF of this
target can be found in [4]. The EMI response of this target was
measured in the laboratory and is shown in Fig. 1(a), and the
estimated and theoretical DSRF are displayed in Fig. 1(b).
The estimated DSRF deviates from the theory slightly with
an EMD of 0.03 decades. We believe this is mostly due to
the thin-wire approximation used in the theory. We can safely
conclude that this estimated DSRF is an accurate representa-
tion of the physical DSRF of the target.

3.4. Field Data

As a final demonstration of the proposed method, we estimate
the DSRF of two types of landmines (Fig. 2), which are buried
at different depths and locations. The DSRF of each sample
was estimated and then plotted together with others of the
same type. The average EMD between all pairs of the seven
mines presented in Fig. 2(a) is 0.06 decades, and 0.07 decades
for the eight mines in Fig. 2(b). In both types of mines, we
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Fig. 2. Estimated DSRF of real landmines. The spectral
amplitude is represented by the intensity: darker the color,
larger the amplitude. (a) Low-metal content, moderate EMI
response antipersonnel mines. (b) Low-metal content, strong
EMI response antipersonnel mines.

observe stability and consistency in the estimated DSRF. The
small variation in the estimated DSRF could be caused by sev-
eral issues such as manufacturing variations, corrosion, the
magnetic properties of the soil, or measurement errors. In-
deed, not all landmines have similar estimated DSRFs, but,
as we see in the next section, a landmine usually has an esti-
mated DSRF similar to others of the same type.

4. APPLICATION

In this section, we explore the possibility of using the DSRF
in target discrimination. We choose one hundred indepen-
dently measured field samples from eleven types of landmines
and various metal clutter objects [5]. We then compute the
EMD between all pairs of DSRFs in order to generate the dis-
similarity map shown in Fig. 3. The diagonal is zero because
that is the EMD between a DSRF and itself which is zero.
We clearly see that mines of the same type are, in EMD
units, close to each other, meaning mines of the same type are
similar. Mines of type I do not have small EMD among its
sample pairs. The reason is unclear, but we speculate that this
target has negative components in its spectrum and thus the
estimated DSREF is inaccurate. Mines and clutter, on the other
hand, are far from each other, with few exceptions. Clutter
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Fig. 3. The EMD between samples from eleven types of mines (A to K) and metal clutter. Darker colors denote smaller

distances which indicate that two samples are more similar.

that is similar to mines may cause false alarms, but notice that
the EMD from clutter to any type of mine is mostly smaller
than the EMD within that mine type. The plot simply shows
the clustering of mines and suggests the applicability of the
DSREF for target discrimination.

5. CONCLUSIONS

We have examined the performance of the proposed DSRF
method and shown its potential for target discrimination. The
proposed method gives accurate and stable estimates of the
DSRF with a variety of data. Future work will be directed
at developing new algorithms that permit us to drop the non-
negative constraint, as well as designing more sophisticated
classifiers based on the estimated DSRF to provide more ro-
bust and reliable detectors.
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ABSTRACT

A broadband quadrapole electromagnetic induction (EMI) array with one transmitter and three receiver coils
is built for detecting buried metallic targets. In this paper, it is shown that the locations of multiple metallic
targets including their depth and cross-range position can be estimated accurately with the EMI array using
an orthogonal matching pursuit (OMP) approach. Conventional OMP approaches use measurement dictionaries
generated for each possible target space point which results in huge dictionaries for the 3D location problem.
This paper exploits the inherent shifting properties of the scanning system to reduce the size of the dictionary
used in OMP and to lower the computation cost for possibly a real-time EMI location estimation system. The
method is tested on both simulated and experimental data collected over metal spheres at different depths and
accurate location estimates were obtained. This method allows EMI to be used as a pre-screener and results in
valuable location estimates that could be used by a multi-modal GPR or other sensor for enhanced operation.

Keywords: Electromagnetic Induction Sensor, Depth Estimation, Orthogonal Matching Pursuit, Location Es-
timation

1. INTRODUCTION

Electromagnetic Induction (EMI) is a very popular method used to detect the presence of metallic content in
subsurface targets. EMI sensors work by affecting a region of interest with a time varying magnetic field and
detecting the induced magnetic field generated by the eddy currents on the metallic target [1]. Much research has
been performed on using EMI to detect buried targets such landmines, UXO, etc.; however, much less work has
been performed on making accurate estimates for the location of the target. The depth and cross-range location
of the target is of particular interest here, because the down-track location of the targets are fairly apparent in
the raw data from the sensor. Difficulties arise in making the location estimates, because of the nature of the
EMI response. First, the EMI response doesn’t measure a quantity like time delay in a radar which is directly
proportional to distance. Second, the relationship between the strength and object distance is nonlinear and
depends heavily on the objects size and metal content. A deep high-metal target could generate a stronger field
strength than a shallow low-metal target. In [2], a polynomial curve is fitted to vertical gradient data and a
classification scheme as “shallow” or “deep” is followed rather than a depth estimate. The results are rough and
show a depth resolution of £8 inches which is not sufficient for most applications such as landmine detection.
In [3], it is observed that the more distant signals have relatively stronger low frequency components and shallow
targets provide stronger high frequency signals. However, no method to estimate the depth was presented.

In this paper, we propose a new method for location estimation of metallic targets in both depth and cross
range using EMI data. Our technique uses the relative strength of the measured response at the receive coils
of the EMI array along with the shape of the down-track response from the receive coils to make a location
estimate. To use this information, the target space is discretized to generate a list of possible target positions
and a model EMI response is generated for each target position to form an overcomplete dictionary of responses.
Many methods have been developed to extract an optimal representation of received signal in terns of the given
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dictionary elements and this kind of search is generally called Basis Pursuit [4]. We use a type of basis pursuit
algorithm, called orthogonal matching pursuit (OMP) [5], to extract the location information. Conventional
OMP approaches use measurement dictionaries generated for each possible target space point which results in
huge dictionary sizes for 3D location estimates. This paper exploits the inherent shifting property of the scanning
system to reduce the size of the dictionary used in OMP and thereby reduces the computation cost which is
necessary for a real-time EMI location estimation system.

Section 2 describes the EMI model data calculation, the dictionary generation process and the location
estimation algorithm. In Section 3 experimental results with performance analysis are provided. Conclusions
and future work are discussed in Section 4.

2. THEORY
2.1. EMI Model Data

In the EMI model, a transmitter generates a magnetic field, represented with a vector hp, at the target position
as shown in Fig. 1. Here hy is a 3 X 1 vector containing the z, y and z components of the magnetic field generated
by the transmitter coil, and hg is the receiver magnetic field vector at the target position when the receiver coil
is used as a transmitter. These fields are calculated using the Bio-Savart law by dividing the coils into short line
segments. The target is treated as a point target that can be modeled by the magnetic polarizability tensor, M.
It can be shown by using reciprocity that the received voltage due to the target is

Viee = 222 hE Mhy (1)
IR

Here M can be viewed as a 3 x 3 symmetric matrix that represents the magnetic polarizability tensor of the
target. For a metallic sphere, the tensor is diagonal M = MyI. The response measured by the EMI detector is

VRec _ 1%
Veef  LpeplrIr

hhMhr (2)

where the response is referenced to the voltage

Vier = jwLReplr. (3)

VRec

M
Figure 1. EMI scenario. hr is the magnetic field vector generated by transmitter. M is the magnetic polarizibility of

the target. hg is the magnetic field vector if the receiver was used as the transmitter. Vge. is the voltage measured at
the receiver.

This EMI sensor measures the response at 21 logarithmically spaced frequencies from 330 Hz to 90.03kHz
for all the receive coils and records them every 0.1s [6]. However, this work will only use the peak value of the
imaginary part of the response because the method is based on relative amplitudes

Assume the quadrapole EMI array shown in Fig. 2 is scanned in the y direction to search the subsurface for
targets. The response (2) for the three receivers is graphed in Fig. 3 as a function of the scan position with
depth as a parameter for a target at (z,y) = (0.17,0) m buried at depths from 2 to 30cm in 1cm increments.
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Figure 2. Quadrapole Array used for target localization.

The shape of the response as a function of scan position change noticeably as the target depth increases, and the
relative amplitudes for the response of the receivers also change as a function of the target depth. The changes
are more pronounced for shallow targets; less pronounced for deeper ones. Our proposed method collects all of
these models into a dictionary of EMI responses for each possible target space point.
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Figure 3. Normalized response for targets from 2cm to 30 cm deep using the quadrapole array for (a) Receiver 1, (b)
Receiver 2, (c¢) Receiver 3.

The other important location estimation parameter is the cross range, i.e., the z position of the target. The
response is graphed as a function of scan position with the cross range as a parameter in Fig. 4. The target is
at y = 0 and z = —6 cm with a cross range that varies from z = 0 to 34 cm with 2 cm increments as the array is
scanned from y = —30 to y = 30cm with 1cm increments. The information of relative amplitude between the

receivers as well as the shape of the response plays a very important role in estimating the cross range of the
targets accurately.

2.2. Creating Dictionary of EMI Responses

To create a dictionary, ¥, of EMI responses the target space 7w which lies in the product space [z;, T ] X [ys, yf] ¥
[zi, z¢] must be discretized to create a finite set of possible target space points. Here (z;,y;, 2;) and (xf,yy, zf)
denote the initial and final positions of the target space along each axis. Hence, for any target position and at
any scan location the received voltage can be calculated by (2) by setting o = 1 and M = I (assuming spherical
targets). The dimensions of the dictionary ¥ will be L x N where L is the number of scan points in the scan
direction. While working with such a matrix is managable with scanning for a 2D slice of target space, for 3D
target localization the number of target space points increases drastically depending on the resolution required,
making it unrealistic to work with the dictionary ¥. For example, localizing targets in an 1 x 1 x 1 m? area
with 1cm resolution would require a dictionary size of L x 108. However, with a regular scanning pattern we
can exploit a shift-invariance property of the scanning to decrease the size of the dictionary.
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Figure 4. Normalized voltage values recorded at the receiver coils for targets at y = 0, z = —6.cm but varying in cross

range with £ = 0 to x = 34 cm using the quadrapole array for (a) Receiver 1, (b) Receiver 2, (c) Receiver 3.

Figure 5 shows a three-receiver, one-transmitter quadrapole array scanning along the y direction. As the
array scans targets having shifted y locations but the same cross-range (z) and depth (z) values, the resulting
responses in the receiver coils are shifted versions of each other. Hence it is sufficient to create a dictionary for
the y = 0 cross range slice, and then use it to locate targets in 3D.

Figure 5. Quadrapole array scanning on y direction. Targets having the same x and z values create responses that are
shifted versions of each other

So only the target space slice [z;, zf] X [z, z¢] is used to create the dictionary ¥. Discretization generates a
finite set of target points B = {mi,m2,...,wn}, where N determines the resolution and each 7; is a 3D vector
[x},0, z;]. Creating the dictionary requires the calculation of all received voltage values for each 7r; in the target
space. The j*® column of the dictionary is the voltage levels v; at the EMI receiver when only the target at m;
is present. If an array of receivers is used then the j*" column of the dictionary is generated by stacking the
voltages v;; @ = 1,2,..., Ry as v; = [vj1;Vj2;...;VjRy]), Where Ry is the number of receivers in the EMI
array. Finally, each column is normalized to have norm one to weight each target space point equally. After
normalization each receiver dictionary ¥; can be separated. Using an EMI array of receivers and creating the
dictionary by stacking up their voltage recordings before normalization allows us to use the relative amplitudes
between the receivers for better cross range resolution.

2.3. Location Estimation with Orthogonal Matching Pursuit

We assume that the observed signals at the receivers are linear combinations of the responses from each target

alone, thus the inter-target interaction is negligible. In this case, the following procedure is used to locate the
targets:

1. Observe d;, i =1,2,..Ry voltage values at each receiver i; so d = [dy;..; dg,]. Initialize row and column
index sets: Ao, =0 and Ag . = 0, the residual o = d and the loop index to ¢ = 1.

2. Generate projection matrixes P; = r; * ¥; where the operator ‘*’ means columnwise convolution. Sum
individual projection matrixes P = > P;
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3. Determine the row and column indexes A , and A for which P is maximized.

4. Update the index sets Ay, «— Ar1, U and Ay e — Apqc U A

5. Find the weights ¢ of the least-squares problem min ||d — 22:1 c(Arc) ¥, . l2

6. Compute the new residual using the least-squares weights ¢: r; =d — 3 ,_, (M) ¥,
7. Increment the loop counter: t «— ¢t +1

8. If the stopping criteria has not been met, return to Step 2.

One can halt the procedure when the norm of the residual r; declines below a specified threshold which could
be selected based on the noise energy in the received data. The target location information is stored in the row
and column index sets A¢, and A; .. The row index set A, shows the shift in the scan direction from the y =0
slice. The cross range information is stored in Ay .. The cross range and depth of the targets are m,, ..

3. RESULTS
To demonstrate the steps of the algorithm, consider a 2D simulation that uses a simple head with only one
receiver, as in Fig. 7(a). The simple head scans with = Ocm from y = —30cm to y = 30cm with 1cm

increments. Assume there are two metal spheres at (0, —19, —3.5) cm and at (0, 11,6.5) cm as shown in Fig. 6(a).

As the simple head scans the region the recorded voltage values with a signal to noise ratio (SNR) of 20dB is
shown in Fig. 6(b).*

Noisy Voltage
.

Figure 6. (a) Target space containing two targets. (b) Noisy voltage measurements (c) Projection of the measurements
to each column of response dictionary (d) OMP result.

The EMI response dictionary is created with a resolution of 1 cm in y and 0.5 cm in z. One possible solution is
to directly check the projection values of the received voltage measurements to each column of the EMI response
matrix. Figure 6(c) shows the image containing these projection values in dB scale. It can be observed that it
is directly very hard to extract the locations and the number of targets from direct projections. However, the
OMP selects two targets at (0, —19,—3.5)cm and (0,11, 8) cm. Although the depth information for the second
target is 1.5 cm off, the locations and number of targets could be extracted with an acceptable error margin. The
following results also indicate that using multiple receivers increases the accuracy of cross-range estimation.

3.1. Laboratory Depth Estimation with Quadrapole Head

To test the proposed algorithm with experimental data the quadrapole sensor in Fig. 7(a) is built. The simple
quadrapole sensor is placed with its center at * = y = z = 0 and a metal sphere of diameter 0.5” is scanned
along the track shown in Fig. 7(b) from 2 to 35cm above the sensor level. The air response of the target-free
environment is also measured and subtracted from the measurements with the target to reduce the effect of any
background, e.g., moving devices and the laboratory room. The proposed algorithm is applied to air response
subtracted raw data. The estimated depth values for the quadrapole sensor are shown in Fig. 7(c).

It can be observed that using the quadrapole sensor allows estimation of most depths very accurately. It is
important to note here that the target is a metal sphere which matches with the model we used in dictionary
generation. Also the noise level in the laboratory data is minimal once the air and lab responses are subtracted.

“Here the two targets are assumed to be far enough apart so that the interaction between them is negligible.
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Figure 7. (a) Single Quadrapole Sensor, (b) Metal Sphere Track, (c) Depth estimates using quadrapole data.

3.2. Noise Performance

To analyze performance versus additive noise, the algorithm is applied to data created with targets at different
depths from 0 to 20cm and with varying noise levels from 10 to 50dB. For each noise level and target depth,
zero-mean gaussian noise is added to the data model for the given depth. Then the depth of the target is
estimated for 100 independent trials with the proposed method. Figure 8 shows the variance from the true
target position for the quadrapole sensor at each SNR level and target depth. It can be observed that even for

Figure 8. Variance of the depth estimates for varying levels of SNR and for targets at different depths using a single
quadrapole sensor.

the case of 10dB SNR the standard deviation of the depth estimate for the quadrapole sensor is around 42 cm.
As the SNR increases the estimates get better as expected.

3.3. 3D Experimental Lab Results with the Quadrapole Array

A quadrapole array with three receivers and one transmitter coil, as shown in Fig. 2, is built for enhanced 3D
target localization. The quadrapole array is held fixed at ©+ = y = z = 0 and targets like a metal loop and an
anti-personnel land mine are scanned to collect the EMI measurements.

In the first experiment, the target is a loop of 22 AWG wire with a diameter of 31.8 cm oriented so that the
axis of the loop is z directed. The target is positioned at three different cross range values = (0.02,0.17,0.32) m.
For each cross range, the target is moved in down range from y = —50 to y = 50 cm with 0.5 cm increments and
from z = —8cm to z = —20 cm with 1cm increments from the level of the array. A dictionary using a z oriented
loop target model is generated. Figure 9 shows the true and estimated depth, cross range and down-range values
for the target. The location of the target is estimated relatively accurately for most of the cases even when the
target is not directly under the center receiver.

Next a more interesting target, a low-metal anti-personnel mine, is tested. In this case, different cross ranges
with z = (0.07,0.17,0.27) were measured. The target was moved from z = —7.5cm to z = —28.5cm in 1cm
increments, and from y = —50 to y = 50 cm in 0.5cm increments. A dictionary of responses including targets
at z =1,2,...,30cm, and cross ranges from x = —18 to x = 50 cm with 2 cm increments is generated. Hence,
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Figure 9. Location estimates for the coil target at (a,b,c) cross range © = 7cm, (d,e,f) cross range z = 17 cm, (g,h,i)
cross range = = 27 cm.

the exact target depths and cross ranges are not in the dictionary. A loop target model oriented in z direction is
used for dictionary generation as in the loop target case. Note that the target polarization tensor is not known,
and may be different than the loop target model used in dictionary generation. Despite these facts the location
estimates obtained for varying cross ranges shown in Fig. 10 indicate +£2cm accuracy until the target depth
is 17cm. For depths below 17 cm, the estimation performance degrades. The cross-range estimation is also
successful for depths less than 20 cm. In most of the cases, the down-track location estimate is very accurate.

3.4. 3D Field Data Results with the Quadrapole Array

The proposed algorithm is tested with the data collected with the quadrapole array shown in Fig. 2 at a field
site over several buried targets. FEach target is buried at different grids, and each grid is scanned with the array.
The grid size is approximately 1.5m x 1.5m. The array is held approximately 1”7 above the ground level. Figure
11 shows the collected measurements from the three receivers taken by scanning a grid containing a low-metal
anti-personnel mine buried approximately 2” depth from the ground level.

The target is close to the center of the grid and the quadrapole array is scanned across the grid. Hence, the
voltage level in receiver 2 (center receiver) is much higher compared to the level in receivers 1 and 3. When
the proposed algorithm is applied to measured data as in Fig. 11, the location of the target is estimated as
(x,y,2) = (0,0.01, —0.08) m which is very close to the expected location of the target (z,y, z) = (0,0, —0.08) m.
Here the origin of the coordinate system is on the surface of the soil at the center of the grid; z is the cross-range
coordinate, y is the down-range coordinate and z is the vertical coordinate. The location estimates for five
additional occurrences of the same type of AP mine are shown in Table 1.
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Figure 10. Location estimates for the anti-personnel mine at (a,b,c) cross range x = 7 cm, (d,e,f) cross range x = 17 cm,
(g,h,i) cross range x = 27 cm.
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Figure 11. Imaginary part of the 11** frequency component for all three receivers.
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Table 1. Field Data Location Estimates

Grid No | Expected Location (x,y, z)(m) | Estimated Location (z,y, z)(m)
1 (0,0, —0.05) (—0.01,0.01, —0.06)
2 (0,0, —0.05) (—0.03, —0.01, —0.07)
3 (0,0, —0.05) (—0.02,0.00, —0.05)
4 (0,0, —0.08) (0.05,0.03, —0.11)
5 (0,0, —0.08) (—0.01,0.02, —0.09)
6 (0,0, —0.08) (0.00,0.01, —0.08)

It can be observed that in the field measurements the target locations and depths could be estimated to
within approximately £3 cm. It is important to note that the approximate depth information is from the top
of the AP mine, not from the metallic part. Also there might be small changes due to the burial process, or
from targets being buried so long that their locations might change slightly. Nevertheless, the proposed method
provides promising depth estimates in the tested field data.

4. CONCLUSIONS AND FUTURE WORK

A location estimation algorithm based on OMP using EMI data is proposed. Our initial tests on simulated,
laboratory and field data indicate that target depth information can be extracted from EMI data with small
errors. However, in a few cases the error can be significantly greater when the the target is a poor match for
the target model used in the dictionary. We are working to generalize the technique so that it is applicable to a
wider range of targets.
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ABSTRACT

For development of electromagnetic induction (EMI) sensors for landmine detection, a testing facility has been
established for automated measurements of typical targets with both individual sensors and arrays of sensors. A six-
degree of freedom positioner has been built with five automated axes (three translational stages and two rotational
stages) and one manual axis for target characterizations with no metal within the measurement volume. Translational
stages utilize commercially-available linear positioner hardware. Rotational stages have been customized using non-
metallic components to position the targets within the measurement volume. EMI sensors are held fixed in one location
while the positioner orients the targets and moves them along a prescribed path through the region surrounding the
sensor. The automated movement is computer-controlled and data are acquired continuously. Data are presented from
three-dimensional scans of targets at various orientations. Typical targets include shell casings, wire loops, ball bearings,
and landmines.

Keywords: Electromagnetic induction, EMI, landmine, detection, sensor, testing

1. INTRODUCTION

To detect the presence of landmines buried in soil, an electromagnetic induction (EMI) sensor has been developed and
tested at multiple field locations'?. Figure 1(a) shows a single broadband EMI sensor while Figure 1(b) shows a
broadband array of EMI sensors, both at field locations. Both sensors were scanned close to the soil surface to detect
buried targets. Details of the EMI sensor and its field testing can be found in the literature.

Sample data from field measurements of four anti-personnel landmines at various depths are shown in the Argand
diagrams in Figure 2. The imaginary part of the response is graphed as a function of the real part with frequency as a
parameter on the Argand diagrams. Each figure shows one type of target with responses plotted for different burial depths.
The characteristic responses from the buried targets shown in Figure 2 are a function of the metal content and structure
of the individual targets. Note that the shape of the response is consistent for each target and is insensitive to the burial
depth. This shape information can be used to help discriminate between landmines and clutter’”. However, little is
known about how landmines and complex clutter objects behave when they are tilted at odd angles which could cause
missed detections. To aid in the development of the EMI sensors and associated detection algorithms, a testing facility
has been built to characterize the response of typical targets and clutter objects with respect to location and orientation.
The data from these measurements will be used to study the response of the targets as a function of location and
orientation. This type of measurement would be very difficult to perform in the field due to the difficulty of accurately
placing and rotating the target. It is envisioned that the results of this work can be utilized to reduce false alarm rates and
increase the probability of detection for EMI sensors through improvements in both the hardware and the processing
algorithms used to detect and discriminate buried targets.

In the following sections, the testing facility will be described and experimental measurements will be shown along with
theoretical results for representative targets including a single wire loop, three mutually orthogonal wire loops, and a 9
mm shell casing.

* E-mail: gregg.larson@me.gatech.edu, Tel: 404-894-6026
* E-mail: waymond.scott@ece.gatech.edu, Tel: 404-894-3048
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Fig. 1. Field measurement systems using (a) a single broadband EMI sensor and (b) an array of three broadband EMI
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Fig. 2. Sample field data from four types of anti-personnel landmines presented in Argand diagrams. Each curve in figures
(a) through (d) represents the response of a single target as a function of interrogation frequency. The response of
multiple targets are shown in (a) through (d) with the amplitude differences between curves indicating targets with

different burial depths.
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2. EXPERIMENTAL FACILITY FOR CALIBRATION MEASUREMENTS

To measure the characteristic response of EMI sensors of several representative targets, a laboratory positioner was
developed with three automated translational stages (x, y, and z), two automated rotational stages (yaw and pitch), and
one manually-adjusted rotational stage (roll, not labeled) as indicated in Figure 3. A single EMI sensor is shown in
Figure 3(b) with a single wire loop as the target while an array of three EMI sensors is shown in Figure 3(c) with a target
that consists of three mutually orthogonal loops of different gauge wire. This system has been used to measure the
response of targets in a three-dimensional region as a function of angular orientation. Other typical targets include shell
casings, ball bearings, coplanar wire coils, and landmines.

The translational stages were built using commercially-available hardware including stepper motors, gear reducers, belts,
and aluminum structural beams. The positioner can translate each target throughout a 2 m by 1 m by 0.5 m volume. The
first automated rotational stage utilizes a Velmex rotary positioner (Model # B4818TS) with a stepper motor to control
the yaw angle throughout a 360° range of motion. The second automated rotational stage was custom-built using
fiberglass structural beams, polycarbonate connectors, fiberglass shafts, acetal/nylon/glass nonmetallic bearings, nylon
miter gears, fiberglass-reinforced nylon sprockets, Delrin chains, and nylon bolts. A stepper motor controls the pitch
angle throughout a 360° range of motion. The second rotational stage holds each target 70 cm from the nearest metal on
the moving support beam. This second rotational stage is reconfigurable as the fiberglass structural beams can be
replaced by different length beams to adjust to different size targets; this would also necessitate appropriate adjustments
to the chains and fiberglass shafts.

The EMI sensor or array of EMI sensors is positioned in the middle of the measurement region, sufficiently distant from
the floor (and its structural steel) and the aluminum beams of the positioner frame to minimize the measured response
from the surrounding metal structures. Additionally, the response from the surrounding metal structures is subtracted
from the measurements of the individual targets as a part of the EMI sensor’s processing algorithms. While the EMI
sensor is held fixed, the positioner orients the target in yaw and pitch and then translates it along a prescribed path
computed by the data acquisition and motion control system. The path is continuous in the x direction with a discrete set
of values for y and z. The path is repeated for each set of yaw and pitch angles.

The EMI sensor and the array of EMI sensors includes a surrounding coil that transmits an excitation signal. A multi-
sine signal, composed of 21 distinct frequencies logarithmically spaced from 300 Hz to 90 kHz, is transmitted cyclically.
The multi-sine signal has been optimized in regards to phase angle and amplitude as well as to minimize interference
with power line harmonics. This cyclic transmission allows for continuous data acquisition in the time domain at 204
kSamples/second from each sensor with processing while the target is in motion. The time-domain data are transformed
into the frequency domain using a fast Fourier transform. This operation is performed in real time and only the 21
complex-valued samples in the frequency domain for each measurement point are saved. This provides a substantial
benefit in that the saved data can be reduced from 20,400 single-valued samples in the time domain to 21 complex-
valued samples.

Continuously sampled data are acquired, processed, and saved at 0.1 second intervals while the target is in motion along
the prescribed path. With the target moving at 4 cm/second in the x-direction, data are acquired every 0.4 cm along the
x-axis. The data are then interpolated to 0.5 cm intervals for an evenly-spaced grid in the post-processing. As data are
acquired at distinct y and z values, interpolation is not required in those dimensions.

A typical measurement for the EMI sensor array scans a target continuously from -51 cm to 51 cm in the x-direction and
discretely at y-values from -30 cm to 30 cm in 10 cm increments and z-values from 0 cm to 22 cm in 1 c¢cm increments
for three yaw angles (0, 45, and 90 degrees) and five pitch angles (0, 22.5, 45, 67.5, and 90 degrees) over a 19 hour time
period. Processing of the acquired data results in 30,581,145 complex data points. This is so much data that it is
difficult to inspect it.
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Fig. 3. Experimental measurement facility for EMI target characterization: (a) Automated translational (x, y, and z) and
rotational (yaw about z and pitch about y) axes labeled, manual rotational (roll about x) axis not labeled; (b) Single wire
loop target shown above single EMI sensor; and (c) Three mutually-orthogonal wire loops target (in inset photograph)
shown above EMI sensor array (three EMI sensors).
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3. EXPERIMENTAL AND NUMERICAL MEASUREMENTS

Measurements have been conducted of several typical EMI targets including landmines, shell casings, ball bearings,
single wire coils, multiple coplanar wire coils, and three mutually orthogonal wire coils. Some targets are included due
to practical interests in detection of the targets in the field while some are included for research and development of the
EMI sensor hardware. All of the targets are of interest for detection and processing algorithm development efforts. Data
from three targets (a single wire loop, a composite target with three mutually orthogonal wire loops, and a 9 mm shell
casing) will be presented in this section; the wire loop targets are useful for demonstrating the EMI system performance
capabilities while the shell casing has inherent practical interest and a comparatively simple response.

The measured data are filtered in the down-track direction by convolving the measured data with the zero-mean template
shown in Figure 4. The filter is used to make the data from the measurement system directly comparable to that of the
field systems in which the filter has three beneficial effects. First, it mostly removes the ground response by differencing
closely located portions of the ground. Second, it mostly removes the drift in the system by differencing measurements
made only a short time apart. Third, it averages the data over several locations which will improve the signal to noise
ratio.

0.03 ‘ ‘

0.02 -

;;%MTTW WTTT%%WMM e

-0.03 1 1 1 1 1
0 10 20 30 40 50 60

Sample

Fig. 4. Filter template.

The first target is a simple loop of 22 AWG copper wire formed into a loop with a circumference of 10 cm which has a
theoretical relaxation frequency of 10.0 kHz. The loop is oriented so that its axis is z directed when the yaw and pitch
angles are zero as shown on Figure 3b. The magnetic polarizability tensor of the loop is:

0 00

__ A _jelg
A yd ®

where = 27f, is the relaxation frequency, A is the area of the loop and, L is the self inductance of the loop. The
measured response for the single loop is presented in Figures 5, 6, and 7. In Figure 5a, the magnitude of imaginary part
of the response is presented in pseudo-color graphs as a function of x and z at y=0 and f=5,190 Hz for five pitch angles
and three yaw angles. For pitch = 0°, the graphs are as expected; the strongest response is at x = 0, the response is
symmetric about x = 0, and the response gets weaker as z increases. For pitch = 22.5° 45°, and 67.5°, the response is no
longer symmetric about x = 0. For pitch = 90°, the response is again symmetric about x = 0, but the maximum response
is not at x = 0, and the response is almost zero when yaw = 90°. In Figure 5b, the response computed from a theoretical
model is shown which models the loop as in infinitesimal magnetic dipole with the magnetic polarizability tensor on
equation 1. The theoretical results are very similar to the measured results.

In Figure 6, Argand diagrams of the response are presented from the experimental measurements and the theoretical
model of the single-loop target at x=0, y=0, z=4.5c¢m for three yaw and five pitch angles. The shape of the response is

the same for all the rotation angles while the amplitude of the response changes with rotation angle. This is predicted
theoretically since the loop only has a single relaxation.
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In Figure 7, the discrete spectrum of relaxation frequencies® of the response from experimental measurements and
theoretical model of the single-loop target at x=0, y=0, z=4.5cm for three yaw and five pitch angles. Here the data is fit
to a relaxation (exponential) model, and the amplitude of each of the relaxation frequencies is plotted as a function of
relaxation frequency. This analysis correctly identifies the 10 kHz relaxation frequency at all of the rotation angles
except at pitch = yaw = 90° where the response is zero. The analysis also shows additional relaxations of very-low
amplitude from the experimental data which may be due to secondary relaxations or noise.

The second target consists of three loops of copper wire that are at right angles to each other and is seen on Figure 3c.
The magnetic polarizability tensor of the loops is:

. 100 ar . 000
M(w) = - £ ( jolos ]0 e [ jolsy ]o 1 o|-
L. \1+jo/d, 00 0 L, (1+jo/c, 00 0
. 000 @)
M4, [ jo/¢. JO 0 0
L \1+jw/¢, 00 1

where ¢, = 27f,; are the relaxation frequencies, A, are the areas of the loops and, L, are the self inductances of the loops
with k£ = x, y, z. The parameters for the loops are presented in Table 1.

Table I. Parameters for the three-loop target.

Orientation | Diameter (cm) | Wire Gauge (AWG) | Relaxation Freq. (kHz)
X 5 36 10.1
y 4 30 50.2
z 3 22 172

The measured and theoretical responses for the three-loop target are presented in Figures 8, 9, and 10. In Figure 8, the
magnitude of imaginary part of the response is presented in pseudo-color graphs as a function of x and z at y=0 and
1=35,190 Hz for five pitch angles and three yaw angles. For pitch = 0° and 90°, the response should be symmetric about
x = 0; however, the experimental results are slightly asymmetric for pitch = 90° which is probability due to the target
being slightly out of alignment. Otherwise, the experimental and theoretical results are very similar. In Figure 9,
Argand diagrams of the response are presented from the experimental measurements and the theoretical model. The
shape and amplitude of the response now changes as a function of the rotation angles. This is predicted theoretically
since the loop has a different relaxation frequency along each axis. This will make it more challenging to use the shape
information for identification of such a complex target. In Figure 10, the discrete spectrum of relaxation frequencies of
the response from experimental measurements and theoretical model of the three-loop target. This analysis correctly
identifies the three relaxation frequencies of the target. Note the relative amplitude of the relaxations change as a
function of the rotation angles. This representation of the data may be helpful for the discrimination of complex targets
with unknown orientation.

The third target is a 9 mm shell casing, and its measurements are shown in Figures 11, 12, and 13. It is difficult to see
that the response of this target varies with rotation angle from the graphs in Figures 11 and 12, however, the difference is
apparent in the graphs in Figure 13. The discrete spectrum of relaxation frequencies for this target consist of three
relaxations that have amplitudes that vary with the rotation angles as seen in Figure 13. The magnetic polarizability
tensor for this target is unknown but these measurements contain sufficient data to construct it. We plan on deriving the
magnetic polarizability tensor in future work.
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Fig. 5. Pseudo-color graphs of the magnitude of imaginary part of the response for the single-loop target from (a) experimental
measurements and (b) theoretical modeling as a function of x and z at y=0 and f=5,190 Hz. The graphs are on a 60 dB scale using the
Matlab jet color map. Pitch angles range from 0° to 90° in 22.5° increments from top to bottom. Yaw angles range from 0° to 90° in
45° increments from left to right in the figure.(color image in electronic version of manuscript)
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Fig. 6. Argand diagrams of the response from experimental measurements and theoretical modeling of the single-loop target
at x=0, y=0, z=4.5cm for three yaw and five pitch angles. Pitch angles range from 0° to 90° in 22.5° increments from
top to bottom. Yaw angles range from 0° to 90° in 45° increments from left to right in the figure.
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Fig. 7. Graphs of the discrete spectrum of relaxation frequencies of the response from experimental measurements and
theoretical modeling of the single-loop target at x=0, y=0, z=4.5cm for three yaw and five pitch angles. Pitch angles
range from 0° to 90° in 22.5° increments from top to bottom. Yaw angles range from 0° to 90° in 45° increments from
left to right in the figure.
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Fig. 8. Pseudo-color graphs of the magnitude of imaginary part of the response from (a) experimental measurements and (b)
theoretical modeling for the three-loop target as a function of x and z at y=0 and f=5,790 Hz. The graphs are on a 60 dB scale using
the Matlab jet color map. Pitch angles range from 0° to 90° in 22.5° increments from top to bottom. Yaw angles range from 0° to 90°
in 45° increments from left to right in the figure. (color image in electronic version of manuscript)
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Fig. 9. Argand diagrams of the response from experimental measurements and theoretical modeling of the three-loop target
at x=0, y=0, z=4cm for three yaw and five pitch angles. Pitch angles range from 0° to 90° in 22.5° increments from top
to bottom. Yaw angles range from 0° to 90° in 45° increments from left to right in the figure.
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Fig. 10. Graphs of the discrete spectrum of relaxation frequencies of the response from experimental measurements and
theoretical modeling of the three-loop target at x=0, y=0, z=4cm for three yaw and five pitch angles. Pitch angles
range from 0° to 90° in 22.5° increments from top to bottom. Yaw angles range from 0° to 90° in 45° increments from
left to right in the figure.
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Fig. 11. Pseudo-color graphs of the magnitude of imaginary part of the response from experimental measurements of a 9 mm shell
casing as a function of x and z at y=0 and f=5,190 Hz. The graphs are on a 60 dB scale using the Matlab jet color map. Pitch angles
range from 0° to 90° in 22.5° increments from top to bottom. Yaw angles range from 0° to 90° in 45° increments from left to right in
the figure. (color image in electronic version of manuscript)
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Fig. 12. Argand diagrams of the response from experimental measurements of a 9 mm shell casing at x=0, y=0, z=3.2cm
for three yaw and five pitch angles. Pitch angles range from 0° to 90° in 22.5° increments from top to bottom. Yaw
angles range from 0° to 90° in 45° increments from left to right in the figure.
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Fig. 13. Graphs of the discrete spectrum of relaxation frequencies of the response of a 9 mm shell casing at x=0, y=0,
z=3.2cm for three yaw and five pitch angles. Pitch angles range from 0° to 90° in 22.5° increments from top to bottom.
Yaw angles range from 0° to 90° in 45° increments from left to right in the figure.

4. CONCLUSIONS

A new experimental facility has been established to measure the response of typical targets for EMI sensors as a function
of location and orientation. This has been accomplished with a six-degree of freedom positioning system with five
automated axes (the three translational axes and two rotational axes) and one manual axis. The EMI sensors are held
fixed while targets are oriented using the rotational axes and then moved along a prescribed path through the
measurement volume. Commercially available hardware has been used for the translational stages and one rotational
stage while a custom-built rotational stage has been assembled to eliminate metal from the measurement region.

Measurements with this system provide a complete characterization of the targets for comparison to field measurements
as well as with numerical modeling of EMI sensors for further hardware development. This type of data may also be
used in the development of detection algorithms for EMI sensors. Future efforts with the experimental facility will
include measurements of more targets and investigations of methods for summarizing the massive amounts of collected
data into simple physical models. Further development of the processing algorithms will be done to help characterize
more complicated targets and refine detection and discrimination methods for EMI sensors.
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APPLICATION OF /p-REGULARIZED LEAST SQUARES FOR 0 < P < 1IN ESTIMATING
DISCRETE SPECTRUM MODELS FROM SPARSE FREQUENCY MEASUREMENTS

Mu-Hsin Wei, James H. McClellan, and Waymond R. Scott, Jr.

Georgia Institute of Technology
School of Electrical and Computer Engineering
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ABSTRACT

It is difficult to robustly estimate the parameters of an additive
exponential model from a small number of frequency-domain
measurements, especially when the model order is unknown
and the parameters must be constrained to be real. Recent
work in sparse sampling and sparse reconstruction casts this
problem as a linear dictionary selection problem by densely
sampling the parameter space. We present a modified £,,-
regularized least squares algorithm, for 0 < p < 1, and show
that it is effective when the frequency sampling is sparse over
a couple of decades and the parameters must be estimated
over more than four decades. An empirical method for choos-
ing the regularization parameter is also studied. Using tests
on synthetic data and laboratory measurements for an EMI
application, the proposed method is shown to provide robust
estimates of the model parameters up to eighth order.

Index Terms— Parameter estimation, /1 minimization,
sum of exponentials, basis pursuit.

1. INTRODUCTION

Additive exponential models are commonly used in science
and engineering to model a wide range of physical phenom-
ena such as the eddy currents for electromagnetic induction
(EMI), dielectric material properties in polymer science, and
many others in the fields of chemistry, biology, and speech, to
name a few. It can be difficult to extract the model parameters
from measurements when the number of parameters is more
than a few, when the model order is unknown, or when the
number of measurements is very small. Furthermore, when
the measurements are made in the frequency domain and the
exponential parameters must be real, very few techniques
exist to solve the resulting constrained estimation problem.
In [1] we developed a constrained linear least-squares method
to estimate these models when the parameters are nonnega-
tive, and demonstrated the utility and robustness of this algo-
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Night Vision and Electronic Sensors Directorate, Science and Technology
Division, Countermine Branch and in part by the U. S. Army Research Office
under Contract Number W911NF-05-1-0257.
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rithm for wideband EMI systems. The method uses 21 mea-
surements, equi-spaced in the logarithmic frequency domain,
taken over a range of 2.5 decades, and estimates parameter
values over 4.17 decades. We have tested this method on syn-
thetic data and lab data, and have shown that it can reliably
extract models. Recently, Austin et al. [2] studied parameter
estimation for additive models through sparse sampling and
reconstruction. They formulated a linear problem by enumer-
ating an overcomplete dictionary of possible models. Then
they proposed a sparse nonuniform sampling strategy based
on the Fisher information, and demonstrated their method on
a time-domain sum-of-exponentials model.

In this paper, we extend the frequency-domain tech-
nique [1] to remove the nonnegative constraint. We linearize
the estimation problem with a dictionary as in [1, 2], and
solve it with £,,-regularized least squares for 0 < p < 1. We
exploit the fact that after linearizing the problem the solution
vector is most likely sparse, and we show that a log-frequency
sampling scheme performs nearly the same as one based on
Fisher information. The proposed method requires no prior
knowledge of the model order K and always returns real
parameters. We demonstrate its robustness with results on
synthetic and laboratory data, even when using high model
orders and frequencies measured over several decades.

2. ESTIMATION METHOD

The EMI frequency response H (w) of a metallic target, which
is proportional to a projection of the magnetic polarizability
tensor of the target,can be expressed as [3]:

K
cx
Hw) = E —_ 1
(w) Co-ﬁ-k:1 1+ jw/Ck ey

where ¢y is the shift, K the model order, ¢ the real spectral
amplitudes, and (j, the relaxation frequencies. The parameter
set S = {((x,ck): k=1...K} is called the Discrete Spec-
trum of Relaxation Frequencies (DSRF); each pair ((x, ¢ ) is
one relaxation. The term DSRF and spectrum will be used
interchangeably.
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It is advantageous to model the EMI signal with (1) be-
cause the relaxation frequencies are invariant to target orien-
tation, which is valuable in target detection. However, it is
difficult in practice to obtain the model parameters in (1) from
a small number of measurements. For most existing estima-
tion methods, a good guess of the model order K is required
for the fitting process to converge. Prior knowledge of K,
however, is usually unavailable. The highly correlated sum-
mands in (1) and the nonlinear relation between H (w) and (.
also make estimation difficult. Most existing methods often
give sub-optimal solutions that are far from the truth, or return
complex parameters that do not have physical meaning [4].

When the target response is measured at /N distinct fre-
quencies, (1) can be written in matrix form:

1 1 1 Co
H(w)] |1 T/t T /G 0 T/ ||
Hw2) | |1 Tu7s Tere s /S || oy
: 1 1 1
Hwn] |1 mya ey Trjon /¢ ] | ek
zZ
h=Zc 2)

where wpin = w1 < wy < -+ < WN = Wmax, kb is the
observation vector, ¢ the spectral amplitude vector augmented
by the shift ¢y, and Z a matrix containing information about
the relaxation frequencies (.

To estimate the DSRF (i.e., (; and c;) from a given ob-
servation h, the usual approach is to minimize the norm of
the error, but this leads to a nonlinear optimization problem.
Instead, we follow the strategy of basis pursuit to linearize
the problem with an overcomplete dictionary. The overcom-
plete dictionary is a matrix Z that has the same form as Z in
(2), but with many more columns. To generate the columns,
we enumerate a large set of M possible relaxation frequen-
cies uniformly distributed in the log-( space (M > K), and
create one column for each enumerated ¢ [1]. Compared to
the non-uniform sampling [2] based on the Fisher information
where the step size is given by

- N w 2
=[S (535)]

n=1

N|=

the uniform log-( sparse sampling gives similar sample points
(Fig. 1).

Since the dictionary matrix Z has (M+1) columns, we
redefine the unknown as an (M +1)-element weighted selector
vector € and rewrite the problem as:

h = Zé+ error 3)

The vector ¢ contains the shift estimator ¢, followed by the
spectral amplitude estimators ¢,,. We expect the solution for
¢ to have many zero elements because M > K, i.e., ¢ will be
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Fig. 1. Samples generated from uniform log-{ sampling and non-
uniform sampling based on the Fisher information.

sparse. We utilize the ¢,-regularized least squares technique,
for 0 < p < 1, because it promotes sparse solutions.

argmin||Z &~ K|Z+AEll; 0<p<1 @
C

o - 2]

where A is the regularization parameter. Separating the real
and imaginary parts in Z makes the whole system real. Ide-
ally, in the best selected ¢, only those ¢, with corresponding
Cm that are near a true (;, will be nonzero, and they will take
on the correct spectral amplitudes ci. It follows that a DSRF
can then be deduced from the nonzero estimated ¢,,, and their
corresponding ém.

The /,,-regularized least squares for p < 1 can be approx-
imated by the iteratively reweighted ¢; algorithm proposed by
Candes et al. [5]. The weights are updated as suggested in [6].
We also adopt the e-regularization technique used in the same
paper. In summary, (4) is approximated by (see also [7]):

Algorithm 1: Approximated ¢,,-regularized least square

5! 4 ~0
Input: Z ,h',p, \, C

1 En - 60

2 for k «+— 0 to —8 step —1 do

3 € «— 10F

4 repeat

5 Enfl - 5n

‘ wit e (8 et

& — argmin||Z'& — W|)Z + A M wn ||
8 | until||g" — "]y < \/€/100

9 return ¢"

2

The ¢, minimization problem is solved by 11_1s, a MATLAB
optimizer proposed by Kim et al. [§]. We have also found
that normalizing the input data h, as well as the columns of
Z' to have unit {5 norm increases the accuracy of estimation.
Setting entries of & to all ones also seems to be effective.
The nonzero entries of ¢ selected b}Af (4) are the relaxations
need in the estimated DSRF, S = {((;,é) : 1 =1...L}.
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Fig. 2. Estimation of a synthetic six-relaxation DSRF. p = 0.5.

3. ESTIMATION RESULTS

The proposed estimation method is tested against synthetic
and laboratory data to show its functionality, accuracy, and
stability. The hardware system used is a wideband EMI sen-
sor operating at 21 frequencies approximately logarithmically
distributed over the range 300 Hz-90 kHz (2.5 decades) [9].
The synthetic data is generated in accordance with the hard-
ware specification. The range of ¢ for estimation is chosen
such that 102((nin) and 1og((max) are 2.45 and 6.62, respec-
tively, i.e., 4.17 decades. All estimations are performed with
M = 100, and all presented spectra are normalized such that
> iy leil = 1. Spectral amplitudes less than 10~° are not
displayed. Unless specified, p = 0.5 is chosen as a represen-
tative case. The choice of A is discussed in Section 4.
Notation: ¢ and c are the true/theoretical relaxation frequen-
cies and spectral amplitudes; é and ¢ are the estimates.

3.1. Dissimilarity Measure Between Two DSRFs

In order to evaluate the goodness of the estimate, we need
to define a measure of dissimilarity that is appropriate for
sparse spectra with multiple peaks. We use the Earth Mover’s
Distance (EMD) [10] which quantifies the “amount of work”
to morph one spectrum into the other. Strictly speaking the
EMD is only defined for positive spectra, but we can account
for negative spectral amplitudes by defining the distance func-
tion between two relaxations (¢;, ¢;) and (é j» C;) to be:

dij{

which penalizes relaxations with different signs. Spectra are
made nonnegative and normalized prior to the EMD compu-
tation. Notice that the EMD has units of decades.

|10g<1 710géj| ,Ciéj Z 0
1+|10g<1710g<3| ,Ciéj<0

3.2. Synthetic Six-relaxation DSRF

We test our method on a six-relaxation DSRF synthesized at
65dB SNR with AWGN (Fig. 2). This is a case that can-
not be handled by traditional nonlinear parameter optimiza-
tion which tends to return complex-valued estimates [4]. Us-
ing p = 0.5, all six relaxation frequencies are recovered by

—+— p=1
¢ —6—p=0.5
—*%— p=0
a
Z 1
10T 1
30 40 50 60 70 80

SNR(dB)

Fig. 3. Monte Carlo simulation on goodness of estimation vs. SNR
performed on a four-relaxation DSRF. Sample size is 100 per SNR.

solving (4). Though the estimation is not perfect, it is never-
theless satisfactory. The estimated model parameters are real,
and the deviation from truth is small. The EMD between the
estimated and the true DSRF is 0.09 decades. The estimate
using p = 1 is also shown in Fig. 2. It is less sparse, but its
EMD is still small, 0.10 decades. Satisfactory estimates are
also observed for model orders up to eight.

3.3. Signal to Noise Ratio

To see how the proposed method performs in noise, a Monte
Carlo simulation versus SNR is run for several p’s. The true
spectrum is a target with a four-relaxation DSRF including
negative relaxations. The simulation result, shown in Fig. 3,
shows the robustness of the estimation method at different
signal-to-noise ratios. For all p’s, the EMD between the es-
timate and the truth increases as the SNR decreases. This
suggests that the proposed method is functional in a range of
SNR where the EMD is below some threshold. This thresh-
old, however, depends on the application of the estimated
spectrum. For example, if the DSRF produces features for
classification, a more robust classifier may tolerate worse es-
timations and, therefore, allow lower SNR. It seems p < 1
offers performance similar to that of p = 1, but p < 1 does
give sparser estimates as demonstrated above. The sparsity,
however, is not reflected in the EMD measure.

3.4. Two Coplanar Coaxial Circular Loops

For laboratory data, a target with two coplanar coaxial circu-
lar loops of copper wire was constructed. The circumferences
of the two loops were chosen to be 200 mm and 150 mm. The
larger loop has a wire radius of 0.06 mm, and the smaller one
of 0.32mm. The EMI response of this target was measured
in the laboratory and is shown in Fig. 4(a), and the estimated
and theoretical DSRF are displayed in Fig. 4(b).

The estimated DSRF deviates from the theory with an
EMD of 0.04 decades. We believe the extra estimated re-
laxation and the deviation is mostly due to the thin-wire ap-
proximation used in the theory [1]. The measured frequency
response itself deviates from the theory slightly, but the devia-

4012



of Theory
O  Estimate i
_0.051 Measurement
j=2}
@
£
= =04}
-0.15F
-0.5 -0.4 -0.3 -0.2 -0.1 0
real
(@)
0.6 T T T
—< True
057 & Estimate T
041 R
o 0.3} ]
0.2 ]
011 R
. ‘ 7. ‘
3 4 5 6 7

logC (decade)
(b)

Fig. 4. (a) Laboratory measured frequency response of two coplanar
coaxial circular loops. Responses are normalized such that ||h||2 =
1. (b) Theoretical and estimated DSRF. log (i and ¢y, are (4.76 6.07)
and (0.50 0.50), respectively. log ¢; and ¢; are (4.77 4.89 6.03) and
(0.450.04 0.51), respectively.

tion is small. We conclude that this estimated DSRF correctly
represents the physical DSRF of the target.

4. CHOOSING X

We propose an empirical method to find the best A in (4) as
a function of SNR. First, we build a collection of synthetic
spectra with different model orders and a wide variety of dis-
tributions of relaxations. For each spectrum at a fixed SNR,
the spectrum is estimated with different A’s, and then the A
that gives the smallest error (EMD) is recorded. This is done
for a range of SNR and is repeated 100 times to obtain an
average. The result shown in Fig. 5 is for the case p = 0.5.
The EMD plays an important role in finding the best A when
there are many peaks in the spectrum because it combines
all the spectrum deviations into one number. Some authors
only count the number of perfect reconstructions when eval-
uating the goodness of fit, but imperfect estimates are often
acceptable and some level of error always occurs, especially
for ill-conditioned dictionaries.

Surprisingly, for each spectrum, the best A has a simple
relationship with the SNR: log A is linear vs. SNR. We can,
therefore, choose the best A based on the SNR through a sim-
ple linear equation such as (5). Although targets of different
model orders have different lines of best \, we have observed
that the minimum EMD is not highly sensitive to the exact
choice of \; changing by one or two decades gives an error

logh=-0.06"SNR-2

30 40 50 60 70 80
SNR(dB)

Fig. 5. Best A vs. SNR for spectra of various model order. The line
with markers is chosen to represent the best A for all model orders.

very close to the minimum. As a result, there is some free-
dom in choosing the best \ in a practical application. For our
problem setup, the ) is chosen by

log A = —0.06 - SNR — 2 )

The same empirical method can be repeated for other p’s, and
the result is also a linear relationship between log A and SNR.
With field data we use (5) along with an estimate of the SNR
to determine A for use in Algorithm 1.
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ABSTRACT

Broadband electromagnetic induction (EMI) sensors have
been shown to be able to reduce false alarm rates and
increase the probability of detecting landmines. To aid in
the development of these sensors and associated detection
algorithms, a testing facility and inversion technique have
been developed to characterize the response of typical
targets and clutter objects as a function of orientation and
frequency.

Index Terms— Electromagnetic induction, EMI, landmine
detection, sensor

1. INTRODUCTION

Simple electromagnetic induction (EMI) sensors are
capable of detecting most landmines; however, they will also
detect every buried metal object such as bottle tops, nails,
shrapnel, bullets, etc. This results in an unacceptable false
alarm rate. This is even more problematic for the detection
of low-metal anti-personnel landmines as they are extremely
difficult to distinguish from clutter using a simple EMI
sensor. However, advanced EMI sensors that use a broad
range of frequencies or a broad range of measurement times
along with advanced signal processing have been shown to
be capable of discriminating between buried landmines and
many types of buried metal clutter [1-6]. The broadband
responses of many targets are relatively invariant to burial
depth; however, the responses of some objects vary when
they are tilted at arbitrary angles, which could cause missed
detections.

To aid in the development of EMI sensors and associated
detection algorithms, a testing facility and inversion
technique have been developed to characterize the response
of typical targets and clutter objects with respect to location,
orientation, and frequency. The data from these
measurements are used to develop models that are valid for
any orientation of the object. Similar measurements in the
field would be very difficult to perform due to the difficulty
of accurately placing and rotating the target. It is difficult to
analytically or numerically predict the response of many of
these objects with accuracy due to uncertainties in the
material parameters and geometry of the metal components
in the objects. The objects are modeled as simple sets of

978-1-4244-9566-5/10/$26.00 ©2010 IEEE
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magnetic dipoles with discrete relaxation frequencies. It is
envisioned that the models derived in this work will be
utilized to reduce false alarm rates and increase the
probability of detection for EMI sensors through
improvements in both the hardware and the processing
algorithms used to detect and discriminate buried targets.

2. MEASUREMENT SYSTEM

A laboratory positioner was developed with three
automated translational stages (x, y, and z), two automated
rotational stages (yaw and pitch), and one manually-adjusted
rotational stage (roll, not labeled) as indicated in Fig. 1 [7].
An EMI sensor array [8] is shown in Fig. 1b with the three-
loop target. This system is used to measure the response of
targets in a three-dimensional region as a function of angular
orientation.

3. MODEL

A simple dipole model is developed to predict the target
response of an EMI system as a function of its position and
orientation.

3.1. Magnetic Polarizability of a Target

When a target is placed in a time-varying magnetic field,
magnetic moments are induced due to two effects: the
magnetic permeability of the target and the electrical
conductivity that allows the induction of current. If the
target is electrically small, the magnetic moments can be
expressed in terms of the equivalent magnetic dipole
moment, m. The dipole moment can be calculated from the
magnetic polarizability tensor, M, when the exciting field
Hr is relatively constant over the extent of the object:
m = MH, . A target will often have multiple relaxations and
will have a corresponding tensor for each relaxation that
contains the orientation/symmetry information for the
relaxation. The magnetization for such a target can be
written as the sum [2]:

B Jol &,
M(w)=T,T, —ZTk[mJn (1)
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where T} is a real constant, ¢, is the relaxation frequency,
and T is a real, symmetric, second rank tensor. The first
term is due to the bulk magnetic permeability of the target,
which is assumed to be frequency independent, and the
second term is due to the currents induced in the target. The
tensor T results from the path of the current for the k"
relaxation.

b)

Fig. 1. Experimental measurement facility for EMI target
characterization: a) Single EMI sensor head with automated
translational (x, y, and z) and rotational (yaw about z and pitch
about y) axes labeled, manual rotational axis (roll about x)
unlabeled; b) EMI sensor head array with three-loop target.

3.2. EMI System

Consider the example EMI system that consists of transmit
and receive coils which interact with a target. Here Hy is the
field at the target generated by the transmit coil when the
coil is driven with the current /7, and m is the dipole moment
induced on the target. It can be shown by using reciprocity
that the received voltage due to the target is [9, 10]:

14

R

JOU r JOU oy
==———H m="—"—-H MH
IR R IR R T (2)
where Hj is the magnetic field generated when the receiving
loop driven with the current 7z. Note that H, Hy, and m can
be, and are likely to be, in different directions. The received

voltage is compared to a reference voltage to obtain the
response R, of the system:

Vi M pr
=—£ = H,MH
® v, L1, "7 &)
where V, = jwL,I, is the reference voltage from a

reference transformer with mutual inductance Ly which is
also driven by transmit current /. The response of the
system when the target is rotated by the Euler angles o, S,
and y can be written as

H T
= H;R MR H
R LXIT[R R (a,ﬂﬂ/) (aaﬂ’y) T (4)

where R is a rotation matrix[11]. The angle « is the yaw
angle, S is the pitch angle, and y is the roll angle; the yaw
and pitch angles are indicated in figure 1. The magnetic
fields Hy(x, y, z) and Hg(x, y, z) are calculated as a function
of position by direct application of the Biot-Savart law from
the geometry of the wires in the coils.

4. ESTIMATION OF TARGET PARAMETERS

In a typical measurement, the response ® is measured as a
function of position and orientation, and in this section, a
method for inverting the measurement to obtain the model
parameters is presented. Direct fitting of the parameters in
equations 1 and 4 is difficult because of the non-linear
relationship between the relaxation frequencies ¢; and the
orientation of the tensors with the response. The non-linear
relation for ¢ is dealt with using the procedure described in
[12]. The non-linear relation with the orientation of the
tensors is dealt with by using the symmetry of the target.
The tensor T is expanded in a set of basis tensors T; which
span the allowable range of T,. This expansion allows for
solution using a linear least-squares approximation
procedure. For this paper, two types of expansions will be
considered. First, all targets can be oriented so that Ty is
diagonal [11]. It can also be shown that T; is diagonal for
certain targets with symmetries about the coordinate
axes[13]. The three loop target shown in figure 1b is an
example of a target with this symmetry. For these targets, T,
is expanded as

I,T, = Mk,xxTxx +Mk,yy7—;/y ""Mk,zz’Tzz
100 000 000
=M, |0 0 0|+M, |0 1 0|+M,_[0 0 o )
000 000 00 1|

Second, some targets have additional symmetry about the z-
axis which can be used to further simply the expansion:
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Tka = Mk,cyg:y +Mk,zzq-;z
1 0 0 00 0
=M, [0 1 0|+M,_|0 0 0 (©)
0 0 0 0 0 1

A penny, a nail, and a rifle cartridge are examples of objects
with this type of symmetry. In all of these expansions, the
coefficients are positive since they are aligned with the
physical dipoles.

A zero-mean down-track filter is applied to the
measured response to lessen the effects of positional errors
in the x direction, to increase the signal to noise ratio, to
help mitigate the response to the positioning system, and to
mostly remove the direct coupling between the transmit and
receive coils[8]. The filtered response is obtained at the
discrete observations O, :

7 Jjo,! ¢,
(0,))= M, P~ —_— > M, P
RJ'( p) LXIT]R {Z 0n™ pn ;{[1_’»]&)1) /;k }Z kn™ pn ‘|}

n n

where @, is the frequency at the p™ observation. P,
contains the filtering, the projections of the tensors on the

fields and the rotation matrices:

P, =Y F(x,+x,Hy(x, .y,.z,)R"T RH,(x,.y,.z,) (8)
g

where x,, ¥, 2,, 0, By, and y, are the locations/orientations
at the p™ observation and where F is the down-track filter
described in [8]. The values of ¢, are determined in this
paper by computing the discrete spectrum of relaxation
frequencies (DSRF) as described in [12] on a response that
is averaged over all the discrete observations O,. The
parameters M, are obtained by writing (7) as a matrix
equation as shown in [14]. Multiple locations and/or
orientations are included to get enough measurements to
make it possible to solve for the parameters M,,. The non-
zero values of M), will be positive, and many of the
parameters M;, can be zero since not every relaxation will
have all the tensor components..

5. RESULTS

Two targets were measured that are made with loops of wire
so that their theoretical parameters are easily estimated to
demonstrate the accuracy of the modeling technique. The
first loop target is made with 22 AWG copper wire formed
into a circular loop with a circumference of 10 cm, which
has a theoretical relaxation frequency of 10.0 kHz. The
theoretical and estimated model parameters are graphed as a
function of the relaxation frequency, f. = {/2x, in Fig. 2a for
the single-loop target. The agreement between the theory
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and experiment is very good. Since the loop is z-directed,
the theory predicts a single z component for the dipole
expansion at 10.0 kHz; however, the expansion in equation
(8) is used for this inversion which allows for three
components. Ideally, the inversion would return exactly
zero amplitudes for the additional components, but because
of measurement errors, the additional components will not
always have an amplitude of exactly zero. The additional
components near 10.0 kHz are seen to be very small in
figure 2a. These components could be due to a small
misalignment of the target in the measurement system. Note
that in the measured results, there is a weak relaxation at 250
kHz that is not predicted theoretically. We believe that this
is due to the finite thickness of the wire that is not taken into
account in the theoretical model.

The second loop target is a three-loop target that
consists of three orthogonal loops of copper wire as shown
in Fig. 1b. The theoretical and estimated model parameters
are graphed as a function of the relaxation frequency in Fig.
2b. Each relaxation frequency for this target has a different
component due to the arrangement of the loops. The
agreement between the theory and experiment is very good,
even for this more complex target.

Results are shown in Figures 2¢ through 2e for an anti-
personnel low-metal landmine, a nail, and a 9 mm cartridge.
The parameters M, are due to the frequency independent
magnetic permeability of the targets and are labeled as DC
on the figures. These parameters are essentially zero for
three of the targets since they are non-magnetic, but are non-
zero for the landmine and the steel nail since they are
magnetic. The magnetic targets have relaxation terms, M,
in addition to the magnetic terms, M, The experimental
results for this broad range of targets demonstrate the
capability of the model to represent the targets.

6. CONCLUSIONS

An experimental facility has been established to measure the
response of typical targets for EMI sensors as a function of
location and orientation. A method of modeling the targets
as an expansion of simple dipoles with discrete relaxations is
presented along with a method to invert the measured
responses to obtain the model parameters. The models are
valid for any position and orientation of the target. Targets
with known models were measured to establish the accuracy
of the technique. Numerous other targets have been
measured and their models catalogued.
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Measured dipole expansion of discrete relaxations to represent the
electromagnetic induction response of buried metal targets
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ABSTRACT

Broadband electromagnetic induction (EMI) sensors have been shown to be able to reduce false alarm rates and increase
the probability of detecting landmines. To aid in the development of these sensors and associated detection algorithms, a
testing facility and inversion technique have been developed to characterize the response of typical targets and clutter
objects as a function of orientation and frequency. The models are simple sets of magnetic dipoles with discrete
relaxation frequencies. Results will be presented for a range of targets such as shell casings, wire loops, and landmines.
It is envisioned that the models derived in this work will be utilized to reduce false alarm rates and increase the
probability of detection for EMI sensors through improvements in both the hardware and the processing algorithms used
to detect and discriminate buried targets.

Keywords: Electromagnetic induction, EMI, landmine detection, sensor, testing

1. INTRODUCTION

Simple electromagnetic induction (EMI) sensors are capable of detecting most landmines; however, they will also detect
every buried metal object such as bottle tops, nails, shrapnel, bullets, etc. This results in an unacceptable false alarm rate.
This is even more problematic for the detection of low-metal anti-personnel landmines as they are extremely difficult to
distinguish from clutter using a simple EMI sensor. However, advanced EMI sensors that use a broad range of
frequencies or a broad range of measurement times along with advanced signal processing have been shown to be
capable of discriminating between buried landmines and many types of buried metal clutter [1-6]. The broadband
responses of many targets are relatively invariant to burial depth; however, the responses of some objects vary when they
are tilted at odd angles, which could cause missed detections. To aid in the development of the EMI sensors and
associated detection algorithms, a testing facility and inversion technique have been developed to characterize the
response of typical targets and clutter objects with respect to location, orientation, and frequency. The data from these
measurements will be used to study the response of the targets and develop models that are valid for any orientation of
the object. Similar measurements in the field would be very difficult to perform due to the difficulty of accurately
placing and rotating the target. It is difficult to analytically or numerically predict the response of many of these objects
with accuracy due to uncertainties in the material parameters and geometry of the metal components in the objects. Most
of these objects can be modeled as simple sets of magnetic dipoles with discrete relaxation frequencies. It is envisioned
that the models derived in this work will be utilized to reduce false alarm rates and increase the probability of detection
for EMI sensors through improvements in both the hardware and the processing algorithms used to detect and
discriminate buried targets.

In this paper, the measurement system is presented in section 2, the model used to represent the targets is presented in
section 3, the method for inverting the measured data to get the parameters for the model is presented in section 4, and
representative results are presented in section 5.
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2. MEASUREMENT SYSTEM

A laboratory positioner was developed with three automated translational stages (X, Y, and z), two automated rotational
stages (yaw and pitch), and one manually-adjusted rotational stage (roll, not labeled) as indicated in Fig. 1 [7]. An EMI
sensor array [8] is shown in Fig. 1b with the three-loop target. This system is used to measure the response of targets in
a three-dimensional region as a function of angular orientation. Other typical targets include shell casings, ball bearings,
coplanar wire coils, and landmines.

Fig. 1. Experimental measurement facility for EMI target characterization: a) Sngle EMI sensor head with automated translational
(%, y, and ) and rotational (yaw about z and pitch about y) axes labeled, manual rotational axis (roll about x) unlabeled; b) EMI
sensor head array with three-loop target (inset).

3. MODEL

A simple dipole model is developed to predict the response of the EMI systems shown in figure 1 to a target that is being
tested in the system as a function of its position and orientation.

3.1. Magnetic Polarizability of a Target

When a target is placed in a time-varying magnetic field, magnetic moments are induced due to two effects: the magnetic
permeability of the target and the electrical conductivity that allows the induction of current. If the target is electrically
small, the magnetic moments can be expressed in terms of the equivalent magnetic dipole moment, m. The dipole
moment can be calculated from the magnetic polarizability, M, when the exciting field Hr is relatively constant over the
extent of the object: m = MH . A target will often have multiple relaxations and will have a corresponding tensor for

each relaxation that contains the orientation/symmetry information for the relaxation. The magnetization for such a
target can be written as the sum [2]:

B jo/
M(@) =T,T, - DT, {WJ T, (1)

k

where Ty is a real constant, ¢ is the relaxation frequency, and Ty is a real, symmetric, second rank tensor. The first term
is due to the bulk magnetic permeability of the target, which is assumed to be frequency independent, and the second
term is due to the currents induced in the target. The tensor T} results from the symmetry of the current path for the K"
relaxation and can be expressed as sum of (projection matrices) simple dipoles:
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1’lx,kn
T T = Z M knnknnln = z Myn| 0y, [nx,kn Nyin nz,kn] )
n n

n zkn

where My, is a positive real constant and ny, are orthogonal unit vectors representing the axis of the n" dipole for the K
relaxation frequency. As an example, a target that consists of three orthogonal loops of copper wire, as in Fig. 1b, was
constructed with the parameters shown in Table I. The magnetization of this target is

. 10 0 wore, Y0 00 - 0
w

M(@) =M (LJO 0 O_MVE¥JO : O_Mz[w_é“z}o

0

ANESTIS DO ESTES% PO 1+ jw/c, )

where M, = ,qui /L, &= 2afy, Axare the areas of the loops and, L are the self inductances of the loops with k = X, y,

Z

Table I. Parameters for the three-loop target.

Loop Parameters Theoretical Model Parameters Measured Model Parameters
Orientation | Diameter Wire Magnetization Relaxation | Magnetization | Relaxation
(cm) Gauge M *10° Freq. (kHz) M, *¥10° Freq. (kHz)
(AWG) (m’) (m’)
X 5 36 24.5 172 24.4 175
Y 4 30 14.7 50.2 14.7 52.6
Z 3 22 8.0 10.1 7.6 10.5

3.2. EMI System

Consider the example EMI system shown in figure 2 that consists of transmit and receive coils which interact with a
target. Here Hy is the field at the target generated by the transmit coil when the coil is driven with the current |+, and m
is the dipole moment induced on the target. It can be shown by using reciprocity that the received voltage due to the
target is [9, 10]:

Vo= 3% g = I yivm, A
lg la “4)
where Hp is the magnetic field generated with the receiving loop driven with the current Iz. Note that Hy, Hg, and m can
be, and are likely to be, in different directions. The received voltage is compared to a reference voltage to obtain the
response R, of the system:

VR M T
=_R HLMH
k Ve Lylelg ©00T ®)

where V, = jalyl; is the reference voltage from a reference transformer with mutual inductance Ly which is also

driven by transmit current |1. The response of the system when the target is rotated by the Euler angles «, £, and y can
be written as
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® =——HMH, =LLHLRT<a,ﬂ,y)MRR<a,ﬂ, »)H,

_LXITIR XITIR
H TpT jo/g,
=2 HIR" (2, £ T, T, - D T,| — 2 |T, {R(a. 8, ) H (6)
Ll R (aﬂ7){0 0 - k(1+ja)/é'k] k} (a,B,7)Hy

where R is a rotation matrix[11]. The angle « is the yaw angle, £ is the pitch angle, and y is the roll angle; the yaw and
pitch angles are indicated in figure 1. The magnetic fields H(X, Yy, 2) and Hg(X, Y, ) are calculated as a function of
position by direct application of the Bio-Savart law from the geometry of the wires in the coils.

m
A, xA A,
Jarget

Figure 2a. Diagram of EMI system used with the reciprocity relation with both the transmit and the receive coils
driven.

|-|— VR

m

Hy
Jarget

Figure 2b. Diagram of EMI system as it is physically configured with the transmit coil driven and receive coil used a
receiver.

4. ESTIMATION OF TARGET PARAMETERS

In a typical measurement, the response ® is measured as a function of position and orientation, and in this section, a
method for inverting the measurement to obtain the model parameters is presented. Direct fitting of the parameters in
equations 2 and 6 is difficult because of the non-linear relationship between the relaxation frequencies ¢k and the vectors
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ny, with the response. The non-linear relation for ¢ is dealt with using the procedure described in [12]. The non-linear
relation for ny, is dealt with by using an alternate expansion of Ty. Here, the tensor Ty is expanded in a set of basis
tensors T which span the allowable range of Ty:

Tn,u Tn,n Tn,m
T\ T, = z M kn’I,n = 2 Miq 7’;1,21 7—;1,22 ,1—;1,23
! ! 7';1 32 Tn 33

T, @)

This expansion allows for solution of the parameters My, using a linear least-squares approximation procedure. However,
there are two disadvantages of this expansion for an arbitrary target: first, the coefficients My, are no longer guaranteed
to be positive, and second, more terms will be required. Up to six basis tensors can be required for a general target with
an arbitrary initial orientation. Fortunately, most targets of interest have symmetry that negates these disadvantages. For
this paper, three types of expansions will be considered. First, all targets can be oriented so that is Ty diagonal [11]. It
can also be shown that Ty is diagonal for certain targets with symmetries about the coordinate axes[13]. The three loop
target shown in figure 2b is an example of a target with this symmetry. For these targets, Ty is expanded as

1 00 000 0 00
T =M T +M T +M T, =M, [0 0 0[+M, |0 T 0[+M,,[0 0 0 "
0 00 000 0 0 1 ®
Second, some targets have additional symmetry about the z-axis which can be used to further simply the expansion:
1 00 0 00
T =M, T +M T, =M, [0 1 0[+M, [0 0 0 9
0 00 0 0 1 ©

A right regular polyhedral cylinder about the z-axis, a penny, and a rifle cartridge are examples of objects with this type
of symmetry. Third, objects with even more summery like a sphere, a cube, a regular tetrahedron, etc. will only require
one term in the expansion:

TT =M T, =M,

(=
S = O
- o O

(10)

In all of these expansions (8), (9), and (10), the coefficients are positive since they are aligned with the physical dipoles.

A zero-mean down-track filter is applied to the measured response to lessen the effects of positional errors in the X
direction, to increase the signal to noise ratio, to help mitigate the response to the positioning system, and to mostly
remove the direct coupling between the transmit and receive coils[8]:

Re(@,X.Y. 2., .0) = D F(X) R, % +X.Y. 2., 3.7) an
¢]

where F is the down-track filter described in [8]. The filtered response is obtained at the discrete observations Op, by
combing equations (6) and (7):

j,/
Re(Op) = Lxﬁ,R ZMoann—Z[(]wp—ngszPm} (12)

n k 1+ja)p/§k n
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where aj, is the frequency at the p™ observation. P, contains the filtering, the projections of the tensors on the fields and
the rotation matrices:

Py = D F MR+ X5, Yy Z)RT (4. By 1) TR (@ e iy (X + X, Y. Zp) 13
g

where Xo, Yp, Zo, 0, o, and y, are the locations/orientations at the pth observation. The values of i are determined in this
paper by computing the discrete spectrum of relaxation frequencies (DSRF) as described in [12] on a response that is
averaged over all the discrete observations O,. The sign of the responses are adjusted before averaging to ensure that the
averaged response has a non-negative spectrum. The response is rewritten in a matrix equation for each
location/orientation:

MOI
r . . . ) MOZ
b P, o P, P”[ jo/¢, ] P[ /¢, ] PN[ /¢, J l,”( i /¢ J , [ jo /¢ J :
o) I+ jo /¢, I+jo /¢, 1+jw /¢ I+ jo /¢y I+jw /{ Moy
®, ) ) )

QF(OD) P, P, - P, P, JCf)Z/gl P, J(f)z/él Py ]‘f):/gl . Py, ]‘f):/gK Py oy /g M,
F(Op I+jo,/¢, I+jw, /¢, I+jw,/¢, I+jw, /¢y +jo, /8 ) | m
. . . . 12
Re(0,) | = P. P. - P P jo, /¢, P jos /¢, P joy /¢, P joy /¢ P Ja)3/¢K :
: LI N 2 1% io/ N 13 i | 1x oo/ | ] / :
Jos 4 tlos < tlos 4 o Ck +J”-’3 [ M
Re(0,) : . : : : : : :W
jop /¢, jop /¢, jop /¢, jop /< J(‘)P/(K ’

P, P, - P P, P, - P - P - Py
o Pee P F"[mwp/a] ”Z(mwp/;. "1+ jep/c, P+ jon "1+ jap g )| M
MKN

Rp=A,M (14)

The real and imaginary parts are separated, making the entire system real and ensuring a real answer. Multiple locations
and/or orientations are included to get enough measurements to make it possible to solve for the parameters Myy:

[Re(ﬁp)} _ {Re(Ap)“ M,

Im(Rp) | [Im(Ap) ] (15)

Many of the parameters My, can be zero since not every relaxation will have all the tensor components and the non-zero
values of My, will be positive. Since the parameters My, are non-negative, the function Isqnonneg in MATLAB which
uses the algorithm found in [12] is used to solve (15).

5. RESULTS

Two targets were measured that are made with loops of wire so that their theoretical parameters are easily estimated to
demonstrate the accuracy of the modeling technique. The first loop target is a simple loop of 22 AWG copper wire
formed into a loop with a circumference of 10 cm, which has a theoretical relaxation frequency of 10.0 kHz. The
theoretical and estimated model parameters are graphed as a function of the relaxation frequency, f, = /27, in Fig. 3 for
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the single-loop target. The agreement between the theory and experiment is very good. Since the loop is z-directed, the
theory predicts a single z component for the dipole expansion at 10.0 kHz; however, the expansion in equation (8) is used
for this inversion which allows for three components. Ideally, the inversion would return exactly zero amplitudes for the
additional components, but because of measurement errors, the additional components will not always have an amplitude
of exactly zero. The additional components near 10.0 kHz are seen to very small in figure 3. These components could be
easily due to a small misalignment of the target in the measurement system. Note that in the measured results, there is
weak relaxation at 250 kHz that is not predicted theoretically, which we believe is due to the finite thickness of the wire
that is not taken into account in the theoretical model.

The second loop target is the three-loop target shown in Fig. 1b with the theoretical model (3). The theoretical and
estimated model parameters are shown in Table I and are graphed as a function of the relaxation frequency in Fig. 4 Each
relaxation frequency for this target has a different component due to the arrangement of the loops. The agreement
between the theory and experiment is very good even for this more complex target.

Results are shown in Figures 5 through 11 for a 1983 Lincoln penny, a nail, a 9 mm cartridge, a 0.45 caliber cartridge, a
ferrite core, and two anti-personnel landmines. Some of these targets have been chosen for obvious familiarity while
others were selected as representative examples of common landmines of interest. The parameters Mg, are due to the
frequency independent magnetic permeability of the targets and are labeled as DC on the figures. These parameters are
essentially zero for most of the targets since they are non-magnetic, but are non-zero for the steel nail, the ferrite core,
and the two landmines since they are magnetic. All of the magnetic targets except for the ferrite core have relaxation
terms, My, in addition to the magnetic terms, Mgn. The experimental results for this broad range of targets demonstrate
the capability of the model to represent the targets.
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Fig. 3. Estimated and theoretical model parameters for the single-loop target as a function of relaxation frequency.
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Fig. 4. Estimated and theoretical model parameters for the three-loop target as a function of relaxation frequency.
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6. CONCLUSIONS

An experimental facility has been established to measure the response of typical targets for EMI sensors as a function of

location

and orientation. A method of modeling the targets as an expansion of simple dipoles with discrete relaxations is

presented along with a method to invert the measured responses to obtain the model parameters. The models are valid for
any position and orientation of the target. Targets with known models were measured to establish the accuracy of the
technique. Numerous other targets have been measured and their models catalogued. It is envisioned that the models
derived in this work will be utilized in detection algorithms to reduce false alarm rates and increase the probability of
detection for EMI sensors.
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Application of /,-regularized Least Squares For 0 <p <1 in
Estimating Discrete Spectrum of Relaxations For
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ABSTRACT

Broadband EMI sensors have been shown to be capable of detecting and discriminating mines and subsurface
explosive objects. It is advantageous to model the EMI frequency response of a target in terms of a discrete
spectrum model (or equivalently a sum of real exponentials in the time domain) that is valuable in discrimination.
However, in practice it is difficult to obtain the model parameters from measurements. We previously proposed a
constrained linear method that can robustly estimate the model parameters when they are nonnegative. In this
paper, we present a modified £,-regularized least squares algorithm, for 0 < p < 1, that eliminates the nonnegative
constraint. Using synthesized data and lab measurements, the proposed spectrum estimation method is shown
to be effective. The results suggest that the proposed method can be used to obtain spectrum of targets for
discrimination. We also propose a regularization parameter selection rule for the £, minimization.

Keywords: Electromagnetic induction (EMI), discrete spectrum of relaxation frequencies (DSRF), sum of
exponentials, {1 minimization, target discrimination, detection

1. INTRODUCTION

Recent research has shown the use of broadband electromagnetic induction (EMI) sensors together with advanced
signal processing are capable of discriminating between certain types of buried targets.’»? In discrimination, it
is advantageous to model the EMI response as a sum of real exponentials in the time domain or, equivalently, a
discrete spectrum model in the frequency domain. Since the relaxation frequencies in the model are invariant to
the target’s relative orientation and position to the sensor, they can be used as a stable feature of a target.

The EMI frequency response H(w) of a metallic target can be expressed as:>

=12,....,N 1
CO+21+]WTL/C}¢ n s 4y ’ ()

where ¢q is the shift, K the model order, ¢ the real spectral amplitudes, i the relaxation frequencies, and w,
the frequencies at which H(w) is sampled. The parameter set S = {(Cx,cx) : k =1... K} is called the Discrete
Spectrum of Relaxation Frequencies (DSRF) or simply the spectrum; each pair (g, cx) is one relaxation.

It is difficult in practice, however, to obtain the spectral parameters (; and ¢ from a given H(w). The
primary difficulty comes from when the model order K is unknown, the number of measurements N is small, or
the model parameters must be real. Most existing methods require a good guess of K for the estimation process
to converge. But prior knowledge of K is usually unavailable. Even when the estimation process does converge,
the estimates could be far from the true values.* In addition, existing methods may return complex estimates
that lack of physical meaning. We previously proposed a constraint linear method that can robustly estimate
DSRFs that are free from the difficulties described above.® The method however presumes nonnegative spectra
for the targets.
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In this paper, we propose a more general estimation method using ¢,-regularized least squares (0 < p < 1)
that can estimates spectra consisting of relaxations of mixed signs (bipolar). This proposed method first samples
a range of relaxation frequencies, then linearize the estimation problem, and finally solve the problem using an
approximated ¢,-regularized least squares. As argued by Chartrand, more accurate estimates may be obtained
using p < 1 than p = 1.5 The £, minimization involves selecting a regularization parameter, which is also
discussed in this paper. As with the previously proposed constrained optimization method, the ¢, method
proposed here always returns real model parameters and is stable under noise.

The proposed method is found to be effective from tests on synthetic and laboratory data under various
noise levels. Estimating the DSRF from field data also demonstrates that the proposed method can be used
in practice. In the future, more work can be done on developing target discrimination algorithms based on the
estimated DSRF. In addition, more work can be put into creating a better selection rule for the regularization
parameter.

2. ESTIMATION METHOD

The usual approach to estimating the DSRF (i.e., the (; and ¢i) is to perform a nonlinear iterative search.
However, we follow the strategy of basis pursuit that linearizes the estimation problem by sampling the relaxation
frequencies.” The estimation problem then becomes

1 1 _ 1 _ % 60
H(Wl) 1+ju1)1/C1 1+]'u111/42 o 1+jw11/CM &
H(w2) _ 1+ju')2/C~1 1+j°-')2/C~2 ' 1+jw'2/§1¥4 Ca + error
H(w ! 1 I S i
( N) 1 1+jwn /¢ 14jwn/¢z 77 14+jwn/Cu CK
VA
h = Zé+ error (2)

where CNm are the sampled relaxation frequencies, ¢, the corresponding spectral amplitude estimators, h the
observation vector, and Z the overcomplete dictionary. ¢ is the weighted selector vector containing the shift
estimator ¢y followed by the spectral amplitude estimators. We expect the solution for ¢ to have many zero
elements because M > K, i.e., ¢ will be sparse.

The sampled ( are generated by enumerating a large set of M possible relaxation frequencies uniformly
distributed in the log-¢ space (M > K). While Austin et al. suggests sampling based on the Fisher information
of the model,® we found that uniform sampling produces a very similar set of sampled ¢. The uniform sampling,
however, is simpler.

Since € is sparse, we estimate it using the £,-regularized least squares technique, for 0 < p < 1, because it
promotes sparse solutions.” The objective function is

argméinHZ/E—h/H%+)\||E||£ 0<p<l (3)
S ERe(Z) ;| Re(h)
where Z = {Jm(Z)} , h = [Cim(h) ,

and A is the regularization parameter. Separating the real and imaginary parts in Z makes the whole system
real and produces only real estimates. Ideally, in the optimal ¢, only those ¢,, with corresponding (,, that are
near a true (; will be nonzero, and they will take on the correct spectral amplitudes cg. It follows that a DSRF
can then be deduced from the nonzero estimated ¢,, and their corresponding fm.

The {,-regularized least squares solution for p < 1 can be approximated by an iteratively reweighted ¢;
algorithm proposed by Candes et al.” The weights are updated as suggested in Ref. 10. We also adopt the
e-regularization technique used in the same paper. In summary, (3) is approximated by (see also Ref. 11):
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Algorithm 1: Approximated ¢,-regularized least squares

5 1 ~0
Input: Z ,h',p, \, C

1 & ¢

2 for k +— 0 to —8 step —1 do

3 € — 10F

4 repeat

5 e

6 wp — (|& 7 + e

7 & — argmin||Z'é — B/|2 + A M wr|é|
s | until |[&" — &'z < V€/100

9 return ¢"

The ¢; minimization problem in step 7 is solved by 11_1s, a MATLAB optimizer proposed by Kim et al.'> We
have also found that normalizing the input data h, as well as the columns of Z /, to have unit /5 norm increases
the accuracy of estimation. Setting entries of & to all ones also seems to be effective. However, the solution is
insensitive to the initial value of & . It can also be set to other values such as the solution to min | |Z - h'||2.10
The nonzero entries of € selected by (3) along with the corresponding (,,, are the relaxations needed in the
estimated DSRF, S = {({,é):1=1...L}.

3. ESTIMATION RESULTS

The proposed estimation method is tested on synthetic, laboratory, and field data to show its functionality,
accuracy, and stability. The hardware system used is a wideband EMI sensor operating at 21 frequencies
approximately logarithmically distributed over the range 300 Hz-90 kHz (2.5 decades).'® The synthetic data is
generated in accordance with the hardware specification. The range of ( for estimation is chosen such that
log(fmin) and log(fmax) are 2.45 and 6.62, respectively, i.e., 4.17 decades.

All estimations are performed with M = 100,%> and all presented spectra are normalized such that Y |c;| = 1.
Spectral amplitudes less than 10~° are not displayed. Unless specified, p = 0.5 is chosen as a representative
case. The regularization parameter A is chosen based on the method described in Section 4. Results presented
in this section may achieve higher accuracy with a more sophisticated A selection rule. Here we demonstrate
the usability of the proposed algorithm with a simple A selection rule. See Section 4 for more discussion on the
choice of A.

3.1 Dissimilarity Measure Between Two DSRFs

In order to evaluate the goodness of the estimated DSRF, we need to define a measure of dissimilarity that is
appropriate for sparse spectra with multiple peaks. We use the Earth Mover’s Distance (EMD)* which quantifies
the “amount of work” to morph one spectrum into the other. Strictly speaking the EMD is only defined for
positive spectra, but we can account for negative spectral amplitudes by defining the distance function between
two relaxations (i, ¢;) and (j, &) to be:

g = [ 1logGi—log Gl eij >0
Y 1+ [log (i —log¢j| , ciéj <0

which penalizes relaxations with different signs. The penalization can be defined differently as suitable. Spectra

are made nonnegative and normalized (> |¢;| = 1) prior to the EMD computation. Finally, notice that the EMD
is measured in decades because it is examined in log-( space.
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3.2 Synthetic Six-relaxation DSRF

We test the proposed ¢, method (using p = 0.5) on a six-relaxation DSRF synthesized at 70dB SNR with
additive white Gaussian noise (Fig. 1). This is a case that cannot be handled by traditional nonlinear parameter
optimization,* or the nonnegative linear method.® Though shifted slightly, all six relaxation frequencies are
recovered by using Algorithm 1. The estimation result is satisfactory because the model parameters are real
and the deviation from the truth is small. The EMD between the estimated and the true DSRF is 0.15 decades.
There is one extra relaxation near log(=2 in the estimated spectrum, but it has a small amplitude and can be
neglected.

o 0 é Ji
-0.1r —< True
02} —=© Lp, p=0.5 ]
— Lp, p=1
2 3 4 5 6 7
logg

Figure 1: Theoretical and estimated DSRF of a six relaxation target.

The same spectrum is also estimated with p = 1 using 11_1s. In this case, many extra relaxations are
introduced by the fitting process (Fig. 1). However, because the extra relaxations are very small in amplitude,
the EMD is still small — 0.16 decades. Real targets are not likely to have a spectrum with many small relaxations
around a strong relaxation. In fact, Baum argues that physical relaxation frequencies are discrete.®> However,
the small relaxations introduced by p = 1 seem to give a continuous spectrum of relaxation frequencies. In this
sense, p < 1 gives a sparser solution that more accurately resembles the expected physical spectrum even though
this may not always be reflected in the EMD measure.

3.3 Signal to Noise Ratio

To see how the proposed method performs in noise, a Monte Carlo simulation versus SNR is performed. The true
spectrum is from a target with a four-relaxation DSRF including negative relaxations. The simulation result
shows the robustness of the estimation method at different SNRs (Fig. 2). The EMD between the estimate
and the truth increases as the SNR decreases. This suggests that the proposed method is usable in a range
of SNR where the EMD is below some threshold. This threshold, however, depends on the application of the
estimated spectrum. For example, if the DSRFs are used as features for classification, a more robust classifier
may tolerate worse estimations and, therefore, allow lower SNR. For our purpose, spectra with an EMD below
0.1 are considered visually similar, those with an EMD above 0.2 exhibit visual differences, but may still resemble
each other. Thus, we consider 50dB as the threshold SNR. In our laboratory measurements, a typical SNR for
loop targets is 70 dB.

10 T

EMD

10

30 40 50 60 70 80
SNR(dB)

Figure 2: Monte Carlo simulation on goodness of estimation vs. SNR. Sample size is 100 per SNR.

Proc. of SPIE Vol. 7664 76640F-4

Downloaded from SPIE Digital Library on 01 Dec 2011 to 130.207.50.192. Terms of Use: http://spiedl.org/terms



3.4 Laboratory Data

We verify the functionality of the estimation method on laboratory data where we know the theoretical DSRF. An
automated, non-metallic measurement facility is used to measure EMI responses of a target at various positions
and orientations relative to the sensor.!> We observe that the proposed method is effective with laboratory data.

A target that consists of three mutually orthogonal copper loops is examined. The loop diameters and thick-
ness are 3/20, 4/30, and 5/36, respectively in cm/AWG(American Wire Gauge). We pick a specific orientation
and position relative to the EMI sensor that best shows the existence of bipolar relaxation amplitudes in a
spectrum. The target frequency response of this configuration is shown in Fig. 3a, the SNR was estimated to be
38dB, and its estimated DSRF in Fig. 3b. Theoretical data are also displayed. We see that the estimate and
theory agree well, and the EMD between the theoretical and estimated DSRF is 0.10 decades.

* Data
O Estimate

T T T T

—= Theory

g 04— 5 Estimate 1

o
i
=

Higher frequency -

n n n P P P P

2035 -03 -025 -02 -015 -01  -0.05 0 2 3 4 5 6 7
real log( (decade)

(a) (b)
Figure 3: (a) Frequency response of three mutually orthogonal copper loops. The frequency response is normal-
ized such that ||h|2 = 1. (b) Theoretical and estimated DSRF of the response in (a).
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(a) (b)
Figure 4: The plots share the same annotation as Fig. 3. (a) Frequency responses of the three mutually orthogonal
copper loops at nine different = locations. (b) Theoretical and estimated DSRF of the corresponding responses
in (a). The SNR is measured in dB, = positions in cm, and EMD in decades.
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Next we examine the changes in the DSRF as the target moves relative to the EMI sensor. The same target
configured at a fixed orientation is displaced at different positions along a horizontal axis (x). The vertical
distance between the target and sensor is 6 cm. The EMI sensor is located at = 0. Overall, the theory and
measurement agree (Fig. 4).

As expected from the theory, while the frequency response changes dramatically as the target moves along
the x axis, the corresponding change in the spectral domain only occurs in the spectral amplitudes. The three
dominant relaxation frequencies remain unchanged. The proposed method successfully estimates the spectra that
agree with this phenomenon. All three relaxation frequencies are consistently estimated. The extra relaxations
all have small amplitudes that can be safely ignored. This invariant property of the relaxation frequencies makes
the DSRF valuable especially for target discrimination.

3.5 Field Data

Here we demonstrate the functionality of the proposed method when applied to field data. From the consistency
of the estimated DSRF, we suggest that these spectra can indeed be used as features for target discrimination.
The proposed method is applied to three types of landmines. For each type of mine, measurements were collected
from several mines buried at different depths and locations.

When estimating the DSRF from field data, we observe that the estimation method sometimes returns a
single relaxation at C~1 or QN“M (the endpoints of the sampled ¢ domain), as we saw in the estimate in Fig. 1. This
artifact could be easily removed manually or by a weighted least squares term. For this section, we adopt the
latter approach to eliminate estimated relaxations at endpoints. This is simply done by replacing Z and h in
Eq. (3) with Z,, and h,,, respectively, where

Zw=W2Z,
h, =Wh,
and W is a diagonal matrix with weights [wy, wa, . .., wx] on the diagonal. To discourage over fitting at endpoints,

we put less weight on the highest and lowest frequencies.

Using the weighted method, the DSRF of each sample was estimated and then plotted together with others
of the same type (Figs. 5-7). For all three types of mine, the estimated DSRFs have consistent shapes. The
relaxations that appear to be inconsistent are small in amplitude. For each type of mine the stronger relaxations
share the same relaxation frequencies. While the true spectra of these field targets are unknown, from the
consistency of the estimated spectrum, we have good faith that what is obtained is accurate. Various simulations
and laboratory results from previous sections also support this view.

i( 10
af of | -]
6l | J 0.6
ot
g 1 a o | | | 0.4
E 5 al | ]
3r 1 0.2
-4 2t | 4
5L : w h | ] 0
-5 0 5 2 3 4 5 6 7
real %107 log¢
(a) (b)

Figure 5: Frequency responses and estimated DSRF's of seven Type-I mines: a low-metal content, magnetic, weak
EMI response antipersonnel mines. The SNR ranges from about 20dB to 35dB. (a) Raw frequency responses.
(b) Estimated DSRFs. The spectral amplitude is represented by the color intensity.
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Figure 6: Frequency responses and estimated DSRF's of eight Type-II mines: a medium-metal content, magnetic,
strong EMI response antipersonnel mine. The SNR ranges from about 55dB to 70dB. (a) Raw frequency
responses. (b) Estimated DSRFs. The spectral amplitude is represented by the color intensity.
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Figure 7: Frequency responses and estimated DSRFs of two Type-III mines: a medium-metal content, strong
EMI response antipersonnel mine. The SNR is around 50dB. (a) Raw frequency responses. (b) Estimated
DSRFs. The spectral amplitude is represented by the color intensity.

4. CHOOSING X\

In this section, we examine the behavior of the proposed method in relation to the regularization parameter \.
We observe that the optimal A that gives the minimum estimation error is quasi independent of the model order
and has a simple relation to the SNR. We propose a simple A selection formula that exploits this observation.
All discussions and figures presented here assume p = 0.5 unless otherwise specified.

To understand how the goodness of estimation changes with A and SNR, we conduct a cross-validation-
like simulation. First, we build a collection of synthetic spectra with different model orders and a variety of
distributions of relaxations. For each spectrum at a fixed SNR, the spectrum is estimated 100 times for each
A within a range, and the average goodness of fit, measured by the EMD between the available truth and the
estimate, is recorded. This is done for a range of SNRs.

The simulation result (Fig. 8a) shows that for each model order the EMD (error) surface is well-behaved (i.e.,
smooth) with respect to the SNR and A. Moreover, the surfaces are convex-shaped, implying that the minimum
EMD is achievable by a unique A for a specific model order and SNR. The wide valley of the surface also shows
that the goodness of estimation is not very sensitive near the optimal .

On the other hand, we observe that for all model orders, the near-minimum EMD (the valley of the surfaces)
occur in about the same SNR-A region. This means that a single optimal selection rule may be applicable for
all model orders. We confirm that this is possible when we average the EMD surfaces of different model orders
(Fig. 8b). The averaged surface still exhibits all properties of a single model order surface - smooth, convex, and
wide valley. From the averaged surface, we observe that using only the SNR value, we can pick a A that is near
optimal for all model orders. Tracing out the optimal A\ at each SNR, we find that the optimal A\ curve is almost
linear (Fig. 8b). Then, intuitively, we approximate the optimal A with a semilog function of SNR. This is done
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by fitting the optimal log-A curve with a linear function. Weights may be added to promote certain SNR’s that
are more important.
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Figure 8: (a) Mote Carlo simulation of the goodness of estimation (EMD) of spectra of different model orders
(one to six). Each spectrum constitutes one surface in the figure. (b) Average of EMD surfaces in (a). The curve
with asterisk markers traces out the optimal A’s. The line with square markers approximates the optimal \’s.

For our problem setup, the A is chosen by (also shown in Fig. 8b)
log A = —0.05- SNR — 2.2 (4)

Since the surface has a wide-valley, the resulting A selection rule is near-optimal as long as it lies in the valley,
which is true in this case. In practice, this log-\ selection rule that is linear in SNR allows the regularization
parameter to be determined with negligible computation time. When processing the laboratory data, we use (4)
along with an estimate of the SNR to determine A for use in Algorithm 1. The same empirical method can be
repeated for other p’s, and the result is also a linear relationship between log A and SNR.
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CALIBRATION TECHNIQUE FOR BROADBAND ELECTROMAGNETIC
INDUCTION SENSORS

Waymond R. Scott, Jr.
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ABSTRACT

A technique for calibrating broadband electromagnetic
induction (EMI) sensors is presented. The technique is very
simple and uses a powdered ferrite core as a calibration
standard. The purpose of the calibration is to improve the
accuracy of the senor which enhances its ability to
discriminate between different types of targets.

Approved for public release; distribution is unlimited.

Index Terms— Electromagnetic induction, EMI, landmine
detection, sensor

1. INTRODUCTION

Broadband electromagnetic induction (EMI) sensors
have been shown to be able to reduce false alarm rates and
increase the probability of detecting landmines [1-4]. This
requires that the EMI sensor measure the response of both
the target and the soil very accurately. Although it is
possible to carefully design the sensor to achieve highly
accurate measurements without any calibration, the resulting
restrictions place limits on some of the possible hardware
configurations that can help the performance of the system.
Even if the system is designed to be highly accurate without
calibration, a calibration can still improve the accuracy or at
least validate it.

Several types of calibration targets were investigated.
Loops of wire have a response that is easily calculated and
are often used as EMI targets [5], but the calculation is only
accurate for very thin wires, and the loops are also difficult
to make with precision. For example, the solder joint used
to connect the wire can significantly affect its response [6].
Metallic spheres have a response that can be precisely
calculated if their electromagnetic properties are precisely
known [5], but multiple sizes of spheres will likely be
needed to calibrate the sensor over the entire frequency
range.

A simple method that uses a magnetic material to
calibrate the sensor is presented in this paper. The method
assumes that the magnetic material is purely magnetic and
does not have any eddy-current losses. Several magnetic
materials were considered such as paramagnetic and

978-1-4577-1005-6/11/$26.00 ©2011 IEEE 59

ferrimagnetic materials. The paramagnetic materials were
not used because of signal to noise issues due to their weak
magnetic  response. Soft ferrites are engineered
ferrimagnetic materials which are designed to have constant
permeability and low eddy-current losses in the frequency
range of the EMI sensor. Several solid ferrite cores were
tried for the calibration, but the effects of the eddy currents
were discernable. Finally, we settled on powdered ferrite
cores which have even lower eddy-current losses. We used
Magnetics Molypermalloy Powder [7] (MPP) cores with a
relative permittivity of 26. The effects of eddy currents
were not observed with these cores.

2. PROCEDURE

Consider an idealized EMI system, Fig.1, that consists
of a sensor head that has a transmit and a receive coil which
interact with a target. Here Hy is the field at the target
generated by the transmit coil when the coil is driven with
the current I, and M is the magnetic polarizability of the
target. It can be shown by using reciprocity that the received
voltage due to the target is [8]:

_JOU T
Ve= 7 H,MH, 1)

R

where Hy, is the magnetic field generated with the receiving
loop driven by the current /. The received voltage is
compared to a reference voltage to obtain the ideal response
R of the system:

VR

H T
R=—£— H/MH
Ve Ly, ° 7 @

where V, = jwL,I, is the reference voltage from an ideal

reference transformer with mutual inductance Ly which is
also driven by transmit current /7.

The response can be viewed as a projection of the
magnetic polarizability which is a complex, frequency
dependent, symmetric, second-rank tensor. The response
forms a shape when drawn on an Argand diagram with
frequency as a parameter. These shapes can be used to
discriminate between different types of metal targets. It is
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important that the shape of the response be measured as
accurately as possible to aid in discrimination. To calibrate
the system, consider a purely magnetic target, for which the
magnetic polarizability is purely real and frequency
independent so the ideal response will also be purely real
and frequency independent.
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Fig. 1. Diagram of EMI system

The response R), actually measured by the system will
not be purely real and frequency independent due to
imperfections in the hardware:

i s(o, ) o)
MX X a)n

where @, are the discrete measurement frequencies, Gy and
Gy are the gains of data acquisition system, S accounts for
the effects of the shielding, R accounts for the response due
to the mutual coupling between the coils. Ideally, Gz, Gy,
and S will be frequency independent and real; however, in a
practical system they will be frequency dependent and
complex. Ideally, R is zero, but it is finite in a practical
system. G and Gy include the effects of the non-ideal nature
of the coils, amplifiers, and digitizers. S is due to the
shielding of the EMI head which partially shields the
magnetic fields in addition to the electric fields at the higher
frequencies [9]. This results in an error that is frequency
dependent and worsens with increasing frequency.

The difference between a measurement with a target
present and not present is made to eliminate the effect of R

Ry (@, )= [R+R(@,)]

)

R:w (a)n ) _ R;ll"/larget (wn ) _ R;o Target (a)n )
“4)

_ 5, ) S (@) 5 _ GClo, )R

Gy(,)

Although we know that M and R are real and frequency
independent, we do not know their exact values so the
calibration is separated into two parts: G and C. G is a real
and frequency-independent gain, and C is the frequency
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dependent calibration. The frequency-dependent part of the
calibration is estimated as

R, (®,)

1 A,
Real{N Zj\il R, (col. )}

where we are assuming that the hardware imperfections have
minimal effects at the lowest frequencies which is true for all
of our systems: C(low frequencies) = 1. N, is the number of
frequencies used in the normalization and is typically 1 to 7
where i=1 corresponds to the lowest frequency. Using the
same assumption, G is

C(o,)=
)

G S(wl)GR(a)l) _

(6)

since S is essentially one at the lowest frequency. Then, the

calibrated measurement is

C _ RM (wn)
Rile,)= GC(w,) @)
3. RESULTS

The calibration technique has been used to calibrate two
systems with good results. The first system (System A)
which is presented in [9] and [10] is quite accurate without
calibration, and the second system (System B) which has
much larger coils and more turns on the coils is very
inaccurate without calibration because of the interaction of
the impedance of the coils and the preamplifiers.

Table I
Variation in the response to the MPP core
shown in Figs. 2 and 3.

System Uncalibrated Calibrated
A 3% 0.06%
B 88% 1.5%

In Figs. 2 and 3 the response of the systems to a MPP
ferrite core is graphed as a function of frequency which is
expected to have a constant real part and a null imaginary
part. This is clearly not true for the uncalibrated response of
both systems, but the calibrated responses are seen to be
much better. The variation in the responses before and after
calibration is summarized in Table I. To obtain the
calibrations C and G, numerous measurements of the MPP
core response were measured with it in different positions
and orientations and averaged together. For the response
graphed on figs. 2 and 3, the response was measured for a
single orientation of the core using the down-track filter as is
in [9, 10].

The response of these systems to a wire loop is
presented in Figs. 4 and 5 both as an Argand diagram and as



a function of frequency. The theoretical response of these
targets is easy to compute and is included on the graphs [5].
The calibrated response is closer to the expected result for
both systems. The improvement is small but noticeable for
System A, but with this small correction, the spectrums
computed using the methods presented in [8, 11] were
noticeably better. The improvement with System B is large
and makes the results much more valuable to use in
discrimination. The calibrated results also make it much
easier to account for the magnetic properties of the soil
within a detection algorithm.
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ABSTRACT

Several landmine detection techniques using electromag-
netic induction (EMI) sensors have been proposed in the
past decade. In this paper, we propose a class of detection
techniques based on the discrete spectrum of relaxation fre-
quencies (DSRF). Two DSRF detection methods are demon-
strated: one using the support vector machine and one using
the k-nearest neighbor method. A soil model is also proposed
to identify EMI response from the magnetic properties of the
soil. A detection framework is suggested to incorporate the
soil model and the classifier. The robustness of landmine
detection using the DSRF is demonstrated.

Approved for public release; distribution is unlimited.

Index Terms— Electromagnetic induction (EMI), dis-
crete spectrum of relaxation frequencies (DSRF), detection,
support vector machine.

1. INTRODUCTION

Landmine detection techniques based on EMI sensors have
been actively developed in the past decade. Gao ef al. sug-
gested a Bayesian classification algorithm which uses the fre-
quency response of targets as a feature [1]. Fails et al. [2] and
Ramachandran et al. [3] both demonstrated success in detect-
ing mines using nearest-neighbor classifiers based on an EMI
model developed by Miller et al. [4].

We propose to detect landmines using an EMI model
based on the discrete relaxations of the target [S]. This model
has several attractive features, including a sound theoretical
treatment, physical significance of model parameters, and
orientation invariance. The EMI frequency response of a
metallic object can be expressed as a sum:

L
Hw) =c+> —F (1)
; 1+ jw/C

where cg is the shift, L the model order, c; the real spectral
amplitudes, and (, the relaxation frequencies. The parameter
set S = {(Ck,ci): k=1...L} is the DSRF. The DSRF of a
target can be estimated using methods proposed in [6, 7].

978-1-4577-1005-6/11/$26.00 ©2011 IEEE 834

The relaxation frequencies are invariant to the orientation
and position of the target; only the spectral amplitudes change
when the target is rotated or moved [5]. Therefore, the (j
can be used as a feature that is intrinsic to a target. Further-
more, since most landmines are buried in consistent orienta-
tions, the cj, are also often similar among different mines of
the same type. Figure 1 demonstrates the consistency of the
DSREF across instances of two different types of landmine [6].
While consistent within its own type, the two mines clearly
have distinct DSRFs.

We propose to detect landmines using the DSRF as a fea-
ture. We propose two landmine classification methods: one
based on the support vector machine (SVM) and one based
on the k-nearest neighbor (kNN). A soil presecreener is also
proposed. We suggest a detection framework that incorpo-
rates the proposed DSRF classifier and the soil prescreener.
The resulting performance is robust and comparable to exist-
ing methods. The detection process is also very fast when
using the SVM.

2. DETECTION METHODS

2.1. Target Classifier

We propose to classify a target based on its DSRF using the
kNN or the SVM. With only two classes, landmine and not-
landmine, the classification problem reduces to a detection
problem.

In the case of kNN, the distance measure used to quantify
the distance between two DSRFs is the Earth Mover’s Dis-
tance (EMD) [8, 6]. The Euclidean distance is a poor measure
of the similarity between the two DSRF because the relax-
ations of two DSRFs are usually sparse and not aligned. How-
ever, the EMD can account for the difference in the number
of relaxations as well as when the relaxations are not aligned.

In the case of SVM, given a target’s DSRF parameter set
S, the target is classified/labeled using the decision function:

1=1
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where K is the kernel (explained shortly), S&. the training
data, y; € {—1,+1} the training class labels, «; the trained
weights, and b the trained threshold. (Only a few as are
nonzero, i.e., the as are sparse. The S% that correspond to
the nonzero «; are called the support vectors.)

For the kernel, we use a generalized radial basis func-
tion [9]:

KEMD(Sl,SQ) = eXp(—pEMD(Sl,SQ)), (3)
where p is a scaling parameter. For brevity, (3) is called the
EMD kernel [10]. While it is not proven that the EMD ker-
nel satisfies Mercer’s condition (i.e., Kgyp 1S positive semi-
definite), it is observed that the EMD kernel is positive semi-
definite [10] in practice. At the least, it should be noted that
kernels that do not satisfy Mercer’s condition can still perform
well [9].

2.2. Soil Prescreener

A soil model and a prescreener based on this model is pre-
sented here. The prescreener filters out responses that are like
those due to the magnetic properties of the soil. The pre-
screening process is very efficient.

The frequency dependence of the soil responses share a
similar trend. The real part has a linear trend with respect
to the log-frequency, and the imaginary tends to be a con-
stant [11, 12]. From these observations, we propose a model:

Hg(w) = p1 +p2 (lanrjz), 4)

2
where pl and p2 are model parameters. Given a response
measured at N frequencies w1, .. .,wy, the response can be
fitted to the model (4) via a least-squares minimization, which
can be performed very efficiently.

The responses for 6000 samples collected at locations that
reported to have no metal content are shown in Fig. 2. Some
magnitudes are strong (> —125dB) because metal targets
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Fig. 2. Samples of blank responses fitted to the soil model (4). The
samples are ordered so that response decreases with increasing sam-
ple number.

were actually present nearby. For most samples, the mag-
nitude of the residual is noticeably smaller than the response
indicating that the sample fits the soil model well.

Because the model describes a behavior very specific to
the soil and is not usually observed in metallic objects, the
model can be used as a prescreener to determine whether a
target is present based on the fitting residual. Given a fre-
quency response H (w), the response is fitted to (4), and then
the residual of the fit € is used to determine whether a metallic
object is present. A threshold 6 is chosen to decide whether a
metallic object is present:

true ife >0
false otherwise.

target present = { (®)]

A reasonable choice of 6 for our measurement is —135 dB, as
suggested by Fig. 2.



2.3. Detection Framework

A detection framework that incorporates the soil prescreener
and the target classifier is presented here. The framework
is designed to be suitable for practical application where
measurements are obtained sequentially in real-time. It is
designed according to the scenario where a detection ve-
hicle carrying the EMI sensors is driven forward and EMI
responses h,, are collected sequentially.

The prescreener first screens out the responses that are ab-
sent of metallic objects. Responses that pass the prescreener
(indicating a target is present) are then processed to estimate
their DSRFs. Based on the estimated DSREF, the classifier then
labels the responses as landmine or not-landmine.

The use of the prescreener significantly reduces the
amount of data processed by the DSRF estimator and the
target classifier. Because the prescreener takes very little
computation time compared to the estimator and the classi-
fier, the average computation time is also greatly reduced by
using the prescreener.

A simple voting mechanism is employed to discourage
temporary mislabeling of landmines by taking advantage of
the sequential measurements. As the detection vehicle passes
over the target, often multiple measurement are collected con-
secutively for that target. In this case, multiple labels z; are
produced, and a more confident decision can be made based
on the recent labels. We determine that a landmine is present
only when p out of the past ¢ labels are marked as landmine.
The voting rule reduces false-alarm rate and increases the
confidence level.

The proposed framework is summarized as follows:

Detection Framework
Inmput: h,,, 0, p, Tp_gq1-. Tn_1
Output: decision,,
Fit h.,, to soil model (4) and obtain residual e.
if ¢ < 0 then
‘ z,=0
else
S = estimated DSRF of h,
Ty = classify(S‘) Oorl)

if Z?:n—q-u x; > p then
8 ‘ decision,, = 1

9 else

10 L decision,, =0

A 1 R W N =

N

11 return decision,,

3. PERFORMANCE

The proposed method is applied on a data set acquired from
a testing field that contains 62 types of targets, including 26
types of landmines as well as various types of metallic and

grid number

Fig. 3. A snapshot of the output of the detection framework. The
curved lines are the strength of the responses measured at 21 fre-
quencies. The target types are noted above the grid number. The blue
lines (near -200dB) indicate points that are marked as soil; black
dots (at -100dB) indicate points that are labeled as landmines; red
diamonds indicate a declaration of landmine.

nonmetallic clutter. The testing field is divided in to 11 lanes
each lane containing 20 grid cells; there are 220 grid cells
total. About 145 EMI responses are collected per grid cell. In
total, 32,148 responses are collected for the whole field. The
acquisition hardware used is described in [11].

The EMI responses are collected sequentially as the detec-
tion vehicle is driven down the lane, and the responses are fed
into the detection framework described earlier. The parame-
ters are chosen such that p = 5, ¢ = 20, and § = —135dB.
A snapshot of the output of the framework is shown in Fig. 3.
Because the way the responses are filtered [11], a target re-
sponse has multiple lobes (e.g., grid 71 to 74), and only the
main (center) lobe is used for processing. The center lobe is
determined by the sign of the strongest imaginary part of the
response.

In Fig. 3, we see that the soil prescreener is quite effective
and the voting rule reduces false alarms. In grid 72, a miscel-
laneous clutter is labeled as a landmine for a few times, but
because the number of mislabeling is small (< p), a landmine
is not declared and a false alarm is avoided.

The performance of the detection framework using the
SVM is summarized in Fig. 4. The receiver operating char-
acteristic (ROC) curve achieves a high detection rate of 0.96
at a low false-alarm rate of 0.10. Other operating points also
provide satisfactory performances.

The detection process takes little computer time. With
a single pre-trained SVM, the whole test field (32,148 re-
sponses) can be classified using the above process (including
estimating the DSRF) in 30 seconds on a 2.66 GHz CPU with
960 MB RAM.

The performance of the detection framework using the
kNN is also shown in Fig. 4. The performance is compara-
ble to that of the SVM. However, the processing time is much
longer (10+ minutes) due to the many distance computations
required to find the nearest neighbor per measurement. While
the kNN may not be suitable for real-time application, it is
quite robust when sufficient training data are available, as is
the case here. When the training data is scarce, the SVM is
likely to have smaller generalization error.

The classifiers are trained per grid using a leave-one-out
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Fig. 4. ROC curves of the proposed method and that of Fails et
al. [2]. For the kNN ROC curve, k = 7.

cross-validation (LOOCYV), i.e., the classifiers are trained at
each grid with responses from the other 119 grids. Only the
strongest responses in a grid are used for training.

For comparison, Fig. 4 includes the ROC curve for the
method of Fails et al. [2] where the performance is evalu-
ated on the same data set using LOOCV. While the proposed
method is slightly better, we note that the simulation done by
Fails et al. 1is different from ours. Their method does not
utilize sequential measurements.

We note that all the ROC curves in Fig. 4 saturate at 0.99
detection rate. This is due to the misclassification of one par-
ticular landmine. Upon close examination, we found that the
response of this landmine is very weak and is indistinguish-
able from the soil response. In our framework, this target is
filtered out by the prescreener.

More research can be done to further improve the per-
formance. Other features, such as the soil response and
the magnetic property of targets, may be included to provide
even more robust performance. Here we only demonstrate the
strong potential of using the DSRF for landmine detection.
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SUMMARY

This thesis presents a robust method for estimating the relaxations of a metallic object
from its electromagnetic induction (EMI) response. The EMI response of a metallic object
can be accurately modeled by a sum of real decaying exponentials. However, it is difficult
to obtain the model parameters from measurements when the number of exponentials in
the sum is unknown or the terms are strongly correlated. Traditionally, the time constants
and residues are estimated by nonlinear iterative search that often leads to unsatisfactory
results.

In this thesis, a constrained linear method of estimating the parameters is formulated by
enumerating the relaxation parameter space and imposing a nonnegative constraint on the
parameters. The resulting algorithm does not depend on a good initial guess to converge to
a solution. Using tests on synthetic data and laboratory measurement of known targets the

proposed method is shown to provide accurate and stable estimates of the model parameters.
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CHAPTER I

INTRODUCTION

The landmine crisis remains today as landmines continue to maim or kill civilians everyday
worldwide. The International Campaign to Ban Landmines reported that in the year of
2009, landmines and explosive remnants of war caused about 4000 casualties worldwide, of
which over 60% are civilians [19] and more than 30% are children. Much effort and research
has been invested in remediating landmines with one of the primary tasks being the detection
of the landmine itself. However, landmine detection can suffer from a high false-alarm rate
as the detectors also detect other metallic non-mine objects like gun shells, metal cans, and
shrapnel. Therefore, it is of strong interest to discriminate between landmines and metallic
non-mine objects.

Recent research has shown that discrimination between certain types of metallic objects
(targets) is possible by using broadband electromagnetic induction (EMI) sensors together
with advanced signal processing [6, 21, 11, 27, 9, 26]. Target discrimination using broad-
band EMI sensors is possible because the EMI response of a target is strongly related to
the target’s physical size, shape, orientation, and composition. EMI sensors work by illu-
minating a target of interest with a time-varying magnetic field, and then detecting the
scattered magnetic field which is generated by the eddy currents induced on the target.
The broadband EMI sensors measure the scattered field at a broad range of frequencies
or measurement times. In a broadband EMI system, a target can be represented by its
response at a small number of frequencies. The measured response can be fitted to a model,
and discrimination of the target is performed based on the fitted model parameters.

The goal of this work is to model an EMI response in terms of its relaxations to assist
target discrimination. Several different EMI models have been developed to analyze the
EMI response of a target. These models can be categorized into two: continuous and

discrete. While this thesis is concerned with the discrete model, the continuous model is



used by many [9, 26], and a discussion on this model is also provided.
1.1 Continuous Distribution of Relarations

Several existing EMI models can be identified with parametric models employed in polymer
science, which have an underlying continuous distribution of relaxations. For example, the
parametric models proposed by Miller et al. [24] (which is widely used) can be rewritten
in the form of the Cole-Cole dielectric relaxation model [5]. Other theoretical model for
canonical targets can also be identified similarly [13, 35].

The fact that the dielectric response of materials has similar characteristics to the EMI
frequency response allows the models and methods developed for dielectric materials be
applied to the EMI response. Here, the analysis used in polymer science is employed to
study some of the existing EMI models. It is advantageous to do so since many of the
dielectric models and methods have been well-studied over the past fifty years, and much
is known about the behavior and properties of the models. Other well-known dielectric
models, such as the Havriliak-Negami and Cole-Davidson models could also be used in
modeling the EMI response of targets with more complex shapes [8, 16].

A more general model to describe the models mentioned above is the distribution of
relaxation times (DRT'), which is an analysis tool used in polymer science to characterize

materials [18]. The normalized DRT G(7) is defined as:

G(7)
1+ jwr

H(w) = g0 + 94 /0 h ar, (1)

where H(w) is the frequency response, 7 the relaxation time, and gy and ga are constants;
G(7) is normalized to have unity area.
The models mentioned above can all be expressed in terms of the DRT. For example,

the Cole-Cole model (hence, Miller’s model) and its DRT are [1]

Heeo(w) = go + Hé#o)"" (2)
and
Goolr) 1 sin(ar) (3)

T 2t cosh(alog(7/79)) + cos(am)’

where 7y and « are model parameters.



It should be noted that the parametric models can be restrictive in the sense that the
models have assumed underlying distribution and may not be appropriate for objects of
more general shape. For example, Goo(7) is restricted to be symmetric with respect to 7
in log-7 space because of the assumed structure of Hoo(w). However, not all targets have
symmetric DRTs. Using Cole-Cole to model such targets would result in a loss of informa-
tion. Describing a target in terms of DRT makes less assumptions about the structure of

the response, and therefore can model different targets more accurately.
1.2 Discrete Spectrum of Relaxation Frequencies

In the study of EMI, several researchers have provided a theoretical basis for representing
the EMI response of a metallic object as a discrete sum of damped real exponentials [20, 2].
In terms of the DRT, an EMI response can be modeled as a special case of the DRT where
the G(7) is discrete. In addition, in the context of broadband EMI application, it is more
intuitive and convenient to write (1) in terms of relazation frequencies rather than relaxation

times. Using the notation of relaxation frequency, (1) can be rewritten in discrete form as

_CO+21+JW/Ck @

where ¢ is the shift, K the model order, ¢ the real spectral amplitudes, and {; = 1/74 the
relaxation frequencies. The underlying physical process of the model is discussed in Ap-
pendix A. The response at zero frequency H(0) = Zszo ¢k is due to the DC magnetization
of the target.

Aside from the shift, the EMI frequency response of a target can be precisely repre-
sented by the set S = {((x,ck) : K = 1... K} which is the discrete spectrum of relaxation
frequencies (DSRF). Each pair ((x, cx) is one relaxation. The parameter ¢ is not considered
part of the DSRF because it is just a shift of the frequency response. The term DSRF and
spectrum are used interchangeably in this work.

The DSRF is related to a target’s physical properties. The frequency response H (w)
is proportional to the projection of the magnetic polarizability tensor of the target being
measured by the EMI sensor. The magnetic polarizability, hence the DSRF, of several

canonical targets can be calculated analytically, and these formulas show how the DSRF



is related to the target’s physical properties such as conductivity, permeability, shape, size,
and orientation [34, 3, 12].

The DSRF representation has other useful properties. The relaxation frequencies of a
target are invariant to its relative orientation and position to the sensor. Only the spectral
amplitudes change with orientation and position. The fact that the relaxation frequen-
cies are intrinsic to a target makes the DSRF a valuable feature for target discrimination.
Baum has coined the term “magnetic singularity identification” when using the relaxations

(singularities) for identifying targets [3].
1.3 DSRF Modeling Difficulties

While modeling the EMI response in terms of the DSRF has several benefits, estimating
the DSRF from the frequency response is not straightforward. Estimating the DSRF is
equivalent to finding the parameters of a sum of exponentials, and techniques such as
iterative nonlinear least squares fitting, the matrix pencil method, and modified Prony’s
methods have been used in the past [29, 25]. Often these methods do not perform well
when three or more relaxations are present. The goodness of fit strongly depends on a
good guess of the model order, and is also very sensitive to the initial guess for the model
parameters. More discussion on the performance of these methods can be found in [27, 7].

In practice, a good initial guess is hard to determine, and it is difficult, if not impossible,
to have prior knowledge on the model order. For these reasons, most existing estimation
methods are prone to not converging in the fitting process. Even if the fitting method
converges well with a small residual, there is the concern that the estimated relaxations
could be very different from the actual ones. It is possible that the estimate is merely a
good numerical fit, but has no physical significance [7].

One robust spectrum estimation method is the MATLAB function invfregs which
implements the algorithm proposed by Levy [23]. invfregs is robust in the sense that
it can accurately estimate the spectrum of three or more relaxations, and its convergence
is not sensitive to the initial guess. The major downside of this method is that it can

return complex spectral amplitudes or negative relaxation frequencies that have no physical



meaning.
1.4 Proposed Method

In this thesis, it is proposed a method of estimating the DSRF that requires no prior
knowledge of the model order and always returns real model parameters. The proposed
method linearize the estimation problem by enumerating the relaxation parameter space
and imposing a nonnegative constraint on the parameters [37]. While some targets may
have negative DSRF, the proposed method works very well in practice. Even with the
constraint, the proposed method can represent a much larger class of responses than the
parametric models such as the Cole-Cole and Havriliak-Negami models. For well-known
canonical targets, as presented in this work, the estimated DSRF is an approximate, if not

an exact, representation of the actual physical DSRF.



CHAPTER II

ESTIMATION METHOD

The proposed DSRF estimation method is formulated in this chapter. To begin the for-
mulation, it is first examined the frequency response when probed at multiple frequencies.
When the target response is measured at N distinct frequencies, the DSRF model (4) can

be written in matrix form

— - — - CO
1 1 1
H(w1) U Tore e 0 ek .
1
1 1 1
H(ws) _ 1 I+jw2 /G I4jwa/C2 "7 14jw2/Ck c
o . i i 2
1 1 1
|H(wn) ] 1 IHjwn/C  THjwn/Cz °° T+jwn/Ck .
iy K
4 L
h=Zc, (5)
where wpin = w1 < wy < -+ < WN = Wpmaz, B is the observation vector, ¢ the spectral

amplitude vector augmented by the shift ¢y, and Z a matrix containing information about
the relaxation frequencies ¢. The dimension of the matrix Z is dependent on the number
of relaxations present in the spectrum (i.e., the model order). In the case of a simple thin
wire circular loop, there is only one relaxation, so Z has two columns; the first column is

always one to account for cg.
2.1 Method Formulation

To estimate the DSRF (i.e., (x and ¢i) from a given observation h, the usual approach is
to minimize the norm of the error, ||h — Z¢||, but this leads to a nonlinear optimization
problem. Instead, the strategy of basis pursuit is adopted to reformulate (5) as a linear
problem with an overcomplete dictionary [4], and then nonnegative least squares is used
to select the best basis, i.e., the best (. The overcomplete dictionary is a matrix Z that

has the same form as Z in (5), but with many more column (shown below). To generate



the columns, it is enumerated a large set of possible relaxation frequencies in log-( space,
and one column is created for each enumerated (. The enumeration is done by discretizing
a range of relaxation frequencies into M sample points Em that are uniformly distributed
in the log-C space. The range of relaxation frequencies is chosen such that, 5m2n X Wmin
and fm(w R Wmaz- The number M should be chosen large enough to ensure some fm are
in close proximity to the actual relaxation frequencies (. From simulations performed, a
good choice of M gives roughly 25 sample points per decade. More discussion on the choice
of M can be found in Appendix C.

Using the dictionary Z, the estimation problem is rewritten as

— - r i 60
1 1 _ 1
H(w) 1 I+jw1 /G 14jwi/Ce 7 14jwr/Cur &
1 1 S S
H(wQ) _ 1 1+jw2/51 1+jw2/52 T 14jwe/Cyu o + error
1 1 1
_H(WN)_ _1 Itjon /G l+jwn/C T 1+jwn/Cu énr
3 L
h = Zé&+ error (6)

where € is the (M+1)-element weighted selector vector. Ideally, when the error between
h and Zé is minimized, only those ¢, with corresponding fm that are near a true (; will
be nonzero, and they will take on the correct spectral amplitudes cg. It follows that a
DSRF can then be deduced from the nonzero estimated ¢, and their corresponding Cp,. It
is expected that a good solution for ¢ has many zero elements.

The challenge in obtaining the correct € is that M is much greater than N, so the system
in (6) is underdetermined and there is not a unique ¢ to minimize the error. Any vector in
the null space of Z can be added to & without changing the error. There are many ways
to select a least-squares (LSQ) solution. The Moore-Penrose pseudoinverse picks the LSQ
solution that has the smallest £5 norm. One can also compute a LSQ solution with the
fewest nonzero components. However, neither of these LSQ solutions produces the correct
spectrum. Details about existing techniques and the difficulties of solving such a system

can be found in [15, 7, 17].



In the EMI application, it is found in this research that imposing a nonnegative con-
straint on ¢ effectively eliminates a large portion of the null space of Z and the remaining
solution space contains reasonable answers. Under the EMI system used in this study, it is
observed that the real part of the frequency response decreases as the frequency increases,
and the imaginary part remains negative for the great majority of targets. Having all
the spectral amplitudes nonnegative is a sufficient condition to satisfying this observation.
While it is shown that nonnegative DSRF is not a necessary condition, it is also shown that
whenever the real part decreases with respect to the frequency, the spectral amplitudes
are practically nonnegative. A detailed discussion on the applicability of the nonnegative
constraint is provided in Appendix B.

Using the nonnegative constraint, 6 can be solved by optimizing

arg min HZ/E — R/ subject to € > 0 (7)
. | Me(Z Re(h
where Z' = ( ~) and h' = ()
Jm(Z) Jm(h)

Separating the real and imaginary parts makes the whole system real. The first element in

¢, Cp, can be guaranteed nonnegative by adding a sufficiently large real number to h.
2.2 Implementation

The proposed estimation method can be easily implemented through the function 1sqnonneg
in MATLAB which uses the algorithm found in [22]. An alternative to 1sqnonneg is the
CVX package which implements convex optimization under MATLAB [14]. Both optimizers
provides satisfactory results. However, CVX is a larger and more sophisticated program,
but is slightly slower than 1sqnonneg which was written exactly to solve least-square prob-
lems with a nonnegative constraint. Nevertheless, CVX would be of great interest if more
constraints are to be added.

When using either lsqnonneg or CVX, it is found that normalizing the input data h
to have an f5 norm of unity increases the accuracy of estimation. Therefore, all data are
scaled to an ¢ norm of unity before optimization, and scaled back to the original norm after

optimization. The original norm may contain useful information for target discrimination.



2.3 Interpolation

It is observed that in the estimated DSRF, an expected relaxation ((ryue, Crue) is often split
into two peaks located at the two sample points adjacent to (;;ye, as shown in Fig. 1. Tt is also
observed that the two estimated spectral amplitudes add up to the true spectral amplitude
Ctrue, aNd (irye 18 closer to the 5 with larger ¢. This phenomenon can be understood: the
splitting of relaxation happens when the sample points fm do not coincide with (irye, and

cirue gets distributed among the two sample points that are the closest to (irye-

T
1 i @ (Crues Corue) i
(Cas Ca) (G tps C tp)
0.8f —= Truth
06k —=& Estimate - interpolated
o — Estimate - no interpolation
0.4f 1
02} (G, &) |
. ]
logg

Figure 1: Splitting of an expected relaxation followed by interpolation. The sample points
¢ do not coincide with (irye, 80 Cirue is split into the two nearest sample points: (, and (p.
The estimation accuracy is increased by interpolating in ¢ using ¢, and ¢p.

The accuracy of the estimation can be increased by taking advantage of this well-behaved
and consistently recurring phenomenon. The splitting processes can be reversed. A true re-
laxation frequency could be restored by interpolating between two adjacent Em with nonzero
¢m according to their spectral amplitudes. The interpolated spectral amplitude is simply
the sum of the two adjacent spectral amplitudes. Mathematically,

Cintp = Ca + Cp (8)

log(Ginep) = lo8(Ga) + == 1o8(G/Ca). (9)

The quantities are as depicted in Fig. 1. The sample points CNm are placed close enough that
a simple linear interpolation in log-( space gives satisfactory results. The interpolation is
applied only on two adjacent nonzero relaxations.

After the interpolation is performed, any ¢,, with a value of zero is eliminated along with
its corresponding CNm The resulting relaxation frequencies is denoted as él, with spectral

amplitudes, ¢, or in vector notation, f and é, both with length L. It is convenient and



desirable to interpret the estimation results by looking at (f and é. Every entry in f is an
estimate of one relaxation frequency of the target with its corresponding estimated spectral
amplitude in é. The estimated DSRF S = {({;,é) : | = 1... L} is then compactly stored in
é and é. In addition, the vector length L is an estimate of the model order K. Note that

¢o is not part of the DSRF and therefore not interpolated, and is not in the vector é.
2.4 Summary

To estimate the unknown DSRF S = {({x,ck)} from a given set of observations h over
N frequencies, first decide on a relaxation frequency range [émm,fmm] and the number
of points M to be sampled in this range. Then generate the sample points ém, construct
a dictionary matrix Z , perform the optimization described in (7), and finally obtain the
estimated DSRF S = {({;, &)} by interpolating the solution & returned by the optimizer.

The performance of the proposed method is discussed in detail in the following chapter.
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CHAPTER III
ESTIMATION PERFORMANCE

To examine the performance of the proposed method, the method is tested against syn-
thetic, laboratory, and field data. The method is shown to be accurate, stable, and fast.
All estimations are performed with M = 100 and optimized with 1sqnonneg. Prior to
presenting the estimation results, an error measure is introduced.

In assessing the signal strength, the signal-to-noise ratio (SNR) is used. The signal
power is computed by SN |H(w;)|?/N. The noise power in synthesized data is equal
to the variance of the noise. In laboratory and field data the background signal can be
measured and is treated as noise when calculating the SNR.

The frequency response of targets are presented on Argand diagrams. Specifically, com-
plex frequency response functions are plotted on a complex plane with the imaginary part
as the vertical axis, the real part as the horizontal axis, and frequency as the parameter.
All presented spectra are normalized such that ), , ¢; =1 (cg is separate). Normalization
removes the influence of the signal amplitude which changes for many reasons.

Notation: ¢ and c are the true/theoretical relaxation frequencies and spectral amplitudes;

QC and ¢ are the estimates.
3.1 Dissimilarity Measure Between Two DSRFs

Before the goodness of estimation can be evaluated, some kind of measure is needed to
assess the dissimilarity between the estimated DSRF and the truth. It is difficult, however,
to compare two sparse spectra when the number of relaxations are different, which happens
frequently. When the number of relaxations is the same (K'=L), a possible measure of the

dissimilarity between two spectra is
. 1< .
D($,8) =7 _|log¢; —log(i (10)
i=1

Vi ¢ < (v and ¢ < Gy,
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where I=K=L. In (10) only the relaxation frequencies (j are considered, and spectral
amplitudes ¢, are ignored. This approximation is reasonable and convenient when two
spectra are visually similar. We refer to this dissimilarity measure as the deviation. It has
the units of decades.

Another measure that is more comprehensive is the Earth Mover’s Distance (EMD) [28,
10]. The EMD consistently quantifies the dissimilarity between two spectra, even when
K # L. Intuitively, the EMD measures how much work it takes to morph one spectrum
into the other. Specifically, one spectrum represents piles of earth with volume ¢ located
at the associated C}. The other spectrum represents holes in the ground with capacity c
located at (. The distance between a pile of earth and a hole is naturally defined to be the
difference between C} and (i in log space, and the work to move some earth into a hole would
be the amount of earth moved times the distance traveled. Then, the EMD is proportional
to the least amount of work needed to move as much earth into the holes. For the DSRF,
the EMD is measured in decades because it is almost always examined in log-( space. See

Appendix E for details about the EMD.

3.2 Synthetic Data

In this section, the proposed estimation method is tested against synthetic data to show its
functionality, robustness, and stability. The synthesized data is sampled at 21 frequencies
approximately logarithmically distributed over the range 300 Hz—90 kHz. The range of ( for
estimation is chosen such that log(fmm) and log(g:mw) are 2.4470 and 6.6223, respectively.
This corresponds to a frequency range of 45 Hz—670 kHz, which is larger than the measured
frequency range. With M = 100, the spacing between two sample points is 0.0422 decades.
The number of samples and the frequencies are chosen to be the same as the laboratory

hardware system, but the proposed method can also perform under different settings.
3.2.1 Two Coplanar Coaxial Loops

The performance of the proposed method is good when tested on a simulated two coplanar

coaxial circular loops of copper wire. The two loops have circumferences 200 mm and
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150 mm, respectively. The larger loop has a wire radius of 0.0635mm (#36 AWG!), and
the smaller one a wire radius of 0.3215 mm (#22 AWG). A theoretical EMI response and the
DSRF of this target is provided in Appendix D. The EMI response is simulated at a 70dB
signal-to-noise ratio (SNR) with additive white Gaussian noise (AWGN). The estimated
spectrum is shown in Fig. 2 along with the true spectrum. The estimated spectrum is
almost identical to the truth. The deviation from the true spectrum is 0.0013 decades,
which is very small compared to the detectable ( range, about 4 decades. The computation

took 0.11s on a 2.66 GHz CPU with 960 MB RAM.

0.6
— True
0.5 —& Estimate @ @ 1
0.4} B
o 0.3f b
0.2 i
01 .
0 ‘ ‘ ‘

3 4 5 6 7

logg (decade)

Figure 2: Estimation of a simulated two coplanar coaxial circular loop target, for whicl}
log( and ¢ are (4.7552 6.0651) and (0.5013 0.4987), respectively. The estimates for log(;
and ¢ are (4.7557 6.0672) and (0.5010 0.4990), respectively.

3.2.2 Six-relaxation DSRF

While existing sum-of-exponentials estimation methods can also successfully estimate a
two-relaxation case, when the number of relaxations is three or more, these methods start
to encounter problems such as returning complex model parameters or not converging [7].
Here, the proposed method is tested on a six-relaxation DSRF. The target response is

synthesized at 70 dB SNR with AWGN:

6
Ck .
Hw)=14) ———— 4+ noise. (11)
; 1+ jw/Ck
The relaxation frequencies are chosen such that two ( coincide with a sample point, one (i
is half way between two log-( sample points, and the rest are randomly in between sample

points. The relaxation frequencies are chosen this way to demonstrate the functionality

! American wire gauge
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of the proposed method when the sample points do not coincide with the true relaxation
frequencies.

The synthesized and estimated DSRFs are shown in Fig. 3(a) and Table 1. All six
relaxation frequencies are correctly recovered. The estimated model parameters are real,
and the deviation from truth is small. The EMD between the estimate and truth is 0.0365
decades. There is a seventh relaxation in the estimate introduced by the noise, but its

spectral amplitude is small.

0.4

o0l —& True | — True
) —=a Estimate 03l —< invfregs |
0.25 q )
0.2
[9) o 0.2r
0.151 R
0.1 1 04k
0.051 ]
0 L L o L 0 L L L
2 3 4 5 6 7 2 3 4 5 6 7
log¢ (decade) logg (decade)

(a) (b)
Figure 3: Estimation of a six-relaxation DSRF. See Table 1 for numerical data. (a) Esti-
mates by the proposed method. (b) Estimates by invfreqgs with nonphysical parameters
removed.

The same DSRF is also estimated using invfreqs. The a priori model order is chosen
to be 8 which is slightly higher than the actual but is reasonable because in practice it is
difficult to know the actual model order. The estimated model parameters are recorded
in Table 1. There are two estimated ( that are complex and one negative. A physically
possible DSRF can be obtained by throwing away these complex or negative relaxation
frequencies. The resulting estimated DSRF is shown in Fig. 3(b). Three relaxations are
correctly recovered, but the two left most expected relaxations are not. The EMD between
the estimate and truth is 0.3323 decades, much higher than the EMD of the proposed

method.
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Table 1: Estimation of a six-relaxation DSRF

¢, 0.2000 0.1333 0.2000 0.1333 0.2000 0.1333
Truth  Jog¢, 2.6842 3.4855 4.5135 4.9985 5.6839 6.1162
Proposed ¢ 0.2076 0.1343 0.1973 0.1286 0.1928 0.1341 0.0052
method  log{; 2.6515 3.4803 4.5109 4.9981 5.6801 6.0809 4.8931
é 0.2418 0.2269 0.1465 0.2546 0.1301 —0.3902-10~4 —0.3902 - 104 0.1334
inviregs Jog(; 3.3303 4.5111 5.0126 5.7188 6.2983 —0.0012 +0.0042; —0.0012 — 0.0042i —0.0127

tNegative or complex values are not logged



Although a physically possible DSRF can be obtained by throwing away the nonphysical
estimates, the resulting spectrum can be quite different from the truth. Using the actual
model order or its neighboring numbers as the a priori model order does not preclude
complex model parameters either. Nevertheless, when the true model order is low and
the SNR is high, satisfactory estimates can be obtained from invfreqs by throwing out
nonphysical parameters.

Returning complex or nonphysical estimates is a problem that plagues many methods,
and there is not a proper way to deal with the complex estimates. The best way is perhaps
to restrict the model parameters to be real and physical when setting up the problem, and

this is the approach taken in the proposed method.

3.2.3 Signal to Noise Ratio

To see how the proposed method performs in noise, a Monte Carlo simulation versus SNR
is run on a target with a four-relaxation DSRF. Goodness of estimation is measured by the
EMD between the estimate and truth. The simulation result, shown in Fig. 4, shows the

robustness of the estimation method at different signal-to-noise ratios.

Proposed method E
— - —invfregs

Avg. EMD (decade)

10 . . . . . !
10 20 30 40 50 60 70 80 90

SNR(dB)

Figure 4: Monte Carlo simulation on goodness of estimation vs. SNR performed on a
four-relaxation DSRF. Sample size is 10,000 at each SNR. Error bars indicate the range of
EMD between the 10th and 90th percentiles.

As expected, the EMD between the estimate and the truth increases as the SNR, de-
creases. This suggests that the proposed method is functional in a range of SNR where the
EMD is below some threshold. This threshold, however, depends on the application of the
estimated spectrum. For example, in the case of classification, a more robust classifier may

tolerate worse estimations and, therefore, allow lower SNR.
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Figure 5: Monte Carlo simulation on goodness of estimation vs. SNR for different DSRF's
with model order ranging from 1 to 10. Sample size is 10,000.

The same noise simulation was also performed on invfreqgs using the actual model order
as the a priori model order. Nonphysical parameters are removed from the estimate. As
shown in Fig. 4, invfreqgs barely functions except at around 90 dB SNR where its average
EMD drops to 0.1 decades. In comparison, the proposed method has an average EMD one
hundred times smaller than that of invfreqgs at 90dB SNR, and has low EMD for a wide
range of SNR.

Figure 5 shows the same Monte Carlo simulation performed on DSRFs with different
model orders using the proposed method. It is seen that a higher model order DSRF requires
a higher SNR to achieve a given goodness of fit (EMD). Although the curves are different
for each model order, all curves have the same behavior, i.e., the goodness of estimation
is positively correlated to the SNR. The consistent trend of these curves suggests that the
proposed method is stable and functional over a wide range of SNR.

While it seems rather high the SNR levels at which the simulations were conducted, it
was observed that what would usually be a high SNR in other applications is noisy for the
EMI application. For example (Fig. 6), a frequency response added with a 25dB AWGN
appears noisy even though a 25dB AWGN would be considered as a very high SNR in other
applications, like radar. In addition, the range of the SNR for the simulation was chosen
to be close to what is observed in practice. In the laboratory measurements, a typical SNR
for loop targets in this work is 70 dB when the target is placed 10 cm below the EMI sensor.
In reality, the depth and size of the target are two dominant factors of SNR. The SNR

increases with the size of the target, and decreases with the buried depth.
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Figure 6: An instance of a frequency response added with a 25dB AWGN.

3.3 Laboratory Data

The primary interest of this section is to examine the physical meaning of the estimated
DSRF. It is shown here that the estimated spectrum agrees with the theoretical, physical
DSRF derived from electromagnetic theory, and the estimate is not just another good fit to
the data, which can be a problem for other estimation methods [7]. The data are measured
with a wideband EMI sensor operating at 21 frequencies approximately logarithmically

distributed over the range 300 Hz—90 kHz [30].
3.3.1 Single Loop

It is examined here the simplest case — a single thin wire circular loop. This target contains
only one relaxation located at ( = R/L, where L is the inductance and R is the resistance
of the loop. These quantities can be computed according to (26) and (27) in Appendix D.
The theoretical EMI frequency response and DSRF can be found in [34].

Figure 7(a) shows three independently measured EMI responses for circular copper
loops of circumferences 150, 200, 200 mm and AWG No. 24, 32, and 36, respectively. The
theoretical and estimated DSRF are plotted together in Fig. 7(b). The estimates are seen
to agree with the theory. The deviations from the theory are 0.0047, 0.0117, and 0.0028
decades for the loops with AWG No. 24, 32, and 36, respectively. All deviations are
relatively small in the observable relaxation frequency range, and it can be concluded that

the estimated DSRF is an accurate representation of the physical DSRF.
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Figure 7: (a) Frequency response of three independently measured single loops on an
Argand diagram. Responses are normalized such that ||h||2 = 1. Measurements are labeled
in the form of AWG/circumference(mm). (b) Theoretical and estimated DSRF. Theoretical
log ¢, from left to right, are 4.9364, 5.6416, and 6.0167. Estimated log ;, from left to right,
are 4.9411, 5.6534, and 6.0195. All relaxations have an amplitude of unity.

3.3.2 Two Coplanar Coaxial Circular Loops

To test the method on a more complicated spectrum, the two-coplanar-coaxial-circular-
loops target is reconsidered. A physical target was built according to the same specifications
described in Section 3.2.1. The EMI response of this target was measured in the laboratory
and is shown in Fig. 8(a). The SNR is about 70dB. The estimated and theoretical DSRF

are displayed in Fig. 8(b).
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Figure 8: (a) Laboratory measured frequency response of two coplanar coaxial circular
loops on an Argand diagram. Theory deviates from the measurement at higher frequencies.
Responses are normalized such that ||h||2 = 1. (b) Theoretical and estimated DSRF. log (i,
and ¢, are (4.7552 6.0651) and (0.5013 0.4987), respectively. The estimate log (; and ¢; are
(4.7768 6.0514) and (0.4941 0.5059), respectively.
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The estimated DSRF deviates from the theory slightly with a deviation of 0.0177
decades. This is most likely due to the thin-wire approximation used in the theory. In
the theory, the wire radius is assumed to be much smaller than the loop radius. The inner
loop (#22 AWG) has a loop radius to wire radius ratio of about of 47 which is not very high,
meaning the wire cannot be modeled as infinitely thin. In addition, thicker wires have a
secondary relaxation due to the off-wire-axial current flow which is not accounted for in the
theory. At any rate, the deviation is small, and the estimated spectrum is very close to the
theory. Thus, it can be concluded that this estimated DSRF is an accurate representation

of the true DSRF of the physical target.
3.3.3 Non-magnetic Sphere

The spectrum of a metallic sphere is difficult to estimate because it contains an infinite
sequence of relaxations, and the spacing between successive relaxation frequencies decreases
as the relaxation frequency decreases [3]. The decrease in spacing makes the relaxations
in the region of these closely spaced ( indistinguishable from one another. It is therefore
understood that it is impossible to perfectly recover the spectrum of a sphere. Here, the
proposed method is tested against the EMI response of an aluminum sphere measured in
the lab. The sphere has a radius of 0.9525cm. The theoretical and estimated DSRF are

plotted in Fig. 9. The EMD between the truth and estimate is 0.1088 decades.
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3 4

log€ (decade)

Figure 9: DSRF estimation of a laboratory-measured sphere. The theoretical DSRF has
an infinite sequence of relaxation frequencies.

In the estimated DSRF, the first two relaxations are correctly recovered, but the re-
maining theoretical relaxations are accounted for by the other three estimated ones. It is

observed that closely-spaced theoretical relaxations in one region are combined into one
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estimated relaxation, and the theoretical spectral amplitudes in that region roughly add up
to the estimated spectral amplitude. For example, the right-most estimated relaxation has
an amplitude of 0.0438, and it accounts for the infinitely many theoretical relaxations to its
right, which have an amplitude sum of 0.0521. The estimated DSRF, even though it cannot
recover exactly the theoretical DSRF, is seen to approximate the theory. In this case of a
sphere, the estimated DSRF is an approximation to the physical DSRF, and it is not just

a good fit, but a fit that can be related to the physical properties of the target.
3.4 Field Data

As a final demonstration of the proposed method, it is estimated the DSRF of three types
of landmines (Fig. 10). The EMI measurement system uses a dipole transmit coil and a
quadrapole receive coil along with a down-track filter that is important to make the nonneg-
ative constraint applicable for this system [30]. For each type of landmine, measurements
were collected from several landmines buried at different depths and locations, and the
DSRF of each sample was estimated and then plotted together with others of the same
type. The spectral amplitudes are represented by the color intensity.

Figure 10(a) presents the DSRF of seven Type-A landmines: a low-metal content, non-
magnetic, moderate EMI response antipersonnel landmine. The SNR ranges from about
45dB to 60dB. All seven Type-A landmines exhibit consistency in the relaxation frequen-
cies and the spectral amplitudes. The average EMD between pairs of landmines is 0.0594
decades.

Figure 10(b) presents the DSRF of eight Type-B landmines: a medium-metal content,
magnetic, strong EMI response antipersonnel landmine. The SNR ranges from about 55 dB
to 70dB. The spectra are consistent, both f and ¢ exhibit the same behavior in all eight
samples. Mine #7 differs from the others somewhat in f , but the number of relaxations
and the trend of spectral amplitudes is the same as the other seven Type-B landmines. The
average EMD between pairs of landmines is 0.1536 decades.

Figure 10(c) presents the DSRF of seven Type-C landmines: a low-metal content, mag-

netic, weak EMI response antipersonnel landmine. The SNR ranges from about 20dB to
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35dB. The spectra are less consistent compared to Type-A and Type-B landmines, but
notice that the prominent relaxations are all located around log(=5 decades. Since the
response is weak, the noise could move the relaxations around as seen in Fig. 10(c). The
average EMD between landmine pairs is 0.1490 decades, which is slightly lower than the
average EMD in Fig. 10(b). This is because the two prominent relaxations in Fig. 10(b)

are farther away from each other.
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Figure 10: Estimated DSRF of real landmines. The spectral amplitude is represented by
the intensity: darker the color, larger the amplitude. (a) Seven Type-A landmines. (b)
Eight Type-B landmines. (c¢) Seven Type-C landmines.

The estimated H(0) of the three types of landmines are normalized and plotted in
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Fig. 11. The normalized H(0) reflects the magnetic properties of the landmines. Type-
A landmines are nonmagnetic and therefore have a normalized H(0) close to zero. The
other two types of landmines have a normalized H(0) well above zero which reflects the
magnetic content of the landmines. Variations in the estimated H(0) are consistent with

the variations in the DSRF.
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Figure 11: Normalized estimated H(0) for landmines in Fig. 10. H(0) is normalized by
ZZL:1 .

The variation of the estimated DSRF and H (0) could be caused by several factors such
as manufacturing variations, corrosion, the magnetic properties of the soil, or measurement
errors. Manufacturing variations in the shape of the metal parts and their electrical and
magnetic properties can cause variations in the DSRF. Corrosion can change the properties
of the metal parts which will change its response. It is possible that landmine #7 in
Fig. 10(b) has a metal part slightly different from the other seven instances. The lower
normalized H(0) suggests a different magnetic property, and the slightly different DSRF
reaffirms this small variation in the metal.

The response due to the magnetic properties of the soil can also influence the DSRF
since the response of the soil is superimposed on the response of the target and it is not
possible to completely separate the two. For the landmines presented in Fig. 10(c), the
variation in the estimated H(0) maybe primarily due to the magnetic properties of the
soil. Since the magnetic shift observed in the response of the soil is on the same order
of magnitude as the response of these landmines, the soil can have a strong influence on
the landmine responses. On the other hand, landmines presented in Fig. 10(b) have much

stronger EMI responses, and influence from the soil is therefore insignificant.
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In general, landmine of one type have consistent estimated DSRFs. These stable and
recurring DSRFs could be a valuable feature to be exploited in target discrimination. The
estimated H(0) can also be used as a feature when it is not overwhelmed by the noise or

ground response.
3.4.1 Dissimilarity Between Various Mine Types

It is further demonstrated here the consistency of the estimated DSRF from targets of the
same type and also the dissimilarity between different types of targets [36]. It is chosen one
hundred independently measured field samples from eleven types of landmines and various
metal clutter objects [30]. After estimating the DSRF of each sample, the EMD between
all pairs of DSRF's is computed to generate the dissimilarity map shown in Fig. 12. The
diagonal is zero because that is the EMD between a DSRF and itself which is zero.

It is seen that landmines of the same type are, in EMD units, close to each other, meaning
landmines of the same type are similar. Mines of type I do not have small EMD among
its sample pairs. The reason is unclear, but it is speculated that this target has negative
relaxations as the real part of the responses do not always decrease with the frequency.
Therefore, the estimated DSRF could be inaccurate. On the other hand, landmines and
clutter, are far from each other, with few exceptions. Clutter that is similar to landmines
may cause false alarms, but the EMD from clutter to any type of mine is mostly smaller
than the EMD within that mine type. The plot simply shows the clustering of landmines

and suggests the applicability of the DSRF for target discrimination.
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Figure 12: The EMD between samples from eleven types of landmines (A to K) and metal
clutter. Darker colors denote smaller distances which indicate that two samples are more
similar.
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CHAPTER IV

CONCLUSIONS

In this thesis, a robust method is formulated to estimate the DSRF of a target. The
proposed method does not require a priori knowledge of the model order and returns only
real parameters. The proposed method is tested with a wide variety of data, targets, and
noise levels, and is found to give stable, accurate, and quick estimates of the DSRF of a
target. When the DSRF cannot be exactly recovered, the estimate is an approximation to
the actual. In all cases, the estimated DSRF is directly related to the physical properties
of the target.

The consistently estimated DSRF from targets of the same type suggests that the pro-
posed method is a promising way to generate features for target discrimination. The rota-
tional and positional invariability of the relaxation frequencies also suggests the potential of
performing target discrimination using the DSRF. Designing a target discriminator based

on the estimated DSRF would be a natural extension of this work.
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APPENDIX A

THE EMI MODEL

The physical model of the EMI response and its relation to the DSRF model is presented
here. The EMI response of a metallic object is the result of the interaction between the

transmitting loops, the receiving loops, and the object’s magnetic polarizability M [31]:
H(w) = aHg" M (w)Hr, (12)

where « is a real constant, Hr is the magnetic field generated by the transmitting loop, Hr
is the magnetic field of the receiving loop if it is driven, and M is a complex, frequency
independent, second rank tensor.

Equation (12) can be expanded because the magnetic polarizability of a target can be

written as a sum of relaxations [3]:

M(w) = ToyTo — ZT : i“;{f’/‘?@)n (13)

where T}, is a real constant and T is a real, symmetric, second rank tensor. The first term
is due to the bulk magnetic permeability of the target, which is assumed to be frequency
independent, and the second term is due to the currents induced in the target [31].

Expanding M in (12) using (13), the response becomes

_ T B Jw/Ck
H(w) = aHR T()T() ; Tk(il i jw/ck )T HT
= o |ToHR " ToHy — Z Tk(%)HRTTkHT
:dO—Zd ]W/Ck: (14)

= L+ jw/G
where di, = oTHg " T Hr, and it is noted that Hr T T, Hr is constant for a given position
and orientation of the target relative to the sensors. This form provides more intuition of

the physical process of the EMI, where, again, the first term is due to the bulk magnetic

permeability of the target and the second term is due to the currents induced in the target.

27



The EMI model in (14) can be related to the model presented in Section 1.2 by

Hiw) — di— S d Jw/C
) kzzl 1w/
o Jw/Ck B
=dp kEZI dkil n jw/Ck +dp, — dp

Jw/Ck 1+ jw/ G
=(dy— dk | — d - —d -
( " ; ) ; T4 jw/G 1+ jw/d
dg
= |do— dk | + —_—
(0T S
Ck
=+ ) ——
0 ; 1+ jw/Ck
It is identified that ¢ and dj are related by

dk:Ck, k:1,2,3,...

do = co + ch.
k=1
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APPENDIX B

NONNEGATIVE SPECTRUM

It is examined here the relation between the nonnegative spectral amplitudes and the ob-
servation that the real part of a frequency response decreases as the frequency increases. It
is found that whenever the real part of a frequency response decreases with respect to the
frequency, one can practically assume the spectral amplitudes are all nonnegative.

The EMI frequency response of a metallic target can be modeled as

K
H(w)—00+;1+jw/<k~ (17)

For a frequency response to have decreasing real part with respect to the frequency w, it is
sufficient but not necessary to have all nonnegative ¢, as shown in the derivation below.
However, the derivation also suggests that whenever a cj is negative it is either (a) very
small in magnitude or (b) close to another positive ¢ of larger magnitude, which makes
this negative ¢i practically nonnegative.

Suppose a response has two relaxations

a b
H(w) = - — - 18
) 1+jw/C 1+ jw/G (18)
with a,b > 0. The real part of the response is
a b
Re{H = — .
6{ ((.U)} 1+w2/<~g 1+w2/<§
To have a decreasing real part with respect to the frequency, it must be satisfied that
dRe{H —2aw/¢? 2bw /(2
6{ (CU)} _ a’(’;}/Cg, - + ("JQ/Cb2 5 < 0. (19)
dw (I+w?/¢3)?  (T+w?/G)

Multiply by (1 + w?/¢2)%(1 4+ w?/¢?)?/(2w):
—aGa(1+w?/GP)? + G (1 +w?/()* < 0.
Express in the form z? — y?:

VoG (1 + w2/ — [Vac (1 + w? /)] < 0.
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Use the identity 2% — y* = (z + y)(z — y):

[VbG (1 +w?/C2) + Va1 + w? /)]
[VbG, H(1+w?/¢2) — Val, (1 +w?/¢F)] < 0

The first term can be divided out because it is positive:

VG (1 + W?/¢2) — Va1 +w?/¢E) < 0.

Rearrange in the powers of w:

s = et L T 0 (20)

To satisfy (19) is to satisfy g(w) > 0. The following finds the minimum of g(w) and

ensures it is positive.

dg(w) , Va Vb
w ~ e gy =0

The extremum is at w = 0. To have this extremum be a minimum,

Pygw)| ., Va Vb
R e R TR
va Vb

Gl ~ GG
a
b

2
> (?) . (21)
a
Restrict the minimum be positive:

va Vb

gw=0)=-—-——>0
( ) Ca Cb
va _ Vb
Ca Cb
2
a Ca
as (S 22
b <Cb> 22
Therefore, H(w) has decreasing real part with respect to w when (21) and (22) are
satisfied. Or equivalently,
s max(<<a>2 (C”>2) (23)
b Cb ’ Ca

This also requires a > b since the right-hand side > 1.
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To interpret this result, (23) is expressed in an alternative form. Take the log of (23)

on both sides:

1 a
Jlogy > |log ¢, — log Gp|. (24)

The right-hand side is the distance between the two relaxations in log space. When the
negative component is relatively large (b large, a/b — 1; recall that a > b) the left-hand
side approaches zero and the distance approaches zero. When the negative component is
far away from the positive one (right-hand side large), b is required to be relatively small to
a. In either case, the negative relaxation would be overwhelmed by the positive relaxation,
especially under the presence of noise.

A similar conclusion can be make about the imaginary part of a response is always
negative. It is easy to prove that the nonnegative spectral amplitude is also a sufficient
but not a necessary condition to having negative imaginary part. This proof is left as an

exercise to the reader.
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APPENDIX C

DENSITY OF DISCRETIZATION OF THE RELAXATION
FREQUENCY SPACE

The number M in (5) decides the number of sample points placed in a relaxation frequency
range. Equivalently, M controls the density of discretization of the { space. The denser
the discretization, the more likely a sampled ( is close to the true (. In the extreme case,
if an infinite number of sample points fill up the relaxation frequency range, there must
be one sampled ¢ that coincides with the true (. Of course, computationally it would
be impossible to estimate a DSRF with an infinite number of sample points. Even if the
number of samples is kept finite, with a fixed number of observations N, the null space of Z
gets larger and larger as M increases, and the number of possible bad estimates increases.
It is therefore desirable to have M just large enough, so that the estimate is likely correct
while the computational cost remains low.

To determine an good choice of M, a Monte Carlo simulation on the density of discretiza-
tion of ( space is performed over a range of M with different noise levels. The simulation
result is shown in Fig. 13, where a higher EMD value means worse estimates. The fig-
ure suggests that M should be greater than 60 to avoid bad estimation due to insufficient
sample points while M should be no greater than 200 because adding more sample points
does not improve the goodness of fit. It is seen that within the range 60 < M < 200, at
lower signal-to-noise ratios (50-60dB), better estimation is obtained with M ~ 70. While
at higher SNRs (65-80 dB), better estimation is obtained with M ~ 120. In words, at lower
SNR, lower discretization density gives more robust performance, which agrees with the
intuition that larger dictionaries are more sensitive to perturbation of noise. On the other
hand, when the SNR is high, higher discretization density delivers more accurate estimates.
To accommodate a wide range of SNR, to chose M ~ 100 is a good compromise, and since

the relaxation frequency range is about 4 decades, there are about 25 sample points per
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decade.

Figure 13: Monte Carlo simulation on density of discretization of ¢ space. Each point on
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the curve is the average EMD over 10,000 samples.

Although the Monte Carlo simulation is performed on a two-relaxation target, the result
should well represent the behavior of the estimation process in general. This is true as
observed in simulations of different DSRF. Therefore, it can be inferred that, in general,
a good choice of M is around 25 sample points per decade. As shown in the figure, the

goodness of fit is not sensitive to the chosen M given it is large enough, so there is some

freedom on choosing M.
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APPENDIX D

A CIRCUIT MODEL FOR TWO COPLANAR COAXIAL CIRCULAR
LOOPS

It is derived here a theoretical approximation to the magnetic polarizability of two coplanar
coaxial circular loops in low-frequency realm. A larger loop of radius r; with wire radius
aq is placed around a smaller loop of radius ry with wire radius as. The wires have electric
conductivity ¢ and relative permeability p,.. Two loops are on the same plane and share
the same center. The wire radius is assumed to be much smaller than the loop radius. i.e.,
a << r. This configuration of two coplanar coaxial circular loops can be modeled as a
simple two coupled LR circuits shown in Fig. 14.

R1 R2

LM
.m

11 12

@w L1 L2 V2®

Figure 14: Circuit model for two coplanar coaxial circular loops.

The voltage V(s) induced by the incident magnetic field on the loop is related to the

incident magnetic excitation H"¢ in Laplace domain through
V(s) = —spoH™ A, (25)

where A is the loop area and pg is the permeability of free space. Assume the incident
magnetic field is normal to the plane containing the loops. In low frequency, the resistance

R of the loop is

2r
R=—"— 26
. (26)
and the inductance L is [32]
a? 8r a? L
L= 1+ —)in(— -2+ —]. 2
rol(l + p)in(o) + 50y 24 ) (21)
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The mutual inductance Lj; between the two loops is [33]

Lar = 20— IR (R) - (W),

2

where
2 4r1ro
- )
(r1 4+ ro)?

and K and E are the complete elliptic integrals.

In the Laplace domain, the system equation for the circuit is [34]

i Ry + sy sLyg I

Vs sLys Ro + sLo I

Solve for the currents:

I —spoH™e Ry + sLo

| Bt sLi)(Ro+ sLa) — (sLa)?

—SLM
The magnetic polarizability M is then

AL+ Aol

M(S) Hinc

—SLM

Rl + SL1

_ —S,LLO[A%(RQ + SLQ) + A%(Rl + SLl) — 28A1A2LM]

(Rl + SLl)(RQ + SLQ) — (SLM)2

Perform partial fraction expansion:

Q1+Q2

S — 81 S — 89

=—(Q1+Q2) +

M(s) = —s(

)

Q1 n Q2

where s; and s2 are the roots of the denominator in (33) [12]:

1—s/s1 1—s/sy’

“(RiLy + RoLy) + \/(Rng — RyL1)2 + ARy RyL2,)

81,2: 2(L1L2—L?\4)

Variable Q1 and Qo are simply

Q1=

polA2 (R + s1Lo) + A3(Ry + s1L1) — 251 A1 Ao L]

51— 82

Q2 =

_ po[AT(Rg 4 saLo) + A3(Ry + saL1) — 259A1 Aa L]

52 — 81

Ay
Ao

(28)

(29)

(30)

(31)

(34)

(35)

(36)

(37)

(38)

Using (36)—(38) the DSRF of two coplanar coaxial circular loops can be computed. The

relaxation frequency (; = —si with corresponding spectral amplitude Q.
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APPENDIX E

EARTH MOVER’S DISTANCE

Given two distributions S = {({;,&) : i = 1...L} and S = {(G,¢j) - j =1...K}, the
Earth Mover’s Distance (EMD) between the two distributions can be computed by solving

the optimization problem [10]:

Define d;; = |log G — log Gl (39)
S Y figdi

EMD(S, S) = min (40)
fij ZiLzl Zf:l fij
K
subject to > fij <& di=1...L (41)
j=1
L
i=1
L K L
> fy=min(> &, > ¢)) (43)
i=1 j=1 i=1  j=1
fij>0 i=1...L,j=1...K (44)

where f;; is an intermediate variable used during the optimization. Adapting the illustration
in Section 3.1, S is the piles of earth and S the holes. Equation (41) guarantees no overdraw
from each pile of earth, (42) guarantees no over fill at each hole, (43) sets the problem to fill
up the holes with as much earth as possible, and (44) allows only moving earth into holes
and not the reverse.

In this work, spectra should be normalized having sum of all spectral amplitudes be
unity (>_¢; = 1). In this case, the above optimization problem is simplified to having
the denominator in (40) be one and the right-hand-side of (43) be unity. The EMD also

becomes symmetric.

36



[1]

REFERENCES

Barsoukov, E. and MACDONALD, J. R., Impedance spectroscopy, ch. 2, p. 37. New
Jersey: Wiley-Interscience, 2005.

BaumMm, C. E., “On the singularity expansion method for the solution of electromagnetic
interaction problems,” Interaction Notes 88, Air Force Weapons Laboratory, 1971.

Bauwm, C. E., “Low-frequency near-field magnetic scattering from highly, bu not per-
fectly, conducting bodies,” in Detection and Identification of Visually Obscured Targets
(BauMm, C. E., ed.), ch. 6, pp. 163-218, Philadelphia, PA: Taylor & Francis, 1999.

CHEN, S. S., DoNoOHO, D. L., and SAUNDERS, M. A., “Atomic decomposition by
basis pursuit,” SIAM Review, vol. 43, no. 1, pp. 129-159, 2001.

CoLE, K. S. and CoLE, R. H., “Dispersion and absorption in dielectrics i. alternating
current characteristics,” J. Chem. Phys., vol. 9, pp. 341-351, Apr. 1941.

CoLuiNs, L., Gao, P., and CARIN, L., “An improved Bayesian decision theoretic
approach for land minedetection,” IEEFE Trans. Geosci. Remote Sens., vol. 37, pp. 811—
819, Mar. 1999.

Das, Y. and McFEE, J. E., “Limitations in identifying objects from their time-
domain electromagnetic induction response,” in Proc. SPIE, vol. 4742, (Orlando, FL),
pp. 776-788, Apr. 2002.

Davipson, D. W. and CoLE, R. H., “Dielectric relaxation in glycerol, propylene
glycol, and n-propanol,” J. Chem. Phys., vol. 19, pp. 1484-1490, Dec. 1951.

FaiLs, E. B., TorrIONE, P. A., ScorT, JrR., W. R., and CoLLINS, L. M., “Perfor-
mance of a four parameter model for modeling landmine signatures in frequency do-

main wideband electromagnetic induction detection systems,” in Proc. SPIE, vol. 6553,
(Orlando, FL), p. 65530D, Apr. 2007.

FisHER, B., “The earth mover’s distance,” Oct. 2008.

Gao, P., CoLLiNs, L., GARBER, P. M., GENG, N., and CARIN, L., “Classification of
landmine-like metal targets using wideband electromagnetic induction,” IEEE Trans.
Geosci. Remote Sens., vol. 38, pp. 1352-1361, May 2000.

GENG, N., BAuMm, C. E., and CARIN, L., “On the low-frequency natural response
of conducting and permeabletargets,” IEEFE Trans. Geosci. Remote Sens., vol. 37,
pp. 347-359, Jan. 1999.

GRANT, F. S. and WEST, G. F., Interpretation Theory in Applied Geophysics, ch. 17.
New York: McGraw-Hill, 1965.

GRANT, M., BovyD, S., and YE, Y., “CVX: Matlab software for disciplined convex
programming,” July 2008.

37



[15]

[16]

[17]

18]

HANsEN, P. C., Rank-Deficient and Discrete Ill-Posed Problems: Numerical Aspects
of Linear Inversion. Philadelphia, PA: Society for Industrial Mathematics, 1998.

HAVRILIAK, S. and NEGAMI, S., “A complex plane representation of dielectric and
mechanical relaxation processes in some polymers,” Polymer, vol. 8, pp. 161-210, 1967.

HoLMmsTROM, K. and PETERSSON, J., “A review of the parameter estimation problem
of fitting positive exponential sums to empirical data,” App. Math. and Comp., vol. 126,
pp. 31-61, Feb. 2002.

HoONERKAMP, J. and WEESE, J., “A nonlinear regularization method for the calcula-
tion of relaxation spectra,” Rheol. Acta, vol. 32, pp. 65-73, 1993.

INTERNATIONAL CAMPAIGN TO BAN LANDMINES, Landmine Monitor 2010. Ottawa:
Mines Action Canada, 2010.

KAUFMAN, A. A. and EATON, P. A., The theory of inductive prospecting, ch. 3.
Amsterdam: Elsevier, 2001.

KEISWETTER, D. A., Won, I. J., MILLER, J., BELL, T., CESPEDES, E., and
O’NEILL, K., “Discriminating capabilities of multifrequency EMI data,” in Proc.
IGARSS, vol. 4, (Honolulu, HI), pp. 1415-1417, July 2000.

LawsoN, C. L. and HANSON, R. J., Solving Least Squares Problems, ch. 23. Engle-
wood Cliffs, NJ: Prentice-Hall, Inc., 1974.

Levy, E. C., “Complex-curve fitting,” IRE Trans. Automat. Contr., vol. 4, pp. 3743,
1959.

MitLERr, J. T., BeELL, T. H., Soukup, J., and KEISWETTER, D., “Simple phe-
nomenological models for wideband frequency-domain electromagnetic induction,”
IEEE Trans. Geosci. Remote Sens., vol. 39, pp. 1294-1298, June 2001.

OsBORNE, M. R. and SMYTH, G. K., “A modified Prony algorithm for exponential
function fitting,” SIAM J. Sci. Comp., vol. 16, no. 1, pp. 119-138, 1995.

RAMACHANDRAN, G., GADER, P. D., and WiLsoN, J. N., “Granma: Gradient an-
gle model algorithm on wideband EMI data for land-mine detection,” IEEE Geosci.
Remote Sens. Lett., vol. 7, no. 3, pp. 535-539, 2010.

Ricas, L. S., MOONEY, J. E., and LAWRENCE, D. E., “Identification of metallic
mine-like objects using low frequency magnetic fields,” IFEE Trans. Geosci. Remote
Sens., vol. 39, pp. 56—66, Jan. 2001.

RUBNER, Y., TomAsI, C., and GUiBAS, L. J., “A metric for distributions with appli-
cations to image databases,” in Proc. ICCV, (Bombay, India), pp. 59-66, Jan. 1998.

SARKAR, T. K. and PEREIRA, O., “Using the matrix pencil method to estimate the
parameters of a sum of complex exponentials,” IEEFE Antennas Propag. Mag., vol. 37,
pp- 48-55, Feb. 1995.

ScorT, JrR., W. R., “Broadband array of electromagnetic induction sensors for de-
tecting buried landmines,” in Proc. IGARSS, (Boston, MA), July 2008.

38



31]

[32]

[33]

[34]

ScorT, Jr., W. R. and LARSON, G. D., “Modeling the measured em induction

response of targets as a sum of dipole terms each with a discrete relaxation frequency,”
in Proc. IGARSS, (Honolulu, Hawaii), July 2010.

SMYTHE, W. R., SILVER, S., WHINNERY, J. R., and ANGELAKOS, D. J., “Electricity
and magnetism,” in American Institute of Physics Handbook (GRAY, D. E., ed.), ch. 5,
p- 29, NY: McGraw-Hill Book Company, Inc., 1963.

SMYTHE, W. R., Static and Dynamic Electricity, ch. 8, p. 335. NY: McGraw-Hill,
1968.

SOWER, G. D., “Eddy current responses of canonical metallic targets theory and
measurements,” Interaction Notes 526, EG&G MSI, May 1997.

WARD, S. H., “Electromagnetic theory for geophysical applications,” in Mining Geo-
physics (HANSEN, D. A., HEINRICHS, JR., W. E., HOLMER, R. C.;, MACDOUGALL,
R. E., ROGERS, G. R., SUMNER, J. S., and WARD, S. H., eds.), vol. 2, ch. 2, pp. 10—
196, Tulsa, OK: The Society of Exploration Geophysicists, 1967.

WEeI, M., ScorT, JrR., W. R., and MCcCLELLAN, J. H., “Estimation and application
of discrete spectrum of relaxations for electromagnetic induction responses,” in Proc.
IGARSS, (Cape Town, South Africa), July 20009.

WEI, M., ScorT, JrR., W. R., and MCCLELLAN, J. H., “Robust estimation of the
discrete spectrum of relaxations for electromagnetic induction responses,” IEEE Trans.
Geosci. Remote Sens., vol. 48, pp. 1169-1179, Mar. 2010.

39



